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. Sicherheitshinweise / Pflege

Bevor Sie das System anschlieBen und in Betrieb nehmen, lesen Sie zuerst diese Sicherheitshinweise und die
Betriebsanleitung.

Bewahren Sie die Betriebsanleitung sorgfaltig zur spéteren Verwendung auf.

Inbetriebnahme und Wartung des Systems darf nur durch dafiir autorisierte Personen vorgenommen und ent-
sprechend den Installationsanweisungen - unter Beachtung aller mitgeltenden Normen und Richtlinien - durch-
gefiihrt werden.

Um Wérmestaus zu verhindern, Liiftungsschlitze niemals abdecken.

Niemals metallische oder andere Gegensténde durch die Liiftungsschlitze stecken, dies konnte das Gerét dauerhaft
schadigen.

Das Gerat gegen Eindringen von Wasser und Feuchtigkeit schiitzen, dies kann zu dauerhaften Schaden fiihren.
§ollte dennoch Feuchtigkeit eingedrungen sein, das Gerét nie unter diesen Bedingungen einschalten und zur
Uberpriifung an eine qualifizierte Servicestelle geben.

Das System darf nie auBerhalb der technischen Spezifikationen benutzt werden, da es zerstort werden kann.
Das Gerat ist vor groBer Hitze, Staub, Feuchtigkeit und Vibrationseinwirkung zu schiitzen.
Stellen Sie keine schweren Gegensténde auf dem Gerat ab.

Um das System von der Versorgungsspannung zu trennen, ziehen Sie das Kabel nur am Stecker heraus.
Ziehen Sie nie direkt am Kabel.

Verlegen Sie die Verbindungskabel sorgféltig und stellen Sie sicher, dass die Kabel nicht mechanisch beansprucht,
geknickt oder beschadigt werden und keine Feuchtigkeit eindringen kann.

Falls Funktionsstorungen auftreten, benachrichtigen Sie bitte lhren Lieferanten.

Das Anschlusskabel sollte nur durch Videor E. Hartig GmbH ausgetauscht werden.

Montage, Wartung und Reparaturen diirfen nur von autorisiertem Fachpersonal ausgefiihrt werden.
Vor Offnen des Gehéuses ist eine Netztrennung erforderlich.

Das Gerat darf nur von qualifiziertem Servicepersonal gedffnet werden. Fremdeingriffe beenden jeden Garantie-
anspruch.

Verwenden Sie nur Originalersatzteile und Original-Zubehdr von Videor E. Hartig GmbH.

Zur Reinigung der Gehduse immer nur ein mildes Haushaltsmittel verwenden. Niemals Verdiinner oder Benzin
benutzen, dies kann die Oberfléche dauerhaft schadigen.

HINWEIS: Dies ist ein Gerét der Klasse A.

Dieses Gerét kann im Wohnbereich Funktionsstorungen verursachen; in diesem Fall kann vom
Betreiber verlangt werden, angemessene MaBnahmen durchzufiihren und dafiir aufzukommen.



2. Produkteigenschaften

2.1 Produktbeschreibung

Der Video Server Encoder ist eine vielseitige Losung zur optimalen Aufwertung lhrer vorhandenen analogen Uberwa-
chungsinfrastruktur. Der Video Server ist ein eigenstandiges System mit integriertem Videoencoder, das eine Analog-
kamera zu einem kompletten IP-System macht. Der Video Server kann per Fernzugriff mittels Webbrowser iiber ein
Intranet oder das Internet angesprochen und bedient werden.

Der Videoencoder des Video Servers ermdglicht die Integration einer schon vorhandenen Analog-Uberwachungsinfra-
struktur in ein vollfunktionales IP-Uberwachungssystem. Der Video Server ist eine ideale Wahl fiir Anwendungen fiir
Banken, Flughéfen, Fabriken, Regierungsgebaude, Gefangnisse und Verkehrsiiberwachung — jeden Ort, an dem schon
Uberwachungsgerite installiert sind und genutzt werden.

Dieser Video Server verwendet den neuesten digitalen Medienprozessor von Texas Instruments (Tl) — den TMS320DM
365 — fiir eine effiziente Bildverarbeitung, wobei er die gleichzeitige Triple-Codec Videokompression (H.264 / MPEG-4
/ MJPEG) bei der hochsten Aufldsung ermaglicht: Full D1 bei 30/25 Bildern/s in den Normen NTSC bzw. PAL. Zusétz-
lich kénnen die Benutzer, basierend auf den unterschiedlichen Bandbreiten, Multiprofil-Videostreaming bei verschie-
denen Auflésungen wahlen.

Der Video Server ermdglicht eine stabile, zuverldssige und bequeme Netzwerkiiberwachung. Er ladt automatische
Video-Codecs und andere Komponenten sicher herunter und erméglicht Ihnen eine sehr einfache Konfiguration der
Einstellungen. AuBerdem bietet er die UPnP-Funktionalititen. Sein USB-Anschluss ist fiir die grundlegende Netzwer-
keinstellung und fiir Upgrades vorgesehen. Der SD-Karten-Schlitz unterstiitzt Alarm- und Ereignisaufnahmen sowie
Upgrades. AuBerdem ist diese Encoder-Einheit mit der Power over Ethernet (PoE) Funktion ausgestattet, und ihr RS
485 Anschluss kann mit verschiedenen Pelco-D PTZ-Kameras verbunden werden.

Die Alarmauswertungsfunktionen liefern Warnungen bei Videoausfall- oder Netzwerkausfall-Ereignissen. Bewegungs-
alarme mit konfigurierbaren Detektionsbereichen erlauben die effektive Uberwachung und verringern die Notwendig-
keit standiger menschlicher Uberwachung. Durch ein Zwischenspeichersystem kann der Server Bilder von vor und
nach aufgetretenen Ereignissen (iber einen integrierten SD-Kartenleser speichern.

Wir haben diesen Triple-Codec Video Server fiir anspruchsvollere Digitaliberwachungsldsungen eingefiihrt, die von
unseren Kunden gewiinscht wurden. Wir glauben, dass dieses Gerét die richtige Antwort auf Ihre Netzwerkiiberwa-
chungsprobleme darstellt. Sie werden es praktisch, prazise und unersetzlich finden.



2.2 Allgemeine Beschreibung

1-Kanal Video/Audio Server fiir LAN/WAN
Aufldsung max. 720 x 576

Simultaner Video-Datenstrom (H.264 / MJPEG / MPEG-4)
USB Anschluss fiir Konfiguration

Bis zu 10 Zugriffe parallel mdglich

e Bis zu 3 Password Levels méglich

Integrierter Bewegungsmelder (Motion Detection)
Audio und Alarm Ein/Ausgédnge
Alarm-Aufzeichnung (Micro SD-Karte/SDHC)
ONVIF-Konformitét

Geschiitzte Bereiche (Privacy Zones)

Client Management Software enthalten

WERKEINSTELLUNGEN e IP-Adresse: 192.168.1.168
e Passwort: 9999




3. Beschreibung der Vorder- und Riickansicht

3.1

3.2
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Spannungsversorgung: An diesem 12VDC-Eingang wird das externe Netzteil angeschlossen.

ETHERNET (PoE)

Dies ist ein RJ-45 Standardanschluss fiir 10/100 MBps Ethernet-Netzwerke.Funktion ,,PoE” (Power over Ethernet):
Ermdglicht die Stromversorgung des Gerdts (iber das selbe Kabel, das auch fiir den Netzwerkanschluss verwen-
det wird.

SD-Anzeigeleuchte: Das griine Licht zeigt an, dass das Gerét aktiviert ist und die SD-Karte nicht entfernt
werden darf.

SD/SDHC-KARTEN-Schlitz: Dieser wird fiir die Aktualisierung und Archivierung der Systemsoftware und den
Zugriff auf kritische Bilder verwendet.

USB Schnittstelle: Der Benutzer kann ein USB Geréatekabel verwenden, um den Video Server mit dem USB Port
auf dem PC zu verbinden.
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AUDIO IN (Audioeingang): Dieser Kontakt wird zum Anschluss an den Audioausgang von anderen Geréten an
diesen Video Server verwendet.

AUDIO OUT (Audioausgang): Liefert das Audiosignal des Gerats an einen Lautsprecher oder eine Verstarker-
anlage.

Videoeingang: Der BNC-Anschluss wird zum AnschlieBen des Videoausgangs der Kamera verwendet.

ALARM 1/0: Dieser 8-polige Anschluss fiihrt die Signale DIGITAL IN/OUT und RS-485 zum Anschluss an externe
Geréte.

RESET: Wiederherstellen der werkseitigen Einstellung
POWER-Anzeige: Zeigt den Einschaltstatus des Geréts an.

®
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3.3 Schaltplan fiir die Anschliisse DI/D0
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| RS-485 Gerét

DI Empfangt Signale eines Reed-Schalters, Vibrationssensors oder anderer externer Uberwachungs-
gerate

DO Anschluss an eine Alarmvorrichtung oder einen Tonsignalgeber

485+/485- Anschluss an eine RS-485-Schnittstelle zur Steuerung von Zusatzgeraten wie z. B. eines externen
Kamerageh&uses fiir die PTZ-Steuerung (Schwenken, Neigen, Zoom)




3.4 Die USB Funktion

Wird der Video Server mit Hilfe des USB Steckers mit dem PC verbunden, kann sie zwei verschiedene Funktionen
bieten.

1. Stecken Sie eine SD-Karte ein: als Kartenleser

Stecken Sie eine SD-Karte in den Video Server und schlieBen Sie diese dann an den PC an. Sie kénnen nun
Dateien zwischen der SD-Karte und dem PC (ibertragen. Sobald sie Ihren Video Server mit Ihrem Computer
verbunden haben, wird das Windows-System die Verbindung erkennen und Sie fragen, was Sie mit Ihrer
SD-Karte tun mdchten.

Anders ausgedriickt, wenn der Benutzer seinen Video Server (iber den USB-Anschluss mit einer SD-Karte und
dem PC verbindet, kann der Video Server als normaler Kartenleser verwendet werden.

2. Eine SD-Karte entfernen: als Konfigurationswerkzeug

Bevor Sie die USB Konfigurationsseite verwenden, denken Sie bitte daran, die SD-Karte zu entfernen, oder lhr PC
liest nur die SD-Karte und zeigt folgendes Fenster nicht an.

DHCP ON

USB Configuration v1.03

Title DHCP

[ =
IP Address ’_ ’_ '_ ,_ Netmask [_ [_ ’_ ]_
Gateway ”: ’_ '_ ,_ DNS Server ,_ ,_ ’_ ,_
HTTP Port ]

Apphy(&) Exit(E)

DHCP OFF (Werkeinstellung)

USE Configuration v1.03 [
=]

Title. DHCP |

IF Address ’F ’T [ Er Netmask fs s [ P
Gateway ’07 ]g—‘ '07 Eg—' DNS Server ,_IT ,F [1— ,117
HTTP Port ’30— Netzwerk

Apply() Ext(E) Einstellung

WARNUNG: Nach Andern der Einstellungen, klicken Sie bitte auf die ,,Apply” Schaltfliche.
Alle Optionen werden wirksam nach Entfernen des USB Steckers.

HINWEIS: Nach dem Andern der IP-Adresse muss das Netzwerkkabel abgezogen und erneut angeschlossen
werden, um sicherzustellen, dass die Netzwerkverbindung normal arbeitet.



4, Installation

Installieren Sie das Gerét bitte an Hand der nachfolgenden Anweisungen und Zeichnungen.

HINWEIS: Der Video-Ausgang des Video Servers ist iiber einen BNC-Stecker mit dem Video-Eingang des
Monitors verbunden. Wenn diese Verbindung vorgenommen wurde, erscheinen einige Daten auf
dem Monitor, z.B. die werkseitige Voreinstellung der statischen IP-Adresse (192.168.1.168) des
Video Servers. Die statische IP-Adresse des Video Servers kann jedoch nur angezeigt werden,
wenn eine Verbindung zwischen dem Video Server und einem anderen Gerét besteht.

Besteht keine solche Verbindung, so wird die werkseitige Voreinstellung der statischen IP-Adresse
des Video Servers nicht auf dem Monitor angezeigt.

4.1 Verbindung mit einer Kamera

Digital- oder Analog-Kamera

zum BNC-Anschluss der Kamera

©

RESETO oc

4.2 Aktualisierung der System-Software

Wenn die Systemsoftware des Video Servers aktualisiert werden muss, gehen Sie bitte wie folgt vor, um den Vorgang
auf sichere Weise durchzufiihren.

WICHTIG: Stellen Sie vor der Durchfiihrung der folgenden Verfahren bitte sicher, dass die SD-Karte
funktioniert und die Datei der Systemfirmware intakt ist.

1. Erstellen Sie ein Verzeichnis mit dem Namen UPGRADE (GroB-/Kleinschreibung spielt hier keine Rolle) auf der
SD-Karte, falls es noch nicht vorhanden ist.

Kopieren Sie die Datei UPDATE.BIN in das UPGRADE-Verzeichnis.

Wenn der Video Server |duft, schalten Sie ihn bitte zunéchst aus.

Stecken Sie die SD-Karte in den Video Server.

Trennen Sie das Ethernet-Kabel vom RJ-45 Anschluss und schalten Sie den Video Server dann ein.

Nach 5 bis 10 Sekunden erscheint die Meldung ,,UPDATE PROCESSING” auf dem Bildschirm vor einem blauen
Hintergrund. Wenn diese Meldung nicht erscheint, iiberpriifen Sie die Schritte 1 - 6 sorgféltig oder setzen Sie sich
mit Ihrem technischen Kundendienst in Verbindung. Nehmen Sie in diesem Fall die folgenden Schritte nicht vor.

ISR



7. Schalten Sie auf keinen Fall den Video Server wihrend des Updatevorgangs aus, bevor die Meldung
,UPDATE OK RESET PLEASE” auf dem Bildschirm erscheint; dies kann 15 bis 30 Sekunden dauern.

8. Wenn an Stelle der Meldung ,,UPDATE OK RESET PLEASE” die Meldung ,,UPDATE NG RESET PLEASE” erscheint,
notieren Sie bitte die auf dem Bildschirm angezeigten Fehlermeldungen und informieren Sie lhren technischen
Kundendienst. Nehmen Sie in diesem Fall die folgenden Schritte nicht vor.

9. Schalten Sie den Video Server aus wenn der Update-Vorgang beendet ist und entnehmen Sie die SD-Karte wieder.

10. SchlieBen Sie die Netzwerkverbindung erneut am RJ-45-Eingang an.

11. Starten Sie den Video Server erneut. Sie sollte nach einem erfolgreichen Upgrade-Vorgang wie gewohnt
funktionieren.

12. Uberpriifen Sie die Version der neu eingespielten Firmware.

WARNUNG:

1. Schritt 1 bis Schritt 2 miissen von einem PC ausgefiihrt werden.

2. Stellen Sie sicher, dass Sie in Schritt 2 eine giiltige UPDATE.BIN-Datei auswéhlen.

Die korrekte Funktion des Video Servers ist sonst nach dem Update nicht gewéhrleistet.

3.  Solite wahrend Schritt 7 die Spannungsversorgung des Video Servers ausfallen, entnehmen Sie bitte die
SD-Karte aus dem Video Server und schalten Sie den Video Server erneut ein, um seine Funktion zu
iiberpriifen. Sollten keine Probleme auftreten, gehen Sie zuriick zu Schritt 3; wenn doch, wenden Sie
sich bitte an Ihren Technischen Kundendienst.

4. Sollte bei Schritt 9 die SD-Karte nicht aus dem Video Server entnommen werden und der Video Server
nicht wie gewohnt funktionieren, wird nach einem Neustart des Video Servers der Update-Vorgang
erneut ausgefiihrt.

5. Stellen Sie sicher, dass in Schritt 4 die SD-Karte korrekt in den Video Server eingesetzt wird, da sonst
permanente mechanische Beschiadigungen maglich sind.

6. Wenn wihrend Schritt 7 eine Fehlermeldung ,,CSUM ERROR” ausgegeben wird, deutet dies auf ein
Problem mit der UPDATE.BIN-Datei hin.

7. Unterbrechen Sie auf keinen Fall den automatisch ablaufenden Upgrade-Vorgang und setzen Sie keine

SD-Karte ein, die keine Systemsoftware des Video Servers enthélt. Dies kinnte den Video Server
beschédigen.

5. Netzwerkkonfiguration

5.1 Kabelverbindungen

Bitte gehen Sie nach den folgenden Anweisungen vor, um den Video Server mit einem Computer oder einem Netz-
werk zu verbinden und das korrekte RJ-45-Kabel auszuwahlen.

Physikalische Spezifikationen des RJ-45-Kabels fiir Ethernet

Kabeltyp Cat.5
Steckertyp RJ-45
Max. Kabellénge 100m
Kabel fiir Hub-Verbindung gerade
Kabel fiir PC-Verbindung gerade




5.2 Konfiguration der Video Server-Netzwerkeinstellung

Nach der physikalischen Verbindung des Video Servers mit einem Netzwerk miissen Sie die Netzwerkfunktion
aktivieren und die korrekten Netzwerkeinstellungen des Video Servers vornehmen.

5.2.1 DHCP-Aktivierung

Zum Einschalten der DHCP-Funktion kann die USB-Verbindung (siehe Abschnitt 3.4) oder der Internet Explorer (siehe
Abschnitt 6.1.3) verwendet werden.

Image Network System Application Storage Status

Netvack NETWORK SETUP

Enable DHCP
IP address
Subnet mask
Default Gateway
Primary DNS
[#] Enable UPnP presentation
[] Enable UPnP port forwarding

Forwarding Port Test
Forewarding Status UPnP : Forwarding is inactive




5.2.2 Einstellung der IP-Adresse

Wenn in dem verwendeten LAN kein DHCP-Server vorhanden ist, miissen Sie die IP-Adresse des Gerats manuell
einstellen. Gehen Sie dazu wie folgt vor:

Geben Sie die IP-Adresse, Netzmaske und die Gateway-Adresse ein.
Die folgenden Angaben dienen als Beispiel:

IP: 192.168.1.X
MASK: 255.255.255.0
GATEWAY: 0.0.0.0

HINWEIS: Wenn nur ein einzelner Video Server mit einem Computer oder einem Netzwerk verbunden ist,
konnen Sie die IP-Adresse des Video Servers frei wahlen. Wenn z. B. durch die Netzmaske ein IP-
Adressenbereich von 192.168.1.1 bis 192.168.1.255 definiert ist, konnen Sie eine beliebige Adresse
in diesem Bereich benutzen. In diesem Fall muss keine andere Netzwerkmasken- oder Gateway-
Einstellung vorgenommen werden; die vorgegebenen Grundeinstellungen sind ausreichend.

Wenn der Video Server mit einem WAN verbunden ist, miissen Sie sich eine einmalige permanente
IP-Adresse zuteilen lassen und die Netzmaske und die Gateway-Einstellungen entsprechend lhrer
Netzwerkarchitektur vornehmen. Wenn Sie mit diesen Einstellungen nicht vertraut sind, sollten Sie
einen qualifizierten Netzwerkspezialisten oder Ihren Systemadministrator zu Rate ziehen.

HINWEIS: Bei der Verbindung mit einem Netzwerk muss jedem Video Server eine eigene IP-Adresse zuge-
wiesen werden, die sich im Rahmen der durch die Netzmaske freigegebenen IP-Adressen bewegt.
IP-Adressen bestehen aus 4 Zahlengruppen, die durch Punkte geteilt sind; z. B. 192.168.1.1.

Wenn das vorhandene Netzwerk einer Klasse C-Adressierung entspricht, miissen die ersten

3 Zahlengruppen der IP-Adressen des Video Servers identisch sein. Bei Klasse B-Adressierung
miissen die ersten 2 Gruppen der IP-Adressen des Video Servers identisch sein.

Kontaktieren Sie, wenn notig, einen Netzwerkspezialisten oder Ihren Systemadministrator.



5.3 TCP/IP - Verbindungssoftware

Das TCP/IP-Verbindungsprotokoll wird auf lnrem Computer wie folgt installiert:
1. Wahlen Sie im Start-Menii lhres Computers die Funktion Gontrol panel (Systemsteuerung).

Qmmmmem
| My Recent Documents >
%) My Pictures

) by pasic
g'm(nmpul.n

Sek Program Access and
Defauts
L) Printers and Faxes

9) Help and Support
ﬁ m;?j Settings Transfer ,.) Search
77 Run...

Alerograms [

E

2. Rufen Sie mit einem Doppelklick auf Network Connection (Netzwerk-Anschluss)-Symbol die Netzwerkein-
stellungen auf.

B Control Panel EEE
Ble Edt Vew Favorkes Tools Help [
€] Q[ POsewh [ rokes [

Address | B Control Panel = & v B

[T & X D @ B P =

Accessbity AddHardware  Adder  Administrative  Automatic DateandTime  Display
[ Switchto Category View Options Remov... Took Updates

¥ @3 e P = O D

Folder Options  Fonks Game Internet  Keybosrd Hal Mouse
B Windowss Update Controllers  Options

A QIS L & & @

Network \kasdw thneund Power Options Pnr*mend ﬂsﬁuﬂdaﬂd 5cerwsu1d
Connections.

u@@é’i’laﬂ

See Also

Scheduled Security  Sounds and Speech faskh- and  User Accounts
Tasks Certer Audio Devices art Menu
s A
wmuws Wireless Link  Wireless
MNetwork Set...




3. Klicken Sie mit der rechten Maustaste auf Ihre Netzwerkverbindung und klicken Sie dann auf Properties
(Eigenschaften).

*S Network Connections EE®R

Fle Edt View Favorkes Tools Advanced Help F7

Qo - ) (F Oseach [ Foaers [
addvecs @ NetwockCoonections >
A LAN or High-Speed Internet

Network Tasks

[E] create anew

connection

|

% Setup a home or small <
= office network
4@ Changs Windows

Firewall settings
&% Disable this netwark

device

& Repair this connection
W]} Rename this connection

© View status of this
connection

Change settings of this
connection

Other Places

Local Area Connection N

4. Offnen Sie die Karte General (Allgemein). Uberpriifen Sie, ob TCP/IP bereits zusétzlich zu anderen Netzwerk-
protokollen installiert ist. Sollte dies der Fall sein, gehen Sie direkt zu Abschnitt 5.5; wenn nicht, installieren Sie
das TCP/IP-Protokoll, wie in Punkt 5.4 beschrieben.

4 Local Area Connection Properties

General | Authentication | Advanced
Connect using:

% BB 55 900 PCI Fadt Ethermet Adepter

This cg?molnh uses the following items:
1 18] Clent for Microsolt Networks
¥ =1 File and Printer Sharing for Microsolt Networks
I Bl gos Packet Scheder
] o >/

Description

Transmission Contrel Protocol/intemet Protocol The default
wade area network protocol that provides communication
acioss diverse interconnected networks.

Show icon in notification area when connected
2] otify me when this connection has livted or no connectivity




5.4 TCP/IP - Installation

Klicken Sie auf der Registerkarte General (Allgemein) der Verbindungseigenschaften unter ,This connection uses
the following items” (Diese Verbindung verwendet folgende Elemente) auf Internet Protocol (TCP/IP) ). Klicken Sie
auf Install (Installieren). Wahlen Sie als Typ der Netzwerkkomponente Protocol (Protokoll) und klicken Sie dann auf

Add (Hinzufiigen).

Wahlen Sie Microsoft TCP/IP als Netzwerkprotokoll und klicken Sie auf OK.

Connect using.

General | Authentication | Advanced|

B 55 300 PCI Fast Ethemat Adapter

This cgnnection uses the folowing tems:

Allove other computers to access resources on your
using a Mictasalt network.

[¥] Shog icon in natification area when connected
[ Matify me: when this connection has kmited of na con 4 .

1. Wahlen Sie ,, TCP/IP”

2. Klicken Sie auf , Install”
3. Wahlen Sie ,Protocol”
as!

Cick the type of network. component you wan! to nstalt
154 Crert

E==]s.

Description

Salect Network Component Type..

A prolocol s & language your compuler uees lo
commwrecate wih other computers.

Select Network Pratocal .?|&1

wmmm  Clhick the Network Protocol that pou want to instal, then click OK_ If you have

4. Klicken Sie auf ,,Add”
5. Wahlen Sie , TCP/IP”
6. Klicken Sie auf ,,0K”
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-;‘ an installation disk for this component, click Have Disk
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5.5 TCP/IP - Konfigurationseinstellungen

Klicken Sie auf Start —> Control Panel (Systemsteuerung) —> Network Connections (Netzwerk-Anschliisse)
Wahlen Sie Internet Protocol (TCP/IP), und klicken Sie dann auf Properties (Eigenschaften).

Bevor Sie die Verbindung lhres Video Servers mit einem WAN vornehmen, stellen Sie bitte sicher, dass lhre Internet-
verbindung korrekt funktioniert. Wenn nicht, wenden Sie sich an lhren Systemadministrator.

-t Local Area Connection Properties

Internet Protocol (TCP/IP) Properties (]3]

General | Authentication | Advanced Genessl | Alemate Configustion

Connect using You can get P settings assigned automatically f your network supports

this capabilty. Othenwise, you need to ask your netwodk administrator for
BB SiS 900 PCI Fast Ethemet Adapter [_Conbgue... the appropiate IP selings
This cannection uses the fallowing kems:

vl Client for Microsoft Networks

#1 JB1File 3nd Printer Sharing for Mictosolt Networks
] J8) 0o Packet Scheduler

2

(®({btain an [P address automaticall)
(O Uze the following IP address

Intemet Protocol (T CF/IP)

Description () Obtain DNS server address automatically

Transmission Control ProtocolAntemet Protocal. The default (® Usg the following DNS server addresses:
wide k protocol that provids i
across diverse interconnected networks. Prefened DNS server 168.95 .1 .1
Ahsmate DNS server
4] Showy icon in notification area when connected
Notify me when this cornection has limited or no connectivity

Wenn Sie einen DHCP-Server verwenden, wahlen Sie bitte den Punkt Obtain an IP address automatically (IP-Ades-
se automatisch beziehen). Alle IP-Adressen des angeschlossenen Video Servers miissen sich in derselben Adressie-
rungsklassifizierung befinden. Wenn kein DHCP-Server vorhanden ist, wahlen Sie specify an IP address (Folgende
IP-Adresse verwenden) und geben Sie IP-Adresse, Subnetzmaske und Standardgateway fiir Inren PC ein.

Diese IP-Adresse muss sich von den IP-Adressen der anderen Geréte im Netzwerk unterscheiden, aber derselben
Klasse angehéren.

HINWEIS: Die IP-Adresse des Video Servers darf im Netzwerk nur einmal verwendet werden und muss sich

von den IP-Adressen der im Netzwerk vorhandenen PCs unterscheiden, aber im Rahmen der Netz-
werkmaske liegen.



5.6 Verbindungstest

Nachdem Sie die Netzwerkeinstellungen vorgenommen haben, nehmen Sie bitte die folgenden Schritte vor, um
sicherzustellen, dass die Netzwerkverbindung erfolgreich eingerichtet wurde.

1. Klicken Sie auf Start —> All Programs (Alle Programme) —> Accessories (Zubehor) —> Command Prompt
(Eingabeaufforderung)

&) New Office Document
& Open Office Document
@& Set Program Access and Defaults
w0 Windows Catalog

% Wwindows Updste

% Windows Live Call Beta

) Accessiiity >

O 7 » 3 »
e i) Asus chioaai ) Communications
e £ Asus Hotkey vl ) Entertainment »
E-mail ) Eset v Il ') System Tools »
= ) Games v fl ' Address Book
3 @ 1zar | E Calouastor
d Windows Messenger f§
) Microsoft Office Tools <+ | Command Prompt
\'," Paint i) SisMES0_651_650_740 vll B nNotepad
o /) stertup Wl Y oPaint
‘ﬁ‘«‘-'--ﬂd:ws Update & Internet Explorer @) Program Compatibiity Wizard

. Remote Assictance €9 synchronize

@ \
4“‘% Windows Movie Make]

[
@ Tour Windows XP :
_/) @ windows Media Player

| &) ke Codec Pack »

B windows Messenger

& Tour Windows XP
L Windows Explorer
@ Windows Movie Maker

nmand Prompt ‘ @ skree vl @ wordead

[0 Wwindows Live »

Log OFf m Turn Off Computer

SN -
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2. Geben Sie den Befehl ping XXX.XXX.XXX.XXX (IP-Adresse des Video Servers) ein und driicken Sie Enter.
(Siehe untenstehendes Beispiel)

** Dies ist die IP-Adresse eines Video Servers, der als der verbundene Video Server zugewiesen ist.

I -

1.26881

of t
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ocuments and S ing 192.168.1.168




Wenn die Antwort dem folgenden Beispiel entspricht, wurde keine Verbindung hergestellt. Bitte tiberpriifen Sie noch-
mals die gesamte Hardware- und Softwareinstallation, indem Sie die Abschnitte 5.4 bis 5.5 wiederholen. Wenn Sie
dann immer noch keine Verbindung herstellen kdnnen, wenden Sie sich an lhren technischen Kundendienst.

Command Prompt m

r>ping |192.168.1.168

bytes of data:

.168.1.168:
ived = B, Lost = 4 <180z los

ents and Settings‘userd

Wenn die Reaktion dem folgenden Beispiel-Bildschirm entspricht, wurde die Verbindung erfolgreich hergestelit.

¢+ Command Prompt !E

dow:
> Copyright 1985-

cuments and Settings »oping] 192.168.1.168
Pinging 192.168.1.168 with 32 h

Reply from 192.

Reply from 192.

Reply from 192.16
Reply fron 19

S:xDocuments and Setting




6. Bedienungsanleitung fiir die Bildbetrachtungs-Software und das Netzwerk

Der Video Server kann mit 2 Softwareldsungen betrieben werden: (1) den Microsoft Internet Explorer; und (2) die
Video Server Viewer-Software, einen Netzwerkbrowser auf PC-Basis, der es erlaubt, abgesetzte Bereiche zu beobach-
ten oder aufgezeichnete Daten (iber das TCP/IP-Protokoll zu betrachten.

Die Einzelheiten finden Sie im folgenden Abschnitt.

RJ-45 PIN-Belegung fiir die Ethernet-Verbindung

PIN Nr. PIN-Belegung
1. X+ RJ-45 Buchse
TX -
RX + 12345678
Nicht benutzt
Nicht benutzt
RX -
Nicht benutzt
Nicht benutzt

® I NS G Rw N

Physikalische Spezifikation fiir Ethernet-Verbindung

Kabeltyp Cat.5
Steckertyp RJ-45
Max. Kabellédnge 100m
Kabel fiir Hub-Verbindung gerade oder gekreuzt
Kabel fiir PC-Verbindung gerade oder gekreuzt




6.1 Microsoft Internet Explorer

6.1.1 Anschluss des Video Servers

1. Starten Sie den Microsoft Internet Explorer und verbinden Sie den Video Server wie folgt:
Klicken Sie auf die URL-Taste im oberen Bereich des Fensters.

3. Geben Sie die URL-Adresse des Video Servers ein, und driicken Sie die Enter-Taste, um auf die Homepage zu
gelangen.
Ein Fenster mit der Uberschrift ,,Enter Network Password” wird gedffnet.
Geben Sie den Benutzernamen (,User Name”) und das ,,Password” in den entsprechenden Feldern ein.
Bestétigen Sie durch Klicken auf die OK-Taste Ihre Eingaben. Damit verlassen Sie automatisch diese Seite.

HINWEIS: Werkseitig voreingestellt sind als ,,User Name” = admin und als ,,Password” = 9999.

HINWEIS: Das Fenster mit der Uberschrift ,,Enter Network Password” wird in dem Bild weiter unten darge-
stellt. Bitte geben Sie jeweils den Benutzernamen und das Passwort des Video Servers ein, wenn
dieses Fenster erscheint. Sollten entweder der Benutzernamen oder das Passwort nicht stimmen,
iiberpriifen Sie die Einstellungen und korrigieren Sie diese, falls erforderlich.

HINWEIS: Wenn die Anmeldung einmal erfolgreich durchgefiihrt wurde, erscheint dieses Fenster nicht mehr,
bis die Verbindung geschlossen und eine erneute Verbindung aufgebaut wird.

HINWEIS: Die Vorgehensweise zu Beginn ist, Ihre IP-Adresse einzugeben und auf die ,,Enter” Schaltfliche zu
klicken, um zur Homepage zu gelangen. Wenn Sie jedoch lhre Daten auf der ,,SYSTEM USERS”
Seite iiberarbeiten oder dndern, wechselt die Reihenfolge, und es wird zuerst die ,,Enter Network
Password” Seite angezeigt.

Connect to 192.168.0.92

o
e

MNETWORK
User niame: o v
Password:

[CJRremember my password
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6.1.2 Live-Video

Das Live-Video des Video Servers wird auf der Homepage angezeigt, wenn Ihr PC eine Online-Verbindung zum Video
Server aufgebaut hat.

Uber die Homepage sind auch weitere Einstellungen verfiigbar. Die Viewer-Typen AJAX (Standard) und ActiveX werden
auf der Homepage in unterschiedlichen Formaten angezeigt.

Viewertyp AJAX: Unterstiitzung fiir andere Browser als Internet Explorer (nur fiir JPEG-Modus)

ideo Server Live Video | Setup | Halp | Logout

ol
Profile-2(720x480) ¥ 1‘ @® '?' ‘?'

EY/ =/ 20ly uf a4/ 2y

o Klicken Sie auf |Profile-1(640x460) ~| | um die Auflosung/Qualitat-Einstellungspaare zu &ndern, die Sie schon auf
der Konfigurationsseite ,,Audio und Video” eingestellt haben (fiir den JPEG-Modus).

=

.8 SD-Karten-Symbol: Priifen Sie, ob die SD-Karte eingesteckt ist oder nicht. Wenn eine SD-Karte eingesteckt ist,

wird das Symbol rot @

. 1‘ Symbol ,,Bewegung festgestellt”: Wenn Bewegung festgestellt wird, erscheint das Symbol in der rechten obe-
ren Ecke, um den Benutzer zu warnen. Wenn der Bewegungsdetektor ausgeldst wurde, blinkt das Symbol rot 1‘ .

) Symbol ,Status: Aufnahme ein”: Das Symbol erscheint in der rechten oberen Ecke. Wenn die Aufnahme
ausgeldst wurde, wird das Symbol rot @ | und die Bilder werden auf die eingesteckte SD-Karte aufgenommen.

. 'I Symbol ,,Alarm ein”: Wenn ein externes Gerat wie etwa ein Sensor einen Alarm ausldst, erscheint in der
rechten oberen Ecke dieses Symbol, um den Benutzer zu warnen. Wenn ein Alarm ausgeldst wurde, blinkt das

Symbol rot "’

. ‘?‘ Symbol ,Alarm ein”: Wenn ein externes Gerat wie etwa ein Sensor einen Alarm ausldst, erscheint in der
rechten oberen Ecke dieses Symbol, um den Benutzer zu warnen. Wenn ein Alarm ausgelost wurde, blinkt das

Symbol rot ‘9'
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Viewertyp ActiveX:

Mit den verfligharen Symbolen kénnen Sie folgende Optionen auswahlen: Schnappschuss aufnehmen, Einstellen des
Speicherverzeichnisses, Auswéhlen des Vollbildmodus, Aufnehmen, Horen, Sprechen und Zoom.

Video Server Live Video | 8etup | Help | Logo:

IE @ \E @ @ @ @ Profile-1(720480) ¥ % o

[ZULlU OS50

e Schnappschuss: Klicken Sie auf die Schaltflache @ , um einen Schnappschuss aufzunehmen.
Das Symbol wird blau @ , wéahrend die Funktion ausgefiihrt wird.

o Einstellung des Speicherverzeichnisses: Klicken Sie auf die Schaltflache , um das Verzeichnis zum Speichern
der Schnappschiisse und der Video-Clips einzustellen.

* Vollbild: Klicken Sie auf die Schaltflache , um den Vollbildmodus aufzurufen. Das Symbol wird blau 4] ,
wahrend die Funktion ausgefiihrt wird.

o Aufnahmeschalter: Klicken Sie auf die Schaltflache @ , um einen Video-Clip aufzunehmen.

Das Symbol wird blau @ , wahrend die Funktion ausgefiihrt wird.

* Audioschalter: Klicken Sie auf die Schaltflache @ , um die Audioeingang-Funktion zu nutzen (Horen starten/
beenden). Das Symbol wird blau @ ,wahrend die Funktion ausgefiihrt wird.

o Sprechschalter: Klicken Sie auf die Schaltflache @ , um die Audioausgang-Funktion zu nutzen (Sprechen
starten/beenden). Das Symbol wird blau ‘Q , wahrend die Funktion ausgefiihrt wird.

* Digitalausgang: Klicken Sie auf die Schaltfliche @ , um den Digitalausgang ein- bzw. auszuschalten.

Das Symbol wird blau , wéhrend die Funktion ausgefiihrt wird.

e Zoom: Klicken Sie auf die Schaltfldche @ ,um ein ,Zoom”-Popup-Fenster aufzurufen. Das Symbol wird blau ,
wahrend die Funktion ausgefiihrt wird. Bewegen Sie den quadratischen ,,Griff” des Reglers nach rechts oder links,
um in das Live-Bild hineinzuzoomen bzw. aus ihm herauszuzoomen, wobei der roten Rahmen, der den gezoomten
Bereich darstellt, entsprechend gréBer oder kleiner wird. Sie kdnnen den Rahmen an die gewiinschte Position im
Live-Bild verschieben, um die entsprechenden Details der Stelle zu sehen.
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o Live-Video: Anklicken, um zur Homepage des Geréts zuriickzukehren
o Konfiguration: Anklicken, um die erweiterten Einstellungen vorzunehmen
e Logout: Anklicken, um das Fenster zu schlieBen

6.1.3 Setup (Konfiguration)

Klicken Sie auf die Schaltflache Setup (Konfiguration) auf der Homepage, um die erweiterten Einstellungen vorzu-
nehmen.

6.1.3.1 Setup Wizard (Konfigurationsassistent)

Um Ihren Video Server schnell zu konfigurieren, klicken Sie oben auf den Setup-Seiten auf Wizard (Assistent).

Dieser Assistent fiihrt Sie Schritt fiir Schritt durch die Konfiguration Ihres neuen Video Servers und verbindet den
Video Server mit dem Internet.

Welcome to setup wizard - internet connection setup

This wizard will guide you through a step-by-step process to configure your new Camera and connect the camera to
the internet. To set-up your camera motion detection settings, please click the Back button to close this wizard and re-
open the motion detection setup wizard.

Step 1: Setup LAM Settings
Step 2: Setup Internet Settings
Step 3: Setup DDNS Settings
Step 4: Camera Name Settings
Step 5: Setup Time Zone

Zum Fortfahren auf Next (Weiter) klicken.
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Schritt 1:

Video Server

Step 10 Setup LAN Settings
Please select whether your camera will connect to the Internet with a DHCP connection or Static IP address. If your
camera is connected to a router, or you are unsure which settings to pick, it is recommended that yau keep the default
selection of the DHCP connection. Otherwise, click on the Static IP address to manually assign an IP address before
clicking on the Next button.

[¥] Enable DHCP

IP address |

Subnet mask |7

Default Gateway I

Primary DNS |

Die Voreinstellung des Video Servers ist, dass DHCP eingeschaltet ist. Verwenden Sie das DHCP-Protokoll, wenn im
LAN ein DHCP-Server arbeitet. Der Video Server bezieht seine IP-Adresse dann automatisch vom DHCP-Server. Sie
konnen DHCP auch ausschalten und dem Video Server eine feste IP-Adresse zuweisen. Die voreingestellte statische
IP-Adresse lautet 192.168.1.168. Sie konnen eine statische IP-Adresse fiir den Video Server einstellen, wenn kein
DHCP-Server im LAN vorhanden ist.

Wenn Ihr Internet Service Provider Ihnen Verbindungsdaten gegeben hat oder wenn Sie eine statische Adresse inner-
halb lhres LANs einstellen mdchten, miissen Sie die Daten der statischen IP-Adresse korrekt eingeben.

Zum Fortfahren auf Next (Weiter) klicken.

Schritt 2:

Step 2 Setup Internet Settings
Please enter your ISP Username and Password in the case that your ISP 15 using PPPoE and then click on the Next
button. Please contact your ISP if you do not know your Username and Password.

[1Enable PPPoE

User Name |
(e.g. B54321@hinet.net)

Password

Wenn Sie PPPoE verwenden, wahlen Sie Enable (Aktivieren) und geben Ihren Benutzernamen und Ihr Kennwort ein,
andernfalls markieren Sie das Kontrollkéstchen nicht und klicken zum Fortfahren auf Next (Weiter).

24



Schritt 3:

Video Server

Step 3. Setup DDNS Settings
If you have a Dynamic DNS account and would like the camera to update your IP address automatically, enable DDNS
and enter in your host information below. Please click on the Next button to continue

Enable DDNS [

Server Address i______ <<
Host Name | |
User Name —|
Password 17

Verify Password |

Timeout [24 | (hours)

Wenn Sie ein Konto fiir DynDNS haben und mdchten, dass der Video Server ihre IP-Adresse automatisch aktualisiert,
wahlen Sie Enable und geben die Daten Ihres Kontos ein.

Zum Fortfahren auf Next (Weiter) klicken.

Schritt 4:

ideo Server

Step 4: Camera MName Settings
It is recommended that you rename your camera for easy accessibility. You can then identify and connect to your
camera via this name. Please assign a name of your choice before clicking on the Next button.

IP Camera Name Video Server

Geben Sie einen Namen fiir lhren Video Server ein und klicken Sie zum Fortfahren auf Next (Weiter).

Schritt 5:

Step 5: Setup Time Zone
Please configure the correct time to ensure that all events are triggered, captured and scheduled at the correct time
and day and then click on the Next button.

Time Zone | (GMT+08:00) Taipei v

Enable Daylight Saving []

Stellen Sie die richtige Zeit ein, um sicherzustellen, dass alle Ereignisse zur richtigen Zeit ausgelost, erfasst und
geplant werden kénnen.

Zum Fortfahren auf Next (Weiter) klicken.
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Schritt 6:

Step 6: Setup complete

Below is a summary of your camera seftings. Click on the Back button to review or modify settings or click on the Apply|
button if all settings are correct. It is recommended you note down these settings in order to access your camera on
the network or via your web browser.

1P Address DHCP

IP Camara Name Video Server

Time Zone (GMT+08:00) Taipei
DDNS Disable

PPPOE Disable

Wenn Sie DHCP ausgewahlt haben, erscheint eine Zusammenfassung der Einstellungen lhres Video Servers.
Notieren Sie bitte alle diese Daten, da Sie sie zum Zugriff auf Ihren Video Server im Netzwerk bendtigen.

Klicken Sie auf Apply (Anwenden), um Ihre Einstellungen zu speichern.
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6.1.3.2 Andern der Videoeinstellungen

Bitte folgen Sie den nachstehenden Schritten, um die Videoeinstellung iiber das Netzwerk zu andern, falls erforder-

lich. Eine Voransicht des Bildes wird im Live Video-Fenster angezeigt. Klicken Sie auf Submit (Abschicken), um lhre
Anderungen zu aktivieren und zu speichern.

 Die Konfigurationsseite Image Setup

1. Klicken Sie auf die Image Schaltfliche auf der Startseite, um auf die Seite fir die Bildeinstellung zu gelangen.

Image Network System Application Storage Status

Image IMAGE SETUP
wdio and Video

Privacy Mask Viewer Type
O Alax

® ActiveX

Mirror Oon ®off
Flip Con ® off
Brightnass 128 »
Contrast 128 v
Saturation 128 »
Reset Default
Camera Name Video Server | maximum 30 characters

[JEnable 0SD
Timestamp Label maximum 30 characters
Timestamp Location

Stellen Sie den ,,Viewer Type” (Viewer-Typ) ein. Klicken Sie, um als Viewer-Typ den , ActiveX”- oder ,,AJAX"-
Modus auszuwéhlen.

Stellen Sie die ,Image Settings” (Bildeinstellungen) wie erforderlich ein, dazu gehdren: ,Mirror” (Horizontal spie-
geln), ,Flip” (Vertikal spiegeln), ,,Brigthness” (Helligkeit), ,,Contrast” (Kontrast) and ,Saturation” (Farbséttigung).
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Stellen Sie die ,Device Settings” (Gerateeinstellungen) einschlieBlich Videor Server Name” (Video Servername)

und ,, Timestamp” (Zeitstempel) ein.

e Klicken Sie auf ,,Enable 0SD” (0SD-Menii aktivieren), um das entsprechende Kontrollk&stchen zu mar-
kieren und die Funktion zu aktivieren.

* (eben Sie die gewiinschte ,, Timestamp Color” (Farbe der Zeitstempel-Anzeige) ein.
e Geben Sie die gewiinschte , Timestamp Location” (Anzeigestelle des Zeitstempels) ein.
e (Geben Sie das gewiinschte , Timestamp Format” (Format des Zeitstempels) ein.
5. Klicken Sie auf die Schaltfldiche Submit (Abschicken), um die neuen Bildeinstellungen zu aktivieren.

Beschreibung der Funktionstasten:

Mirror (Vert. Spiegeln)

Der Spiegel speichert die durch ihn gespiegelten Bilder, sodass sie zur Uberwachung oder
ganz einfach fiir eine Aufnahme Ihrer selbst verwendet werden konnen.

Flip (Horiz. Spiegeln)

Dreht das Bild um 180 Grad

Brightness (Helligkeit)

Eine Einstellung zur Kompensation von Szenen mit Gegenlicht

Contrast (Kontrast)

Das MaB fiir Farbintensitat/-starke.

Saturation
(Farbséttigung)

Mit dieser Einstellung wird die Stérke der Farben von Schwarz/WeiB bis zu kraftigen
Farbtonen eingestellt.

Timestamp Location
(Zeitmarke Ort)

Anklicken zum Offnen der Liste und zum Auswéhlen zwischen: ,UPPER LEFT” (oben
links), ,UPPER RIGHT” (oben rechts), ,BOTTOM LEFT” (unten links) und ,,BOTTOM RIGHT”
(unten rechts).

Timestamp Format
(Zeitmarke Format)

Anklicken zum Offnen der Liste der Formatarten und zum Auswéhlen zwischen:
L,YYYY/MM/DD”, ,MM/DD/YYYY”, ,DD/MM/YYYY”, ,YYYY/MM/DD TITLE”, ,MM/DD/YYYY
TITLE”, ,DD/MM/YY TITLE”, , TITLE YYYY/MM/DD”, ,TITLE MM/DD/YYYY” und , TITLE
DD/MM/YY”, wobei YYYY fiir Jahr, MM fiir Monat und DD fiir Tag steht.

Submit (Abschicken)

Zum Speichern anklicken.

28




¢ Die Konfigurationsseite Audio und Video

1. Klicken Sie auf die Schaltflaiche Audio and Video, um die Seite ,Audio and Video” aufzurufen, mit der die
einzelnen Gerateparameter eingestellt werden.
Sie konnen Videoprofile mit unterschiedlichen Einstellungen fiir lhren Video Server programmieren. Daher
konnen Sie unterschiedliche Profile fiir lhren Computer und mobile Displays einrichten. Zusétzlich kdnnen Sie
auch die Audioeinstellungen Ihres Video Servers konfigurieren.

Klicken Sie auf Submit (Abschicken), um Ihre Anderungen zu aktivieren und zu speichern.

Image Network
! AUDIO AND VIDEO
Audio and Video
Mode H264 v
Frame size 3524240 ¥
Intra Frame Period 15
Maximum frame rate 30 v
Video quality
Constant bit rate O
Fixed quality ® |High
Mode JPEG v
Frame size 3523240 %
Maximum frame rate 30 v
Video quality High v
Mode MPEGY (»
Frame size 352x240 ¥
Intra Frame Period 1¥
Maximum frame rate 30 ¥
Video quality
Constant bit rate (@]
Fixed quality ® | High 2
Encoding G711 v
Audio Mechanism Setting
® audio micgain 20dB »
O Line IN
[¥] Enable audio out
Audio out volume level |10

2. Stellen Sie ,Mode” (Modus), ,,Frame size” (BildgroBe), ,Maximum frame rate” (Maximale Bildrate) und
,Video quality” (Videoqualitét) der Videoprofile wie erforderlich ein.

Stellen Sie die einzelnen Parameter der Audiofunktionen ein.
4. Klicken Sie auf die Schaltfliche Submit (Abschicken), um die neuen Einstellungen zu aktivieren.
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Beschreibung der Funktionstasten:

Mode (Modus) Wiahlen Sie als Videoformat ,,JPEG”, ,MPEG4” oder “H.264”. Sie konnen JPEG, MPEG4
oder H.264 auswéhlen. Im JPEG-Modus sind die Videobilder unabhéngig voneinander.
MPEG4 / H.264 verbraucht jedoch viel weniger Netzwerkbandbreite als JPEG.

Frame size Mit dieser Option kann der Benutzer die Videoauflosung des Video Servers auf

(BildgroBe) »720x576”, ,352x288” oder ,176x144” einstellen.

Maximum frame rate
(Maximale Bildrate)

Klicken Sie auf die Dropdown-Liste, um als Bildrate ,,30FPS” (PAL: ,25FPS”), ,15FPS”,
»/FPS”, ,AFPS” oder ,1FPS” einzustellen.

Video quality
(Videoqualitét)

Zur Auswahl der Bildqualitét der erfassten JPEG-Bilder: ,,Highest” (Hochste),
,High” (Hoch), ,Medium” (Mittel), ,Low” (Niedrig) oder ,Lowest” (Niedrigste).

Zur Auswahl der Bildqualitét der erfassten MPEG4- oder H.264-Bilder, entweder mit
»Constant bit rate” (Konstante Bitrate) von 4M, 2M, 1M, 512K, 256K, 200K, 128K oder
64K Bits pro Sekunde, oder mit ,Fixed Quality” (Fest eingestellte Qualitét) von ,Highest”
(Hochste), ,,High” (Hoch), ,,Medium” (Mittel), ,Low” (Niedrig) oder ,Lowest” (Niedrigste).

Intra Frame Period
(Intraframe-Periode)

Wenn im H.264- oder MPEG4-Modus wenig Bewegung auftritt und der groBte Teil des
Videobilds sich von einem Bild zum néchsten nicht &ndert, kann der H.264/MPEG4-
Encoder das Video mit der Intraframe-Methode komprimieren, um Qualitatsverluste zu
vermeiden.

Sie konnen die gewiinschte Zeitperiode einstellen, um Intraframe-Kompression zu
verwenden.

Audio Settings (Au-
dio-Einstellungen)

Mit dieser Option kénnen Sie das externe Mikrofon ein-/ausschalten und die Lautstérke
einstellen.

Encoding Klicken Sie auf die Dropdown-Liste, um als Audio-Encoding ,G.711” oder ,,G.726” ein-
zustellen. G.726 bietet eine Qualitt, die nahezu identisch ist mit der von G.711, benétigt
aber nur die halbe Bandbreite.

Enable Audio out Markieren Sie diese Option, um die Funktion zu aktivieren.

(Audioausgang Stellen Sie dann die Lautstérke des Audioausgangs ein.

aktivieren)
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¢ Die Konfigurationsseite Privacy Mask (Bereichsmaske)

Klicken Sie auf die Schaltflache Privacy Mask, um auf die Seite Privacy Mask zu gelangen. Sie konnen bis zu 3 auf
dem Videobild auszublendende Bereiche einstellen, die auf dem Video Serverbild blockiert bzw. von Aufnahmen und
Schnappschiissen ausgeschlossen werden.

Live Video |Setup |Wizard| Help

Image Network Application Storage
PRIVACY MASK AREA OF VIDEO SETTING
Audio and Yideo
Privacy Mask = =

Frivacy mask.mask 3 privacy area(s) on video.
Click the right mouse button on the video
control to show the popmenu.

Press the left mouse button , drag and drop to
set the privacy area.

Privacy area can be enabled or disabled

After you finish all privacy mask settings, click
the Save button.

|

Klicken Sie mit der rechten Maustaste auf das Videobild, um das Popup-Menii aufzurufen.

Klicken Sie mit der linken Maustaste, ziehen und verschieben Sie, um die Bereichsmasken festzulegen.
Die Bereichsmaske kann aktiviert oder deaktiviert werden.

Klicken Sie nach Abschluss aller Bereichsmaskeneinstellungen auf die Schaltfldche ,Submit” (Abschicken).

H e~

31



6.1.3.3 Anderung der Netzwerkeinstellung

Bitte folgen Sie den nachstehenden Schritten, um die Netzwerkeinstellungen {iber das Netzwerk zu &ndern, falls
erforderlich.

¢ Einstellung der Netzwerkoptionen und der IP-Adresse

1. Rufen Sie die Netzwerkeinstellungs-Seite durch einen Klick auf die Network-Schaltfldche auf der Homepage auf.

Image Network System Application Storage Status

Network NETWORK SETUP

[#] Enable DHCP
IP address
Subnet mask
Default Gateway
Primary DNS

Enable UPnP presentation
[] Enable UPnP pont forwarding

Farwarding Port Test
Forewarding Status UPnP : Forwarding is inactive

Verfiighare Netzwerkprotokolle: ,,PPPoE”, ,Port Detail”, , Traffic”, ,Dynamic DNS”, ,HTTPS” und "Access List”.

3. Stellen Sie die Details der ,LAN Settings” (LAN-Einstellungen) fiir Ihr Local Area Network (LAN) nach Ihren
Erfordernissen ein.

4. Bestatigen Sie Ihre Auswahl durch Klicken auf die Submit-Taste.

Beschreibung der Funktionstasten:

DHCP Wenn Sie in lhrem Netzwerk einen DHCP-Server laufen haben und méchten, dass eine
dynamische IP-Adresse Ihres Video Servers automatisch aktualisiert wird.

DNS Das Domain Name System ist ein grundlegender Internet-Dienst, der die Domainnamen
in IP-Adressen (ibersetzt (z.B. 192.168.0.20).
Die Adresse kann von Ihrem ISP oder einem Netzwerk-Gateway geliefert werden.

Enable UPnP Presen- | Aktivieren Sie diese Einstellung, damit Ihr Video Server als UPnP-Gerat in Ihrem Netzwerk
tation (UPnP-Prdsen- | konfiguriert werden kann.
tation aktivieren)
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Enable UPnP port
forwarding (UPnP
Port-Weiterleitung
aktivieren)

Aktivieren Sie diese Einstellung, damit der Video Server automatisch Eintrage fiir die
Port-Weiterleitung an den Router Ihres UPnP-fahigen Netzwerks liefern kann.

e Aindern der Netwerkeinstellungen — PPPoE

Auf der Seite ,Network” (Netzwerk) befindet sich oben links das Symbol ,,PPPoE”. Bitte folgen Sie den nachstehenden
Schritten, um die PPPoE-Einstellung iiber das Netzwerk zu dndern, falls erforderlich.

1. Klicken Sie oben links auf die Schaltfliche PPPoE, um die Seite ,PPPOE SETTING” (PPPoE-Einstellung) aufzurufen.

Network System Application Storage Status

© Enable @ Disable
User Name
Password

Confirm password

Aktivieren (,Enable”) oder deaktivieren (,Disable”) Sie die PPPoE-Funktion. Klicken Sie auf die gewiinschte

Auswahl, um sie einzustellen.

Geben Sie den PPPoE-Benutzername (,Username”) und das PPPoE-Kennwort (,,Password”) ein, geben Sie das

Kennwort zur Bestétigung nochmals ein.

Klicken Sie auf die Schaltfliche Submit (Abschicken), um die neuen Einstellungen zu aktivieren.

HINWEIS: Weitere Einzelheiten entnehmen Sie bitte Abschnitt 6.1.3.8 (PPPoE & DDNS).
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Beschreibung der Funktionstasten:

PPPoE Setting Wenn Sie den Video Server direkt ans Internet anschlieBen wollen, missen Sie den
PPPoE-Einstellung) Benutzernamen und das Kennwort eingeben, die Sie bei der Anmeldung lhres Internet-
Zugangs von Ihrem Internet Service Provider erhalten haben. Wenn der Video Server hin-
ter einem Router oder einem Gateway angeschlossen ist, brauchen Sie diese Einstellung
nicht zu konfigurieren.

Username Geben Sie den Benutzernamen in das entsprechende Feld ein.
(Benutzername)

Password (Passwort) | Geben Sie das Passwort in das entsprechende Feld ein.

o Aindern der Netzwerkeinstellungen - Port Detail (Einzelheiten zum Port)

Auf der Seite ,,Network” (Netzwerk) befindet sich oben links die Option ,Port Detail”. Hiermit konnen Sie die Ports fiir
das HTTP- und RSTP-Streaming angeben und reservieren.

Bitte folgen Sie den nachstehenden Schritten, um die Einstellung der Port-Details (iber das Netzwerk zu &ndern, falls
erforderlich.

1. Klicken Sie links oben im Menii auf die Schaltflache Port Detail, um die Seite ,Port Detail” aufzurufen.

Image Network System Application Storage Status

m PORT DETALL

HTTP port 80

Access name for stream1 videol mjpg

Access name for stream?2 video2 mjpg

Access name for stream3 videod mjpg

HTTPS port 443

RTSP port 554
Access name for stream1 |livel.sdp
Access name for stream?2 | live2. sdp

Access name for stream3 live3 sdp

2. Geben Sie den ,HTTP port” und den ,Access name for stream” (Zugriffsname fiir den Stream) fiir die
MJPEG-Streams (iber HTTP ein.

3. Geben Sie den ,HTTPS port” ein. Die Standardeinstellung ist 443.

Geben Sie den ,,RSTP port” und den ,,Access name for stream” (Zugriffsname fiir den Stream) fiir die MJPEG-
oder JPEG-Streams iiber RSTP ein.

5. Klicken Sie auf die Schaltfldche Submit (Abschicken), um die neuen Einstellungen zu aktivieren.
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HINWEIS: Wenn Sie einen RTSP-Player zum Zugriff auf den Video Server verwenden wollen, miissen Sie
den folgenden RTSP URL-Befehl verwenden, um die Ubertragung der Streaming-Daten anzufordern.

Beschreibung der Funktionstasten:

HTTP Port

Uber den HTTP-Port kénnen Sie sich mit einem Standard-Webbrowser mit dem Video
Server verbinden. Dieser Port kann auf eine andere Nummer als der Standard-HTTP-Port
mit der Nummer 80 eingestellt werden. Ein entsprechender Port muss auf dem Router
geoffnet werden. Wenn der Port zum Beispiel auf 8080 geandert wird, miissen die
Benutzer in ihrem Webbrowser ,http://192.168.0.100:8080" statt ,http://192.168.0.100”

eingeben.

HTTPS Port

Uber den HTTPS-Port des Video Servers kann vom PC aus mit dem Webbrowser eine
abgesicherte Verbindung aufgebaut werden.

RTSP Port

Die Port-Nummer, die fiir das RTSP-Streaming zu mobilen Geraten wie etwa einem Mo-
biltelefon oder PDAs verwendet wird. Sie konnen die Adresse eines bestimmten Streams
angeben. Zum Beispiel kann auf live1.sdp iiber risp:/x.x.x.x/video1.sdp zugegriffen
werden, wobei x.x.x.x die IP-Adresse Ihres Video Servers darstellt.

HINWEIS: Verwendung eines RSTP-Players zur Anzeige der Video-Streams: Um die MPEG4-Streaming-Medien
mit RTSP-Playern anzuzeigen, kdnnen Sie Player verwenden, die RTSP-Streaming unterstiitzen, wie
zum Beispiel Quick Time Player, Real Player usw.

a8 =
28 =

Starten Sie den RTSP-Player.
Wabhlen Sie ,File” (Datei). Ein Dialogfeld zur Eingabe des URL o6ffnet sich.
Geben Sie den aufzurufenden Internet-URL ein. Das Adressformat ist rtsp://<IP-Adresse>:<RTSP-Port>/

<RTSP-Streaming Zugriffsname fiir Stream1, Stream2 oder Stream3>
(4) Das Live-Video wird in Inrem Player angezeigt.
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o Andern der Netzwerkeinstellungen — Network-Traffic (Netzwerk-Datenverkehr)

Auf der Seite ,Network” (Netzwerk) befindet sich oben links das Symbol , Traffic” (Datenverkehr). Die Festlegung der
maximalen Download/Upload-Bandbreite fiir jeden Socket ist niitzlich, wenn lhr Gerat mit einem geschaftigen oder
stark ausgelasteten Netzwerk verbunden ist.

Bitte folgen Sie den nachstehenden Schritten, um die UPnP-Einstellung {iber das Netzwerk zu andern, falls erforder-

lich.

1. Klicken Sie oben links auf die Schaltflache Traffic, um die Seite ,Network Traffic” (Netzwerk-Datenverkehr) auf-

zurufen.

Image | Network System Application Storage Status |
|
e TRAFFIC
'PPOE
actCetal Maximum Upload Bandwidth: [0 Kilo Bytes Per Sscond
Traffi
i Maximum Download Bandwidth: O Kilo Bytes Per Second

2. Geben Sie die ,Maximum Upload Bandwidth” (Maximale Upload-Bandbreite) und die ,Maximum Download
Bandwidth” (Maximale Download-Bandbreite) ein.

3. Klicken Sie auf die Schaltfldche Submit (Abschicken), um die neuen Einstellungen zu aktivieren.

Beschreibung der Funktionstasten:

Maximum Upload Bandwidth
(Maximale Upload-Bandbreite)

Geben Sie sie in das Feld ein. Mdgliche Werte: 0 bis 102400.

Maximum Upload Bandwidth
(Maximale Download-Bandbreite)

Geben Sie sie in das Feld ein. Mdgliche Werte: 0 bis 102400.

Submit (Abschicken)

Zum Abschicken diese Schaltflache anklicken.
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o Andern der Netzwerkeinstellungen — DDNS

Der DDNS (Dynamic Domain Name Server) speichert einen DNS Hostnamen und synchronisiert die éffentliche
IP-Adresse des Modems, wenn diese sich gedndert hat. Zur Verwendung des DDNS-Dienstes sind der Benutzername
und das Kennwort erforderlich. Auf der Seite ,Network” (Netzwerk) befindet sich oben links das Symbol ,DDNS”. Bitte
folgen Sie den nachstehenden Schritten, um die DDNS-Einstellung {iber das Netzwerk zu dndern, falls erforderlich.

1. Klicken Sie auf die Dynamic DNS-Taste oben links, um die ,,Dynamic DNS”-Seite aufzurufen.

Network Status

System Application Storage

Dynamic DS
HTTPS

Access List

agout

DYNAMIC DNS

Enable DDNS O

Server Address <<
Host Name

User Name

Passward

Verify Password

Timeout (hours)
Status none

Klicken Sie auf das Eingabefeld ,Enable DDNS”, um die DDNS-Funktion zu aktivieren.

Geben Sie Ihre dynamische ,Server Address”, ,Host Name”, ,User Name”, ,Password”, , Verify Password”,
»Timeout”, ,IP Address” und ,,Email Address” ein.

4.  Klicken Sie auf die Schaltfliche Submit (Abschicken), um die neuen Einstellungen zu aktivieren.

HINWEIS: Weitere Einzelheiten entnehmen Sie bitte Abschnitt 6.1.3.8 (PPPoE & DDNS).

Beschreibung der Funktionstasten:

(Server-Adresse)

Enable DDNS Klicken Sie auf diese Schaltfliche, um die Funktion zu aktivieren.

Function

DNS Das Domain Name System ist ein Internet-Dienst, der Domainnamen in IP-Adressen
libersetzt (z.B. 192.168.0.20). Die Adresse kann von Ihrem ISP oder einem Netzwerk-
Gateway geliefert werden.

Server Address Wahlen Sie Ihren Dynamic DNS-Provider aus dem Pulldown-Menii aus oder geben Sie

die Server-Adresse manuell ein.

Host Name

Geben Sie den Hostnamen des DDNS-Servers ein.

User name

Geben Sie Ihren Benutzernamen bzw. Ihre E-Mail-Adresse fiir die Verbindung zum DDNS
ein.
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Password Geben Sie Ihr Kennwort ein, das zur Verbindung mit dem DDNS-Server verwendet wird.

Verify Password Geben Sie nochmals Ihr Kennwort ein, das zur Verbindung mit dem DDNS-Server
verwendet wird.

Timeout Geben Sie die DNS-Timeout-Werte fiir die Registrierung der IP-Adresse ein.

Status Zeigt den Verbindungsstatus an, der automatisch vom System bestimmt wird

o findern der Netzwerkeinstellungen — HTTPS

Auf der Seite ,Network” (Netzwerk) befindet sich oben links das Symbol ,HTTPS”. Bitte folgen Sie den nachstehen-

den Schritten, um die HTTPS-Einstellung (iber das Netzwerk zu &ndern, falls erforderlich.

1. Klicken Sie links oben im Menii auf die Schaltfliche HTTPS, um die Seite ,HTTPS Setting” (HTTPS-Konfigura-
tion) aufzurufen.

MNetwork Status

Application Storage

HTTPS

[ Enable secure HTTPS connection

Create cenificate settings
@ Creale self-signed cenificale automatically
© Create self-signed certificale manually
© Create cerificate request and install

Create cemﬁca!e'
Statug No ingtalled

Submit

2. Markieren Sie ,Enable HTTPS secure connection” (Sichere Verbindung iiber HTTPS ermdglichen), um die
Funktion zu aktivieren.

3. Klicken Sie zur Auswahl der ,,Create certificate method” (Methode zum Erstellen des Zertifikats) auf
»Create self-signed certificate automatically” (Selbst-signiertes Zertifikat automatisch erstellen), ,,Create self-
signed certificate manually” (Selbst-signiertes Zertifikat manuell erstellen) oder ,,Create certificate request and
install” (Zertifikatanforderung erstellen und installieren).

Klicken Sie auf ,Create” (Erstellen), um die Einstellungen fiir die Zertifikaterstellung zu speichern.
Die Zertifikatinformationen werden unten angezeigt.

6. Klicken Sie auf ,,CSR Property” (CSR-Eigenschaften) um die Daten des Certificate Signing Request (Zertifikat-
signieranforderung) anzuzeigen.

Klicken Sie auf ,Certificate Property” (Zertifikateigenschaften) um die Daten des Zertifikats anzuzeigen.
Klicken Sie auf ,,Remove” (L6schen), um das erstellte Zertifikat zu I6schen.
Klicken Sie auf die Schaltflache Submit (Abschicken), um die neuen Einstellungen zu aktivieren.
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HINWEIS: Das Zertifikat kann nicht geldscht werden, wiahrend HTTPS noch aktiviert ist. Um das Zertifikat zu

loschen, miissen Sie zuerst ,,Enable HTTPS secure connection” deaktivieren.

Methoden zum Erstellen und Installieren des Zertifikats:

1.

Selbst-signiertes Zertifikat automatisch erstellen

Vor dem Einsatz von HTTPS fiir die Kommunikation mit dem Video Server ein selbst-signiertes Zertifikat automatisch
erstellen:

(1)
@

GRS
g 2 e

= S =
2« )

Ee mZ2e

RG]
)]

Die sichere Verbindung iber HTTPS aktivieren.

Wabhlen Sie die Option ,,Create self-signed certificate automatically” (Selbst-signiertes Zertifikat automatisch
erstellen).

Klicken Sie auf die Schaltflache ,Create” (Erstellen).
Die neuen Zertifikatdaten werden auf der HTTPS-Einstellungsseite in der dritten Spalte angezeigt.

Klicken Sie auf Home, um zur Homepage zuriickzukehren. Andern Sie die Adresse in der Adressleiste von
Lhttp://” zu ,https://” und driicken Sie die Eingabetaste Ihrer Tastatur. Einige Dialogfelder mit Sicherheitshin-
weisen erscheinen. Klicken Sie auf OK oder Yes (Ja), um HTTPS zu aktivieren.

Selbst-signiertes Zertifikat manuell erstellen
Die sichere Verbindung iiber HTTPS aktivieren.

Klicken Sie auf ,Create self-signed certificate manually” (Selbst-signiertes Zertifikat manuell erstellen), um die
Spalte zur Erstellung des Zertifikats zu 6ffnen.

Klicken Sie auf die Schaltflache ,Create” (Erstellen).
Die neuen Zertifikatsdaten werden auf der HTTPS-Einstellungsseite in der dritten Spalte angezeigt.

Zertifikatanforderung erstellen und installieren
Die sichere Verbindung tber HTTPS aktivieren.

Klicken Sie auf ,,Create self-signed certificate automatically” (Selbst-signiertes Zertifikat automatisch erstellen),
um die Spalte zur Erstellung des Zertifikats zu 6ffnen.

Klicken Sie auf die Schaltfliche ,Create” (Erstellen).

Wenn eine Informationszeile erscheint, klicken Sie auf OK und klicken Sie dann auf die Informationszeile oben
auf der Seite, um die Popups zuzulassen.

Das Popup-Fenster zeigt eine Zertifikatanforderung.

Wenden Sie sich an eine vertrauenswiirdige Zertifizierungsstelle, die digitale Zertifikate ausstellt. Melden Sie
den Video Server an. Warten Sie auf den Erhalt des SSL-Zertifikats von der Zertifizierungsstelle; klicken Sie
auf ,Browse...” (Durchsuchen), um das erhaltene Zertifikat auszuwahlen, und klicken Sie dann auf ,,Upload” in
der Spalte ,Create certificate”.

Die neuen Zertifikatsdaten werden auf der HTTPS-Einstellungsseite in der dritten Spalte angezeigt.
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o findern der Netzwerkeinstellungen — Access List (Zugriffsliste)

Auf der Seite ,,Network” (Netzwerk) befindet sich oben links das Symbol ,Acces List” (Zugriffsliste). Bitte folgen Sie
den nachstehenden Schritten, um die Zugriffslisteneinstellung tiber das Netzwerk zu dndern, falls erforderlich.

1. Klicken Sie links oben im Menii auf die Schaltfliche Access List (Zugriffsliste), um die Seite ,Access List”
aufzurufen.

MNetwork

Application Storage Status

ACCESS LIST
Start IP address
End IP address
Delete allow list ~ Delete
Access List
DT cta (P sddress
End IP address Add
Delete deny list - Delete
- —

2. Tragen Sie die Daten fiir die ,Start IP address” (Beginn des IP-Bereichs), die ,.End IP address” (Ende des
IP-Bereichs) und die ,,Delete allow list” (Liste fiir Ldschen erlauben) in die ,Allow List” (Erlauben-Liste) ein.
Klicken Sie zum Hinzufiigen auf die Schaltfldche ,,Add” (Hinzufiigen) oder zum Ldschen auf ,Delete” (Loschen).

3. Tragen Sie die Daten fiir die ,,Start IP address” (Beginn des IP-Bereichs), die ,,End IP address” (Ende des
IP-Bereichs) und die ,,Delete deny list” (Liste fiir Loschen verweigern) in die ,,Deny List” (Verweigern-Liste) ein.
Klicken Sie zum Hinzufiigen auf die Schaltfldche ,,Add” (Hinzufiigen) oder zum Ldschen auf ,Delete” (Loschen).

4. Klicken Sie auf die Schaltfldiche Submit (Abschicken), um die neuen Einstellungen zu aktivieren.

Beschreibung der Funktionstasten:

Allow List (Erlauben-Liste)

Start IP Address Die Startadresse des IP-Bereichs der Geréate (wie z.B. Computer) die die Erlaubnis haben,
auf das Video des Video Servers zuzugreifen.

End IP Address Die Endadresse des IP-Bereichs der Geréte (wie z.B. Computer) die die Erlaubnis haben,
auf das Video des Video Servers zuzugreifen.

Delete Allow List Die angepasste Einstellung aus der Rechteliste [schen.
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Deny List (Verweigern-Liste)

Start IP Address Die Startadresse des IP-Bereichs der Gerate (wie z.B. Computer) die keine Erlaubnis
haben, auf das Video des Video Servers zuzugreifen.

End IP Address Die Endadresse des IP-Bereichs der Gerate (wie z.B. Computer) die keine Erlaubnis
haben, auf das Video des Video Servers zuzugreifen.

Delete Deny List Die angepasste Einstellung aus der Rechteliste I6schen.

HINWEIS: Wenn irgendwelche Konflikte zwischen dem Adressbereich der Erlauben-Liste und dem Adress-
bereich der Verweigern-Liste bestehen, hat die Zugriffsliste im Bereich der Verweigern-Liste die
héhere Prioritét iiber den Adressbereich der Erlauben-Liste.

Beispiel: Der Bereich der Erlauben-Liste ist auf 1.1.1.0 bis 192.255.255.255 und der Bereich der
Verweigern-Liste auf 1.1.1.0 bis 170.255.255.255 eingestellt. Nur Benutzer mit IPs
zwischen 171.0.0.0 und 192.255.255.255 konnen auf den Video Server zugreifen.

6.1.3.4 Anderung der Systemeinstellungen
Nehmen Sie folgende Schritte vor, um die Datum- und Zeiteinstellungen Ihres Systems (iber das Netzwerk zu dndern.

e Einstellung der System-Uhrzeit und des Datums

1. Klicken Sie auf die System-Taste auf der Hauptseite, um die ,,Date and Time”-Seite aufzurufen (Grundein-
stellung). In diesem Bereich konnen Sie die interne Systemuhr Ihres Video Servers automatisch oder manuell
konfigurieren, einstellen und warten.

Image Network System Application Storage Status

Time and Date TIME AND DATE

Time Zone | (GMT+08:00) Taipei v
Time Format | YYYY/MM/OD ~
[ Enable Daylight Saving
Auto Daylight Saving
Set date and time manually
Offset

aintenance

parade Firmware

ogout

Month WeekDay of week Hour  Minutes
Start time

End time

[1 Synchronize with NTP Server
NTP Server

[ Set date and time manually

Year Manth Day

Hour Minute Second
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Um die Zeitkonfiguration einzustellen, wéhlen Sie bitte Ihre Zeitzone aus dem Dropdown-Menii. Wahlen Sie dies,
um die automatische Sommerzeitumstellung zu aktivieren. Wahlen Sie dann , Auto Daylight Saving” (Auto-
matische Sommerzeitumstellung) oder ,,Set date and time manually” (Datum und Uhrzeit manuell einstellen).

Um die automatische Zeitkonfiguration einzustellen, markieren Sie ,,Synchronize with NTP Server” (Mit NTP-
Server synchronisieren) und geben Sie die Adresse des NTP-Servers ein.

Um Datum und Uhrzeit manuell einzustellen, markieren Sie ,,Set date and time manually” (Datum und Uhrzeit
manuell einstellen).

Klicken Sie ggf. auf ,,Copy Your Computer’s Time Settings” (Zeiteinstellungen lhres Computers {ibernehmen), um
die Zeitdaten mit lhrem PC zu synchronisieren, oder stellen Sie Datum und Uhrzeit einfach mit den Dropdown-

Listen ein.

5. Klicken Sie auf die Schaltflache Submit (Abschicken), um die neuen Datums- und Uhrzeiteinstellungen zu

aktivieren.

Beschreibung der Funktionstasten:

Time Zone (Zeitzone)

Wahlen Sie lhre Zeitzone aus dem Dropdown-Menii aus.

Enable Daylight Saving Time
(Sommerzeit aktivieren)

Wahlen Sie dies, um die automatische Sommerzeitumstellung zu aktivieren.

Auto Daylight Saving (Automa-
tische Sommerzeitumstellung)

Wenn Sie diese Option wéhlen, schaltet Ihren Video Server automatisch auf
Sommerzeit um.

Set date and time manually
(Datum und Uhrzeit manuell
einstellen)

Wahlen Sie diese Option, damit Sie Datum und Uhrzeit der Sommerzeitumstel-
lung manuell konfigurieren kdnnen.

Offset (Zeitsprung)

Zur Einstellung der Zeit, die bei der Sommerzeitumstellung addiert bzw. subtra-
hiert werden muss.

Synchronize with NTP server

Aktivieren Sie diese Funktion, um die Zeitkonfiguration automatisch von einem

(Synchronisation mit NTP- NTP-Server zu beziehen.
Server)
NTP Server Das Network Time Protocol (NTP) synchronisiert das Gerét mit einem Zeitserver

im Internet. Wahlen Sie denjenigen, der Ihrem Standort am néchsten liegt.

Set date and time manually
(Datum und Uhrzeit manuell
einstellen)

Mit dieser Option kénnen Sie Uhrzeit und Datum manuell einstellen.

Copy Your Computer’s Time
Settings (Zeiteinstellungen
lhres Computers iibernehmen)

Hiermit werden die Zeitdaten mit Ihrem PC synchronisiert.
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* Ainderung der Systemeinstellungen - Digitale Ein/Ausgiinge

Sie konnen die Funktion Digital Input (DI, Digitaleingang) und Digital Output (DO, Digitalausgang) aktivieren und
die Quelle von Ereignissen fiir Ihren Video Server konfigurieren.

1. Klicken Sie auf die Schaltflache DI und DO auf der linken Seite der Seite ,System”, um die Seite ,,Dl und DO”
aufzurufen.

Image Network System Application Storage Status

(CEEST D! AND DO

Dl and DO

Digital Input 1: The active state is | N.O. ¥ the current state detected is Open
Digital Input 2: The active state is |[N.O. ¥ ; the current state detected is Open
Digital Qutput 1: The active state is | N.O. ¥

porade Firmware

Logout

LED ®on Oof

Wahlen Sie den aktiven Zustand von Digitaleingang 1 aus der Dropdownliste aus.

Wahlen Sie den aktiven Zustand von Digitaleingang 2 aus der Dropdownliste aus.

Wahlen Sie den aktiven Zustand des Digitalausgangs aus der Dropdownliste aus.

Klicken Sie, um die LED auf ,,0n“ oder ,,0ff“ zu stellen. Zum Ein-/Ausschalten der LEDs des Video Servers.
Bestatigen Sie lhre Auswahl durch Klicken auf die Submit-Taste.

IS
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o Andern der Systemeinstellungen — RS485-Einstellung

Sie konnen die RS-485 Einstellungen oder die Dateniibertragungsspezifikationen (Baudrate, Datenbits, Stoppbits
und Paritatsbit) fiir Ihren Video Server einstellen. RS-485 ist eine serielle Kommunikationsmethode fiir Computer und
andere Geréte. Bei lhrem Video Server wird die RS-485-Schnittstelle verwendet, um ein PAN/TILT-Gerét zu steuern,
2.B. ein externes Video Servergehause, um die PAN- und TILT-Bewegungen (Schwenken und Neigen) durchzufiihren.
Klicken Sie auf die Schaltfliche RS485 Setting (RS485-Einstellung) auf der linken Seite der Seite ,System”, um die
Seite ,RS485 Setting” (RS485-Einstellungen) aufzurufen.

Image

Network System Application Storage Status

ime and Date RS-485
DI and DO

RS-435

pgrade Firmware

Logout

[C]Support PAN-TILT
Protocol
D

Baud Rate

Data Bits 7 &8

Parity Bit No  Even  Odd
Stop Bit 1. 02

HINWEIS: Markieren Sie ,,Support PAN-TILT” (Schwenken-Neigen unterstiitzen), dann erscheint auf der linken
Seite der Live View-Seite ein RS-485 Bedienfeld.

Beschreibung der Funktionstasten:

Support PAN-TILT
(Schwenken-Neigen

Bei Aktivierung von ,Support PAN-TILT” erscheint ein Bedienfeld auf der Live Video-Seite,
mit dem ein externes Video Servergehduse liber RS-485 gesteuert werden kann.

unterstiitzen)
Protocol (Protokoll) Wahlen Sie ein Protokoll aus dem Pulldown-Menii aus.
ID Wahlen Sie eine ID zwischen 1 und 255. Diese ID wird zur Identifikation jedes RS-485

Gerats verwendet.

Baud rate (Baudrate)

Wahlen Sie eine Baudrate zwischen 2400 und 115200 Baud aus. Dies ist ein Geschwin-
digkeitsmas fiir die Kommunikation zwischen einem Sender und einem Empfénger, das
angibt, wie viele Bits pro Sekunde (ibertragen werden kénnen. Eine hohere Baudrate
erfordert einen geringen Abstand zwischen den beiden Geréten (Sender und Empfénger).

Data Bits (Datenbits)

Gebeq_Sie 7 oder 8 ein. Dies ist ein MaB fiir die tats&chliche Anzahl von Datenbits in
einer Ubertragungseinheit. Der Standardwert ist 8.
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Parity Bit (Paritéatsbit)

Sie konnen zwischen No (Keins), Even (Gerade) und 0dd (Ungerade) wahlen. Dies ist
ein einfacher Mechanismus zur Priifung auf Fehler in der seriellen Dateniibertragung,
und Sie kdénnen auch ,Kein Paritétshit” verwenden. Bei gerader bzw. ungerader Paritét
setzt die serielle Schnittstelle das Paritétsbit (das letzte Bit nach den Datenbits) auf einen
bestimmten Wert, um sicherzustellen, dass die Ubertragung immer mit einer geraden
bzw. ungeraden Zahl von Bits im Logikzustand 1 gesendet werden.

Wenn zum Beispiel die Daten 011 {ibertragen werden, ist das Paritétsbit bei gerader
Paritat 0, um die Anzahl der logischen Einsen gerade zu halten. Bei ungerader Paritét ist
das Paritétsbit 1, sodass 3 logische 1-Bits gesendet werden.

Stop Bit (Stoppbits)

Entweder 1 oder 2. Es wird verwendet, um das Ende der Ubertragung eines einzelnen
Pakets anzuzeigen. Je mehr Bits als Stoppbits verwendet werden, desto groBer die
Abweichung bei der Synchronisierung der verschiedenen Uhren und desto geringer die
Datenlibertragungsrate. Der Standardwert ist 1.

45




o Anderungen der Systemeinstellungen - Benutzer

Sie konnen den Namen und das Administrator-Kennwort lhres Video Servers andern sowie Benutzerkonten fiir den
Zugriff auf den Video Server hinzufiigen und verwalten. Sie konnen in diesem Bereich auch den eindeutigen Video
Servernamen eingeben und die 0SD-Einstellungen fiir lhren Video Server konfigurieren. Bitte folgen Sie den nachste-
henden Schritten, um Benutzer und ihre Rechte liber das Netzwerk zu verwalten, falls erforderlich.

1. Klicken Sie auf die Users-Taste auf der linken Seite der ,,System”-Seite, um die ,Users”-Seite aufzurufen.

Network System Application Storage Status

USER
admin:Admin
User
aintenance
Forsfe Phrneole
ogout
User Name :
Password:
Confirm:
Authority: O Admin © Operatar O Viewer
Add/Modify User

2 . Falls notwendig, fiigen Sie neue Benutzer hinzu, &ndern Sie Benutzerdaten oder Ischen Sie Benutzer.
Bestétigen Sie lhre Auswahl durch Klicken auf die Submit-Taste.
Klicken Sie auf die Schaltfliche Home, um zur Homepage zuriickzukehren.

Beschreibung der Funktionstasten:

User List Diese Liste zeigt die eingetragenen Benutzer und die entsprechenden Berechtigungen.
Delete Ldscht den angewéhlten Benutzer
Name Eingabe des Benutzernamens (Hinzufiigen oder Andern eines Benutzernamens)
Password Geben Sie hier das neue Passwort des zuvor angewéhiten Benutzers ein.
Confirm Geben Sie hier erneut das Passwort zur Uberpriifung ein.
Authority Geben Sie hier die Berechtigungen fiir den angewdahlten Benutzer ein.

Zur Auswahl stehen: Admin (Administrator), Operator (Bediener), und Viewer (Betrachter).
Add/ Modify User Klicken Sie auf diese Taste, um die neuen Einstellungen auf den Video Server zu iiber-
(Benutzer hinzufii- tragen.
gen/andern)

46



o Anderungen der Systemeinstellungen — Wartung

Bitte folgen Sie den nachstehenden Schritten, um die Systemeinstellung (iber das Netzwerk zu &ndern, falls
erforderlich.

Klicken Sie auf die Schaltflaiche Maintenance (Wartung) auf der linken Seite der Seite ,Date and Time”, um die Seite
,Maintenance” aufzurufen.

Network Status

System Application Storage

MAINTENANCE

Sove o Loal Har Dve
Maknanance Load From Local Hard Drive
iparade Firmware
ogout Load Configuratian

Restore To Factory Default Restore Factory Default

Restore all settings to factory default except settings in [] Network Type [JLanguage

Rt Dovce

Beschreibung der Funktionstasten:

Save Configuration Klicken Sie auf ,,Save Configuration”, um die Konfigurationsdateien auf der lokalen
(Konfiguration Festplatte zu speichern.
speichern)

Load Configuration Suchen Sie die Konfigurationsdateien auf Ihrer lokalen Festplatte und klicken Sie auf
(Konfiguration laden) | ,Load Configuration”, um sie von der lokalen Festplatte ins Gerat zu laden.

Restore Factory Klicken Sie auf ,Restore Factory Defaults”, um die Werkeinstellungen wiederherzustel-
Defaults (Werkein- len. Sie kdnnen die Konfigurationsdatei suchen und laden. Mit dieser Option werden die
stellungen wieder- vorkonfigurierten oder gespeicherten Einstellungen wiederhergestellt. Der Benutzer kann
herstellen) auswdhlen, ob die Netzwerkparameter und die Sprachauswahl wiederhergestellt werden

sollen oder nicht.

Reboot Device Klicken Sie auf ,Reboot Device”, um das Gerét neu zu starten. Mit dieser Option wird der
(Gerat neu starten) Video Server neu hochgefahren.

47



o Andern der Systemeinstellungen — Firmware aktualisieren

Bitte folgen Sie den nachstehenden Schritten, um die Firmware iiber das Netzwerk zu aktualisieren, falls erforderlich.

1. Klicken Sie auf die Schaltflache Firmware Upgrade (Firmware aktualisieren) auf der linken Seite der Seite
,Date and Time”, um die Seite ,Upgrade Firmware” aufzurufen.
Network System Application Storage Status

UPGRADE FIRMWARE

Curent Firmware Version: 0.05

Current Product Nama: Video Server

Uvisade Hmeate | (py ooy (e[ Uozd |
L
2.

Klicken Sie auf die Schaltflache ,Browse...” (Durchsuchen), um die vorher auf lhren Computer iibertragene
Datei UPDATE.BIN auszuwé&hlen.

3. Klicken Sie auf die Schaltflache ,,Upload” (Hochladen).

HINWEIS: Den Video Server NICHT ausschalten, wéhrend dieser Aktualisierungsvorgang lauft.
HINWEIS: Den Prozess der Selbstaktualisierung des Geréts nicht unterbrechen.

HINWEIS: Bitte stellen Sie sicher, dass die Datei UPDATE.BIN fiir das vorliegende Modell des Gerits geeignet
ist. Eine Aktualisierung mit der falschen UPDATE.BIN Datei kann zur physikalischen Beschéidigung
des Geréts fiihren.

HINWEIS: Das Verzeichnis der temporiren Internetdateien (oder der Cache) enthélt Webseiteninhalte, die
zum schnelleren Anzeigen auf lhrer Festplatte gespeichert werden. Wir raten, die temporéren Inter-

netdateien direkt nach dem Aktualisieren der Firmware zu loschen. Zum Loschen der temporéren
Internetdateien wie folgt vorgehen:

1. Verlassen Sie Internet Explorer und alle gedffneten Fenster des Windows Explorers.

2. Klicken Sie auf Start, auf Control Panel (Systemsteuerung), und doppelklicken Sie dann auf
Internet Options (Internetoptionen).

3. Klicken auf der Registerkarte General (Allgemein) unter Temporary Internet Files (Temporare Internet-
dateien) auf Delete Files (Dateien Idschen).

4. Klicken Sie im Dialogfeld Delete Files (Dateien loschen) auf das Kontrollkastchen Delete all offline
content (Alle Offline-Inhalte I6schen), und klicken Sie dann auf OK.

5. Klicken Sie auf OK.
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6.1.3.5 Anwendungseinstellungen dndern

Bitte fiihren Sie folgende Schritte durch, um - falls notwendig - die Anwendungseinstellungen iiber das Netzwerk zu
andern.

e finderung der Anwendungseinstellung — Spracheinstellung

Bitte folgen Sie den nachstehenden Schritten, um die Spracheinstellung tiber das Netzwerk zu andern, falls erforderlich.

1. Klicken Sie links auf die Schaltflaiche Language (Sprache), um die Seite ,Language Setting” (Spracheinstellung)
aufzurufen.

Image Network System Application Storage Status
ESngusgs; LANGUAGE SETUP
lotion Detection
vent 3
R Language: English(English) v
b

Sie kdnnen auswahlen, welche Sprache verwendet werden soll.

2. Klicken Sie auf die gewiinschte Sprache und klicken Sie auf ,,Submit” (Abschicken), um die Einstellung zu
aktivieren.
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e Anderung der Anwendungseinstellungen - Bewegungserkennung

Nehmen Sie folgende Schritte vor, um die Bewegungseinstellungsfunktion (iber das Netzwerk zu &ndern.

Einstellung der Bewegungsdetektion:

1. Klicken Sie auf die Motion detection-Taste auf der linken Seite des Alarmfensters. um die ,Motion Detection”-
Seite aufzurufen.

Image Network System Application Storage Status

P 110TION DETECTION

Motion Detection

[ Enable Video Motion

| Sensitivity
0~100%
Percentage

| 0~100%

MR /2010, 03:59:

2. Klicken und ziehen Sie mit der Maus Uiber eine gewiinschte Zone. Dabei wird ein rotes Rechteck in das Bild
gezeichnet (die Koordinaten werden unterhalb des Bildes angezeigt).

HINWEIS: Sie kdnnen - je nach Anforderung — mehr als eine Zielzone festlegen.

Aktiviert/deaktiviert die Bewegungserkennung
Stellen Sie den Signalpegel ein.
Bestatigen Sie lhre Auswahl durch Klicken auf die Submit-Taste.

Beschreibung der Funktionstasten:

Sensitivity Mit dem Feld ,Sensitivity” kdnnen Sie angeben, wie viel Bewegung erforderlich ist, um

(Empfindlichkeit) den Bewegungsdetektor auszuldsen.

Percentage Durch Einstellung des Prozentsatzes kénnen Sie als Anforderung einstellen, in welchem

(Prozentsatz) Anteil des Bewegungsdetektorfensters Bewegung auftreten muss. Beispiel: Wenn Sie
diesen Parameter auf 50 % einstellen, muss das ausgewéhite Fenster zur Hélfte durch
ein sich bewegendes Objekt gefiillt sein, bevor es den Bewegungsdetektor auslost.

50



o Anderung der Anwendungseinstellung — Ereignis

In diesem Abschnitt konnen Sie Aufnahmeeinstellungen Ihres Video Servers konfigurieren und einen Zeitplan festlegen.

Klicken Sie auf ,,Add” (Hinzufiigen), um die Konfigurationsseiten fiir Server, Media, Event (Ereignis) und Recording
(Aufnahme) aufzurufen, um die erweiterten Einstellungen vorzunehmen.

Oder klicken Sie auf ,Delete” (Lschen), um die Einstellungen zu léschen.

Image Network System Application Storage Status

EVENT SETUP
lotion Detection

Evert Name Type Address/Location

TR (1] - (cos

Name Type

~ | [Delete

Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger

[s] [ 1 [oses]

Name Status Sun Mon Tue Wed Thu Fri Sat Time Source Destination

(][ 1 oss)

Auf der Seite ,Event Setup” gibt es 4 verschiedene Abschnitte: Server, Media (Medien), Event (Ereignis) und Recording
(Aufnahme).

1. Zum Hinzufiigen eines neuen Elements - ,Event, Server oder Media” — klicken Sie auf ,Add”.
2. Um das im Pulldown-Menii des Ereignisses ausgewéhite Element zu l6schen, klicken Sie auf ,Delete”.
3. Klicken Sie auf den Namen des Elements, um das Fenster zum Bearbeiten aufzurufen.

HINWEIS: Sie kdnnen bis zu fiinf Server, fiinf Medienfelder, drei Ereignispldne und zwei Aufnahmezeitplane
hinzufiigen.
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Server:

Klicken Sie auf die Schaltflache Add in der Spalte Server, um die Seite mit den ,Server”-Einstellungen aufzurufen.

Image Network System Application Storage Status
lotion Detection
s Server Name:
® Email

Sender email address
Recipient email address

Server address

User name

Password

Port 25

[] This server requires a secure connection (StanTLS)
O FTP

Server address

Port 21

User name
Pagsword
Rernote folder name
[ Passive mode
© Network storage
Network storage location
{for example-imy_nas\disk\folder)
Workgroup
User name
Password
Primary WINS server
© sD Card

1. Geben Sie den Server-Namen ein, den unverwechselbaren Namen eines Servers.
Vier Arten von Servern werden unterstiitzt. Diese sind:
E-Mail-Server, FTP-Server, HTTP-Server und Netzwerkspeicher
2. Stellen Sie die einzelnen Parameter der E-Mail-Funktion ein. ,,Sender email address”: Die E-Mail-Adresse des
Absenders
»Recipient email address”: Die E-Mail-Adresse des Empfangers

3. Stellen Sie die einzelnen Parameter der FTP-Funktion ein. ,Remote folder name”: Ein freigegebenes Verzeich-
nis auf dem externen FTP-Server. Die Zeichenkette muss der des externen FTP-Servers entsprechen. Einige
FTP-Server kdnnen keinen vorangehenden Schrégstrich vor dem Pfad ohne virtuelles Pfad-Mapping akzeptieren.
Einzelheiten finden Sie in den Anweisungen fiir den externen FTP-Server.

Qie Verzeichnisrechte miissen den Upload zulassen. ,,Passive Mode”: Markieren Sie dieses Feld, um bei der
Ubertragung den passiven Modus zu verwenden.

4. Stellen Sie die einzelnen Parameter der Netzwerkspeicherfunktion ein. Es wird nur ein Netzwerkspeicher unter-
stiitzt. ,,Network storage location”:
Der Pfad zum Upload der Medien. ,,Workgroup”: Die Arbeitsgruppe des Netzwerkspeichers.
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5. Klicken Sie auf ,SD Card” (SD-Karte), um die Funktion zu aktivieren. Verwenden Sie die SD-Karte zur Aufnahme
von Medien.

6. Klicken Sie auf ,,Submit”, um die Einstellungen zu speichern, oder klicken Sie auf ,,Don’t Submit”, um zur
Ereignis-Hauptseite zuriickzugehen.

Server-Einstellungen:

(1) Klicken Sie auf der Ereignis-Einstellungsseite in der Spalte ,Server” auf Add, um die Server-Einstellungsseite zu
offnen. Auf dieser Seite kdnnen Sie angeben, wohin die Benachrichtigung gesendet wird, wenn ein Ausléser
aktiviert wird. Es kénnen insgesamt 5 Server-Einstellungen konfiguriert werden.

HINWEIS: Maximal sind fiinf Server-Einstellungen maglich, als Netzwerkspeicher und fiir die SD-Karte ist
jedoch nur eine Einstellung mdglich.

(2) Geben Sie den Server-Namen fiir die Server-Einstellung ein.
(3) Wahlen Sie den Server-Typ aus. Es stehen vier Auswahlmdglichkeiten zur Verfiigung: E-Mail, FTP, Netzwerk-
speicher und SD-Karte. Wéhlen Sie einen Server-Typ aus.
E-Mail: Wahlen Sie diese Option, damit die Mediendateien per E-Mail versendet werden, wenn ein
Ausloser aktiviert wird.
(@) Sender email address: Geben Sie die E-Mail-Adresse des Absenders ein.
(b) Recipient email address: Geben Sie die E-Mail-Adresse des Empfangers ein.
(c) Server address: Geben Sie die Domain oder IP-Adresse des E-Mail-Servers ein.
(d) Username: Geben Sie den Benutzernamen des E-Mail-Kontos ein, falls erforderlich.
(e) Password: Geben Sie das Kennwort des E-Mail-Kontos ein, falls erforderlich.
(

f)  Port: Der Standard-Port des E-Mail-Servers ist 25. Sie kdnnen auch manuell einen anderen Port
einstellen.

(@) Um zu Giberpriifen, ob die E-Mail-Einstellung korrekt konfiguriert ist, klicken Sie auf die Schaltfliche
Test.
Das Ergebnis wird dartiber auf dieser Einstellungsseite angezeigt (TEST OK oder TEST ERROR).
Bei Erfolg erhalten Sie eine E-Mail, die das Ergebnis angibt.

(h)  Klicken Sie auf Submit, um die Einstellung zu aktivieren.

FTP: Wéhlen Sie diese Option, damit die Mediendateien auf einem FTP-Server abgelegt werden, wenn
ein Ausloser aktiviert wird.

(@) Server address: Geben Sie die Domain oder IP-Adresse des FTP-Servers ein.

(b) Port: Der Standard-Port des FTP-Servers ist 21. Es kann auch eine andere Port-Nummer zugewiesen
werden.

User name: Geben Sie den Login-Namen des FTP-Benutzerkontos ein.
Password: Geben Sie das Kennwort des FTP-Benutzerkontos ein.

Remote folder name: Geben Sie das Verzeichnis ein, in das die Mediendateien hochgeladen werden.
Wenn der Verzeichnisname nicht existiert, erstellt der Video Server es auf dem FTP-Server.

(f)  Passive mode: Die meisten Firewalls akzeptieren keine neuen Verbindungen, die von auBen
aufgebaut werden. Wenn der FTP-Server den passiven Modus unterstiitzt, wihlen Sie diese Option,
um den passiven FTP-Modus zu aktivieren, sodass die Dateniibertragung durch die Firewall hin-
durch mdglich wird.

(@) Um zu liberpriifen, ob die FTP-Einstellung korrekt konfiguriert ist, klicken Sie auf die Schaltfliche
Test. Das Ergebnis wird dariiber auf dieser Einstellungsseite angezeigt (TEST OK oder TEST ERROR).

(h)  Klicken Sie auf Submit, um die Einstellung zu aktivieren.

o =2 o
e e e
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Netzwerkspeicher: Wahlen Sie diese Option, damit die Mediendateien an einem Netzwerkspeicherort
abgelegt werden, wenn ein Ausloser aktiviert wird. Tragen Sie die fiir Ihren Server bendtigen Daten ein.

(@) Network storage location: Geben Sie den Pfad des Netzwerkspeichers ein (\\Servername oder
IP-Adresse\Verzeichnisname).

(b) Workgroup: Geben Sie den Namen der Arbeitsgruppe ein, der der Netzwerkspeicher-Server zu-
geordnet ist.

c) User name: Geben Sie den Benutzernamen fiir den Zugriff auf den Server ein.
Password: Geben Sie das Kennwort fiir den Server ein.
Primary WINS server

Um zu iiberpriifen, ob die Speicher-Einstellung korrekt konfiguriert ist, klicken Sie auf die Schalt-
flache Test.
Das Ergebnis wird dartiber auf dieser Einstellungsseite angezeigt (TEST OK oder TEST ERROR).

(9) Klicken Sie auf Submit, um die Einstellung zu aktivieren.

@ o
= =

—_ e~ =~ =

SD-Karte: Wéhlen Sie diese Option, damit die Mediendateien auf einem FTP-Server abgelegt werden,
wenn ein Ausldser aktiviert wird.

(@) Stecken Sie zuerst Ihre SD-Karte ein.
(b) Um zu iberpriifen, ob die Speicher-Einstellung korrekt konfiguriert ist, klicken Sie auf die Schalt-
flache Test.
Das Ergebnis wird dartiber auf dieser Einstellungsseite angezeigt (TEST OK oder TEST ERROR).
(c) Klicken Sie auf Submit, um die Einstellung zu aktivieren.

(4) Klicken Sie am Ende Submit, um die Einstellungen zu aktivieren und diese Seite zu verlassen.
Die neuen Server-Einstellungen erscheinen auf der Ereignis-Einstellungsseite.

HINWEIS: Um eine Server-Einstellung aus der Liste zu entfernen (Anwendung> Ereignis>), wihlen Sie einen
Server-Namen aus der Dropdown-Liste und klicken auf Delete (Loschen).
Beachten Sie, dass Server-Einstellung nur, wenn die nicht fiir eine Ereigniseinstellung verwendet
wird (Anwendung > Ereignis > Ereignis > Option ,,Aktion”), geloscht werden kann, andernfalls fiihrt
der Video Server keinerlei Aktion aus, wenn ein Ausldser aktiviert wird.
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Medien:

Klicken Sie auf die Schaltflache Add (Hinzufiigen) in der Spalte Media, um die Seite mit den ,Media”-Einstellungen
aufzurufen.

Image Network System Application |  Storage Status

anguage MEDIA
lotion Detection

E
s Media name:
& Snapshot
Source: | Profile 1 '+
Send |1 pre-gvent image(s) [0~4]
Send |1 post-event image(s) [0~7]
File Name Prefix:
[] Add date and time suffix to file name
© Videa Clip
Source: | Profile 1 v

Pre-event recording: seconds [0~4]
Maximum duration: seconds [1~100]
Maximum file size Kbytes[100~3000]
File Name Prefix

© System log

1. Geben Sie den Medium-Namen ein, den unverwechselbaren Namen eines Mediums.
Es gibt drei Arten von Medien: Schnappschuss, Video-Clip und Systemprotokoll (,,System log”).

2. Stellen Sie die einzelnen Parameter fiir Schnappschiisse ein.
»Source”: Wahlen Sie die Videoquelle.
»Send Pre-event images”: Die Anzahl der Vorereignis-Bilder
»Send Post-event images”: Die Anzahl der Nachereignis-Bilder
,,File name prefix”: Der Prafixname wird dem Dateinamen der Schnappschussbilder vorangestellt.

»Add date and time suffix to file name”: Markieren Sie diese Option, um Zeitdaten als Dateinamen-Endung
zu verwenden.

3. Stellen Sie die einzelnen Parameter fiir Video-Clips ein.
»Source” (Quelle): Wahlen Sie die Videoguelle.

»Pre-event recording” (Vorereignisaufnahme): Die Dauer der Vorereignis-Aufzeichnung in Sekunden
Es gibt zwei Beschrénkungen fiir die Video-Clip-Datei.

»Maximum duration” (Maximaldauer): Die maximale Aufnahmedauer der Datei in Sekunden
»Maximum file size,,: Die maximale DateigroBe
Klicken Sie auf ,System log” (Systemprotokoll), um die Funktion zu aktivieren.

Klicken Sie auf ,,Submit”, um die Einstellungen zu speichern, oder klicken Sie auf ,Don’t Submit”, um zur
Ereignis-Hauptseite zuriickzugehen.
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Medieneinstellungen:

(1)

)

«L

Klicken Sie auf der Ereignis-Einstellungsseite in der Spalte ,Media” auf Add, um die Medien-Einstellungsseite
zu Gffnen.

Auf dieser Seite konnen Sie angeben, welcher Medientyp gesendet wird, wenn ein Ausloser aktiviert wird.

Es kénnen insgesamt 5 Medien-Einstellungen konfiguriert werden.

Geben Sie den Medien-Namen fiir die Medieneinstellung an.

Wahlen Sie den Medientyp aus. Es stehen drei Auswahlmaglichkeiten fiir den Medientyp zur Verfligung:
Schnappschuss, Video-Clip und Systemprotokoll (,System log”).

Wahlen Sie einen Medientyp aus.

Snapshot (Schnappschuss): Wahlen Sie diese Option, um Schnappschiisse zu senden, wenn ein
Ausloser aktiviert wird.
(@) Source (Quelle): Wahlen Sie aus, von welchem Videoprofil Schnappschiisse erstellt werden.

(b) Send pre-event image(s) [0~4] (Vorereignisbilder senden): Der Video Server hat einen Speicher-
bereich, der voriibergehend Daten bis zu einer gewissen Grenze speichert. Geben Sie eine Zahl ein,
um anzugeben, wie viele Bilder erfasst werden, bevor ein Ausloser aktiviert wird.

Es kdnnen bis zu 4 Bilder erzeugt werden.

(c) Send post-event image(s) [0~7] (Nachereignisbilder senden): Geben Sie eine Zahl ein, um anzu-
geben, wie viele Bilder erfasst werden, nachdem ein Ausldser aktiviert wurde.
Es konnen bis zu 7 Bilder erzeugt werden.

HINWEIS: Wenn zum Beispiel die Anzahl der Vorereignis- und der Nachereignisbilder auf 4
gestellt ist, werden insgesamt 8 Bilder erzeugt, nachdem ein Ausldser aktiviert
wurde.

(d) File Name Prefix (Dateinamensprafix): Geben Sie den Text ein, der dem Dateinamen vorangestellt
wird.

Der Dateiname kann zum Beispiel diese Form haben:

Snap_20090101_122030

l

The prefix file name

Date and time suffix

Das Format ist: YYYYMMDD_HHMMSS

(e) Add date and time suffix to file name (Datums- und Uhrzeitendung zu Dateinamen hinzufiigen):
Wahlen Sie diese Option, wenn Datum und Uhrzeit an den Dateinamen angehéngt werden sollen.

(f) Klicken Sie auf Submit, um die Einstellung zu aktivieren.

Video Clip: Wéhlen Sie diese Option, um Video-Clips zu senden, wenn ein Ausloser aktiviert wird.
(@) Source (Quelle): Wahlen Sie aus, von welchem Videoprofil die Video-Clips aufgenommen werden
sollen.

(b) Pre-event recording (Vorereignisaufnahme): Der Video Server hat einen Speicherbereich, der
voriibergehend Daten bis zu einer gewissen Grenze speichert.
Geben Sie eine Zahl ein, um die Dauer der Aufnahme vor Aktivierung des Auslosers anzugeben.
Es konnen bis zu vier Sekunden eingestellt werden.
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(c) Maximum duration (Maximaldauer): Geben Sie die maximale Aufnahmedauer in Sekunden an.
Es kénnen bis zu 100 Sekunden eingestellt werden.

HINWEIS: Beispiel: Wenn die Vorereignis-Aufnahmedauer auf 4 Sekunden und die maximale
Aufnahmedauer auf 10 Sekunden eingestellt ist, nimmt der Video Server weitere 5
Sekunden auf, nachdem ein Ausldser aktiviert wurde.

1sec. 2sec. 3sec. 4sec. 6sec. 7sec. 8sec. 9sec. 10sec.

Vorereignisaufnahme —| T |— Fortsetzung der Aufnahme
Aktivierung des Auslsers

Maximale Aufnahmedauer

(d) Maximum file size (Maximale DateigroBe): Geben Sie die maximal zuldssige DateigroBe an.

(e) File Name Prefix (Dateinamensprafix): Geben Sie den Text ein, der dem Dateinamen vorangestellt
wird.

(f)  Klicken Sie auf Submit, um die Einstellung zu aktivieren.
System log: Wahlen Sie diese Option, um einen Eintrag im Systemprotokoll zu erstellen, wenn ein Aus-
|6ser aktiviert wird. Klicken Sie auf Submit, um die Einstellung zu aktivieren.

(4) Klicken Sie am Ende Submit, um die Einstellungen zu aktivieren und diese Seite zu verlassen.
Die neuen Medien-Einstellungen erscheinen auf der Ereignis-Einstellungsseite.

HINWEIS: Um eine Medieneinstellung aus der Liste zu entfernen (Anwendung> Ereignis>), wéhlen Sie einen
Mediennamen aus der Dropdown-Liste und klicken auf Delete (Léschen).
Beachten Sie, dass die Medieneinstellung nur, wenn sie nicht fiir eine Ereigniseinstellung ver-
wendet wird (Anwendung > Ereignis > Ereignis > Option , Attached Media”), geléscht werden kann,
andernfalls kdnnen Sie die Bilder/Protokolleintrdge nicht erhalten, wenn ein Ausldser aktiviert wird.
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Event:

Klicken Sie auf die Schaltflache Add (Hinzufiigen) in der Spalte Event (Ereignis), um die Seite mit den ,Event”-
Einstellungen aufzurufen.

Image Network System Application Storage Status

anguage EVENT
lotion Detection

Event
Event name:

[ Enable this event
Priority: |normal

Delay for 10| seconds before detecting next event [For mation detection and digital input]

® Video motion detection
O Periodic
Trigger every |1 minutes
O Digital input
O System boot

Sun Mon Tue Wed Thu Fri Sat

Time
@ Always
Q From To
[ Trigger D/ for |0 seconds

1. Geben Sie den Ereignisnamen ein. Markieren Sie das Kontrollké&stchen ,Enable this event” (Dieses Ereignis
aktivieren), um die Funktion zu aktivieren.
Stellen Sie dann die Prioritat und die Quelle mit der Dropdown-Liste ein.

,Priority” (Prioritat): Das Ereignis mit hoherer Prioritdt wird zuerst ausgefiihrt.
2. Wahlen Sie den Ausldsemodus des Ereignisses aus.

»Video motion detection” (Video-Bewegungsdetektor): Wahlen Sie die Fenster aus, die liberwacht werden
sollen.

wPeriodic” (Periodisch): Das Ereignis wird in bestimmten Intervallen ausgelést. Das Ausldseintervall wird in
Minuten angegeben.

Digital input”: Das Ereignis wird ausgeldst, wenn der Status des Digitaleingangs (DI) durch ein externes Gerat

gedndert wird.
»System boot”: Das Ereignis wird ausgeldst, wenn das System hochfahrt.
Stellen Sie den Aufnahmezeitplan ein.

Stellen Sie die Digitalausgang-Aktion beim Ausldsen des Ereignisses ein. Markieren Sie das Kontrollkastchen,
damit der Digitalausgang fiir die angegebene Zahl von Sekunden umgeschaltet wird, wenn ein Ereignis aus-
gelost wird.

5.  Klicken Sie auf ,,Submit”, um die Einstellungen zu speichern, oder klicken Sie auf ,,Don’t Submit”, um zur
Ereignis-Hauptseite zuriickzugehen.
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Ereigniseinstellungen:

(1)

Klicken Sie auf der Ereignis-Einstellungsseite in der Spalte ,Event” (Ereignis) auf Add (Hinzufiigen), um die
Ereignis-Einstellungsseite zu 6ffnen.

Auf dieser Seite konnen Sie fiir ein Ereignis drei Parameter einstellen: Trigger (Ausldser), Event Schedule (Ereig-
nis-Zeitplan) und Aktion.

Es kénnen insgesamt 3 Ereignis-Einstellungen konfiguriert werden.

Geben Sie den Ereignisnamen fiir die Ereigniseinstellung an.
Markieren Sie die Option ,Enable this event” (Dieses Ereignis aktivieren), um die Ereigniseinstellung zu aktivieren.

Stellen Sie die Ereignisprioritét ein, zur Auswahl stehen: ,normal”, ,high” (hoch) und ,highest” (hdchste).
Ereignisse mit hoherer Prioritat werden zuerst ausgefiihrt.

Geben Sie ein, wie lange nach dem Erkennen von Bewegung der Bewegungsdetektor deaktiviert bleiben soll
(nur fiir die Auslosetypen Bewegungsdetektor und Digitaleingang).

Ein Ereignis ist eine Aktion, die durch eine benutzerdefinierte Ausldsequelle ausgeldst wird; es handelt sich um
eine Ursache-Wirkung-Festlegung, die aus den folgenden drei Teilen besteht: Ausloser (, Trigger”), Ereigniszeit-
plan (,Event Schedule”) und Aktion. Stellen Sie die Ereignisparameter fiir jeden Teil ein.

Trigger (Ausldser): Mit dieser Option wird festgelegt, durch was der Video Server ausgeldst wird.

Die Auslosequelle kann so konfiguriert werden, dass der im Video Server integrierte Bewegungsdetektor
verwendet wird, dass periodisch ausgeldst wird, dass ein externes, an einen Digitaleingang angeschlos-
senes Gerat den Ausloser zufiihrt oder dass das Hochfahren des Systems der Ausldser ist.

Es gibt mehrere Auswahimdglichkeiten fiir den Ausloser, die nachstehend beschreiben werden.

(@) Video motion detection (Video-Bewegungsdetektor): Bei dieser Option wird der integrierte Bewe-
gungsdetektor als Ausldsequelle verwendet. Um diese Funktion zu aktivieren, miissen Sie zuerst ein
Bewegungsdetektorfenster definieren.

HINWEIS: Beispiel: Bei aktiviertem Ereignisstatus sendet der Video Server, sobald ein Ereig-
nis durch den Bewegungsdetektor aktiviert wird, automatisch Schnappschiisse
oder Video-Clips oder nimmt einen Eintrag im Systemprotokoll vor, je nach Ihren
Einstellungen.

(b) Periodic (Periodisch): Mit dieser Option erzeugt der Video Server regelméBig in den eingestellten
Minutenintervallen ein Ereignis.
Bis zu 99999 Minuten

(c) Digital input (Digitaleingang): Mit dieser Option kann der Video Server ein an einen Digitaleingang
angeschlossenes externes Gerat/Sensor als Auslosequelle verwenden. Je nach lhrer Anwendung
gibt es zahlreiche Auswahimdglichkeiten fiir Digitaleingangsgerate auf dem Markt, die dabei helfen,
Temperaturénderungen, Vibrationen, Gerdusche und Licht usw. festzustellen.

(d) System boot (Hochfahren des Systems): Mit dieser Option wird der Video Server ausgeldst, wenn die
Stromzufuhr zum Video Server unterbrochen wird.

Event Schedule (Ereigniszeitplan): Geben Sie die Zeitraume fiir das Ereignis ein.

(@) Wahlen Sie die Wochentage aus.

(b) Stellen Sie den Aufnahmeplan im 24-Stunden-Uhrzeitformat ein.

Aktion: Legen Sie die Aktionen fest, die der Video Server durchfiihren soll, wenn ein Ausloser aktiviert

wird.

(@) Trigger D/O for ~ seconds (Digitalausgang fiir ~ Sekunden umschalten): Wahlen Sie diese Option,
um den externen Digitalausgang umzuschalten, wenn ein Ereignis ausgeldst wird.
Geben Sie die Lange des Ausldseintervalls in das Textfeld ein.
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)

(b) Wenn Sie bei dem Ereignis Videoaufnahmen oder Schnappschiisse senden wollen, miissen zuerst
die Server- und Medien-Einstellungen vorgenommen werden, damit der Video Server weiB, welche
Aktion bei Aktivierung eines Ausldsers getétigt werden soll (z.B. an welchen Server die Medien-
dateien gesendet werden sollen).

Markieren Sie einen der Server-Namen, den Sie schon vorher eingestellt haben, wéhlen Sie dann
das zu (ibertragende Medium (den Mediennamen) aus der Dropdown-Liste aus.

Klicken Sie am Ende Submit, um die Einstellungen zu aktivieren und diese Seite zu verlassen.
Die neuen Ereignis-Einstellungen erscheinen auf der Ereignis-Einstellungsseite.

HINWEIS: Die neuen Ereignis/Server/Medien-Einstellungen erscheinen in der Ereignis-Dropdown-Liste auf der

Seite ,,Anwendung > Ereignis >”.

Recording (Aufnahme):

Klicken Sie auf die Schaltfliche Add (Hinzufiigen) in der Spalte Recording (Aufnahme), um die Seite mit den
»Recording”-Einstellungen aufzurufen.
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lotion Detection

Event
Recording entry name:
[ Enable this recording
Priority: | normal
Source:  Profile 1 %

Sun [ Mon [ Tue [¥] Wed [ Thu 4 Fri [ Sat
Time

® Always

© From To

Destination | None +

Total cycling recording size: | 1000 Jbytes [1000~200000000]
Size of each file for recording: 200 Kbytes [200~5000]

File Name Prefix:

Geben Sie den Aufnahme-Eintragsnamen ein. Markieren Sie das Kontrollkdstchen ,,Enable this Recording”
(Diese Aufnahme aktivieren), um die Funktion zu aktivieren.

Markieren Sie diese Option, wenn Sie die Aufnahme in ein gemeinsames Verzeichnis im Netzwerk hochladen
wollen. Stellen Sie dann die Prioritdt und die Quelle mit der Dropdown-Liste ein.

Stellen Sie den Aufnahmezeitplan ein. Wahlen Sie den/die Tag(e) aus, an denen der Video Server einen Video-Clip
erstellen soll.

Stellen Sie die einzelnen Parameter der Aufnahmedatei ein.

»Always” (Immer): Hiermit wird die kontinuierliche Aufnahme von Video-Clips durch den Video Server aktiviert.
wFrom” / ,To” (Von/bis): Der Zeitbereich, der fiir den Video-Clip angegeben ist.

Klicken Sie auf ,,Submit”, um die Einstellungen zu speichern, oder klicken Sie auf ,,Don’t Submit”, um zur
Ereignis-Hauptseite zuriickzugehen.
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Record Settings (Aufnahmeeinstellungen):

(1)

S

CGHC

)

Klicken Sie auf der Ereignis-Einstellungsseite in der Spalte ,,Record” (Aufnahme) auf Add (Hinzufiigen), um die
Aufnahme-Einstellungsseite zu offnen. Auf dieser Seite kdnnen Sie die Aufnahmequelle, den Aufnahmezeitplan
und die Aufnahmekapazitét festlegen. Es konnen insgesamt 2 Aufnahme-Einstellungen konfiguriert werden.

Geben Sie den Aufnahme-Eintragsnamen fiir die Ereigniseinstellung an.
Markieren Sie die Option ,Enable this event” (Dieses Ereignis aktivieren), um die Aufnahmeeinstellung zu

aktivieren.

Wahlen Sie die Aufnahmeprioritét aus, zur Auswahl stehen: ,normal”, ,high” (hoch) und ,highest” (hdchste).
Aufnahmen mit hoherer Prioritit werden zuerst ausgefiihrt.

Wahlen Sie die Aufnahmequelle aus der Dropdown-Liste (Profile) aus.
Geben Sie den Aufnahmezeitplan und die Aufnahmeeinstellungen an.

Aufnahmezeitplan):

@
(b)

Wabhlen Sie die Wochentage aus.
Stellen Sie den Aufnahmeplan im 24-Stunden-Uhrzeitformat ein.

Recording Settings (Aufnahmeeinstellungen):

@

(b)

©

()

Destination (Ziel): Sie kdnnen die SD-Karte oder SAMBA (Netzwerkspeicher, der fiir die Aufnahme--
Video-Dateien konfiguriert wurde) auswahlen.

Total cycling recording size (Gesamt-AufnahmegréBe fiir zyklische Aufnahmen): Wenn die Maximal-
kapazitédt den von Ihnen eingestellten Wert erreicht hat, wird die alteste Datei durch die neueste
Datei (iberschrieben. Die reservierte SpeichergroBe wird fiir zyklische Aufnahmen reserviert, um
Fehlfunktionen zu verhindern.

Der Grenzwert ist 1000~200000000 Kilobytes.

Size of each file for recording (GroBe jeder Aufnahmedatei): Stellen Sie die maximale DateigroBe fiir
jede Video-Aufnahmedatei ein.

File Name Prefix (Dateinamenspréfix): Geben Sie den Text ein, der dem Dateinamen vorangestellt
wird.

Klicken Sie am Ende Submit, um die Einstellungen zu aktivieren und diese Seite zu verlassen.
Die neuen Medien-Einstellungen erscheinen auf der Ereignis-Einstellungsseite.
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6.1.3.6 Andern der SD Card Einstellungen

Bitte fiihren Sie folgende Schritte durch, um - falls notwendig - die SD Card Einstellungen (iber das Netzwerk zu
andern.

¢ Einstellung SD Karte dndern

Bitte fiihren Sie folgende Schritte durch, um - falls notwendig - die Einstellungen iiber das Netzwerk zu &ndern.

1. Klicken Sie oben auf der Konfigurationsseite auf die Schaltflache ,Storage” (Speicher), um die Seite ,,SD Card”
aufzurufen.

Image Network System Application Storage Status
S0 Card SD CARD
S0 Card: f SD Status : Ready
Files per Page: |10 ¥ Refresh 1% of1
[ Delete File Number of files Size
[l Video 1
[m] Picture 1
] lestbd 1
Total:3989864KB, Used: 36KB,
Format SD Card Fras 3009928 KE
)

Die Seite SD Card enthélt zwei Bildmodi, fiir das Video und das Bild.

Klicken Sie auf ,Video” oder ,,Picture” (Bild), um die entsprechenden Jahr-Monat Unterverzeichnisse aufzurufen.
Klicken Sie, um das Datum-Unterverzeichnis aufzurufen.

Klicken Sie auf die gewiinschte Datei, um die dort befindlichen Bilder anzuzeigen.

Jede Datei kann durch Markieren und Anklicken der Schaltflache OK geldscht werden.

IR
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6.1.3.7 Gerate-Information

¢ Gerate-Information

Diese Seite zeigt alle Daten (iber |hr Gerat und die Netzwerkverbindung an.

Klicken Sie auf der Seite ,Status” auf die Schaltflache ,Device info” (Gerdtedaten), um die Seite ,Device info”
aufzurufen.

Video Server Live Video | Setup|Wizard |Help

Model Name Video Server
Camera Name Video Server

Time & Date Wed Aug 4 10:43:50 2010
Firmware Version 005

HTML Version 3026

Activex Version 20030

MAC Address DA CACACA256D
IP Address 192.168.0.46

IP Subnet Mask 2552552520
Default Gateway 0000

Primary DNS 192.168.1.11
PPPoE Disable

DDNS Disable

TV Output Mode NTSC
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¢ Das Systemprotokoll (System Log)

Auf dieser Seite werden die Protokolleintrége Ihres Video Servers angezeigt.

Live Video|Setup | Wizard |Help

Image Network System Application Storage Status
SYSTEMLOG
Log
1. 2010-08-04 02:40:49 adrmin LOGIN OK FROM 192.169.2.167

2. 2010-08-04 02:33:01 admin LOGIN OK FROM 192.166.2.167

3. 2010-08-04 02:24:07 admin LOGIN Ol FROM 192.168.2.167

4. 2010-08-04 02:15:40 admin LOGIN OK FROM 192.168.2.167

5. 2010-08-04 02:09:24 admin LOGIN OK FROM 192.166.2.167

6. 2010-08-04 01:57:45 admin LOGIN OK FROM 192.168.2.167

7. 2010-08-04 01:49:22 admin LOGIN OK FROM 192.168.2.167

8. 2010-08-04 01:43:48 admin FROM 192.168.2.167 TURN OFF TIME STAMP

9. 2010-08-04 01:43:44 admin FROM 192.168.2.167 SET TIMESTAMP LOCATION UPPER LEFT
10. 2010-08.04 01:43:44 admin FROM 192,168.2 167 TURN ON TIME STAMP

11. 2010-08-04 01:43:44 admin FROM 192.168.2.167 CHANGE CAMERA NAME Video Server
12, 2010-08.04 01:42:53 admin LOGIN OK FROM 192.168.2.167

13, 2010-08-04 01:37:46 admin LOGIN OK FROM 192 168.0.117

14, 2010-08-04 01:37:27 VIDEQ RECAPTURE

15, 2010-08.04 01:37:27 VIDEO LOST

16. 2010-08-04 01:37:27 IP CAMERA ACQUIRE DHCP IP 192 168.0 46

17. 2010-08-04 01:37:22 SYSTEM BOOTING

18. 2010-08-04 01:36:54 RESET KEY PRESSED, "REBOOT™

19. 2010-08-04 01:35:39 VIDEO RECAPTURE

20. 2010-08-04 01:34:17 VIDEO LOST

[ First Page ] [ Previous 20 ] [Nele] ]

1. Klicken Sie auf der Seite ,Status” auf die Schaltflache ,Device info” (Gerdtedaten), um die Seite ,Device info”
aufzurufen.

2. Klicken Sie auf ,,Clear” (Loschen), um alle Protokolleintrage zu léschen. Sie kdnnen die Daten auch herunter-
laden, indem Sie auf ,,Download” klicken.
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6.1.3.8 PPPoE und DDNS

Verwendung von PPPoE

1.
2.

Installieren Sie die XDSL-Software, die Sie von Ihrem Internet Service Provider (ISP) erhalten, auf Ihrem PC.
Ermitteln Sie die IP-Adresse Ihres Video Servers: Sie konnen den Video Server und den Video-Monitor verbinden.
Die IP-Adresse wird auf der rechten Seite des Monitors angezeigt.

Schalten Sie die DHCP-Funktion (des Video Servers) aus, falls sie eingeschaltet ist.

Eintragen einer IP-Adresse in lhrem PC oder Notebook.

Desktop —> Zeigen Sie mit der Maus auf Netzwerkumgebung und klicken Sie mit der rechten Maustaste —>
Wahlen Sie Eigenschaften —> Wahlen Sie Ihre lokale Verbindung —> Wéhlen Sie Eigenschaften und wahlen Sie
die Konfiguration aus —> Wéhlen Sie TCP/IP —> Wahlen Sie Eigenschaften —> Geben Sie die vier Zahlen der
IP-Adresse ein, zum Beispiel ,192.168.1.101” (die ersten drei Zahlen mussen mit den genannten Zahlen (iber-
einstimmen, nur die letzte Zahl muss in die fiir lhre Installation zutreffende Zahl geéndert werden und darf
niemals groBer als 255 sein) —> Klicken Sie die Subnetzmaske an und geben Sie die Subnetzmaske ein, und
zwar ,,255.255.255.0” (eine feststehende Zahl) —> Klicken Sie auf ,,0K” —> Klicken Sie auf ,,0K”.

Desktop —> Rufen Sie den Internet Explorer auf —> Geben Sie die IP-Adresse des Video Servers in das URL-Feld
ein (s. Schritt 2, siehe oben) — Eingabetaste driicken —> Das Bild des Video Servers erscheint.

PPPoE-Einstellungen

1.

Rufen Sie die Homepage des Video Servers auf —> Wahlen Sie Network (Netzwerk) — Geben Sie im Feld
User Name (Benutzername) ,admin” und als Passwort ,,9999” ein —> Klicken Sie auf ,,0K”.

Wahlen Sie PPPoE —> PPPoE-Modus: Wahlen Sie ,,ON” (EIN) — Geben Sie im Feld ,,Account” die Verzeichnisda-
ten ein —> Geben Sie das Passwort ein —> Submit (Abschicken) anklicken —> Trennen Sie die Stromversorgung.

Schalten Sie den Video Server wieder ein. Sie erhalt dann eine IP-Adresse vom ISP (dies ist eine dynamische
IP-Adresse - nach jedem erneuten Einschalten erhalt der Video Server eine neue IP-Adresse).

Test: Gehen Sie ins Internet

1.
2.

Bereiten Sie den PC dafiir vor, ins Internet zu gehen.

Desktop —> Internet Explorer aufrufen —> Geben Sie die IP-Adresse des Video Servers ein (dieselbe Adresse wie
in den PPPoE-Einstellungen und im vorstehenden Schritt 3) —> Die Bilder des Video Servers erscheinen.

DDNS-Einstellungen

1.

Priifen Sie die IP-Adresse Ihres Video Servers (Monitor) — Offnen Sie den Internet Explorer —> Verwenden Sie
diese Adresse, um sich mit dem Video Server zu verbinden oder die Bilder anzusehen —> Wahlen Sie das Netz-
werk —> Geben Sie ,,User name: admin” und ,Password: 9999” ein —> Klicken Sie auf ,,0K”.

Wahlen Sie ,DDNS” —> Klicken Sie auf ,Enable DDNS” (DDNS aktivieren) —> Geben Sie den DDNS-Hostnamen
ein, zum Beispiel ,,abc123. homeip.net” —> Geben Sie in ,DDNS Account” die Verzeichnisdaten ein, z. B.
,abc123” —> Geben Sie das ,,DNS-Passwort” ein, zum Beispiel ,,7777” —> Klicken Sie ,,Submit” (Abschicken) an
—> Die Einstellungen sind nun vollstidndig vorgenommen —> SchlieBen Sie den Internet Explorer.

Offnen Sie wieder den Internet Explorer —> Geben Sie die Adresse der Website ein, die Sie registriert hatten,
zum Beispiel ,,abc123.homeip.net” —> Sie kdnnen nun direkt die Bilder lhres Video Servers sehen.
Der Vorgang ist damit beendet.

HINWEIS: Diese Einstellungen sind nur fiir die Konfiguration der dynamischen IP Ihrer ADSL-Verbindung
erforderlich. Wenn Sie eine feste (echte) IP besitzen, brauchen Sie die PPPoE- und DDNS-
Einstellungen nicht zu dndern. Die DDNS-Funktion ist nur im Bedarfsfall erforderlich.
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7. Erweiterte Funktionen

Frage 1:

Wie kann man in einer Situation, in der es keine Monitore oder Fernsehbildschirme gibt, die Echtzeithilder
des Video Servers iiber den Microsoft Internet Explorer an den Desktop PCs oder den Laptops ansehen ?

* Um die IP-Adresse des Video Servers ohne einen Monitor herauszufinden, verwenden Sie eine der beiden
folgenden Methoden: UPnP und USB-Funktion.

Upnp: Bitte lesen Sie dazu ANHANG 1.
IP-Funktion: Siehe 3.4 USB-Funktion.

Frage 2:
Wie wird UPnP aktiviert ?

—_

Folgen Sie den Standardeinstellungen, um die diesbeziiglichen Einstellungen einzustellen, und schlieBen Sie
die Hardware an.

Rufen Sie den Webbrowser auf und geben Sie den URL des Video Servers ein.
Schaltflachen SETUP — Network.
Wahlen Sie ,,Enable UPnP Presentation“ (UPnP-Prasentation aktivieren).

Wiéhlen Sie ,.Enable UPnP port forwarding“ (UPnP Port-Weiterleitung aktivieren); stellen Sie den ,Forwarding
Port“ (Weiterleitungs-Port) ein.

o~ wn

HINWEIS:

1. Fiihren Sie den obigen Schritt 4 durch; rufen Sie die benachbarten Computer des PCs (,,Netzwerkum-
gebung”) auf und kontrollieren Sie, ob der Video Server gefunden wird, klicken Sie dann, um die erste
Seite des Video Servers online aufzurufen.

2. Fiihren Sie den obigen Schritt 5 aus; stellen Sie die Einstellung ,,Route UPnP port forwarding”
(UPnP Port-Weiterleitung aktivieren) ein.

3. Ihr PC kann sich iiber den Router mit der Webseite des Video Servers verbinden.

Durch Kommunikation mit dem Router kann der Video Server die Port-Mapping-Funktion (die Port-
Weiterleitung) betédtigen. Wenn dann der Router einen bestimmten Port fiir Ihren Video Server kon-
figuriert, z. B. Port ,,8080“, so kidnnen Sie die IP-Adresse als http://xxx.xxx.xxx.xxx:8080 in das URL-
Eingabefeld des Webbrowsers eingeben, um die Web-Konfigurationsseite des Video Servers
aufzurufen.

Frage 3:
Wie werden die Videoprofile 1, 2, 3 gewechselt ?

1. Stecken Sie das Stromversorgungskabel in den Stromversorgungsanschluss des Video Servers.
Stecken Sie das Netzwerkkabel in den Ethernet-Anschluss des Video Servers.

Bestétigen Sie den Web-Verbindungsstatus; die Verbindung zwischen PC und HUB und zwischen Video Server
und HUB ist jetzt aktiviert.

Stellen Sie sicher, dass die IP-Adressen des PCs und des Video Servers im gleichen Subnetz liegen.
Rufen Sie den Webbrowser auf und geben Sie den URL des Video Servers ein.
Schalten Sie auf die Homepage der Live-Anzeige; klicken Sie auf die Profile 1, 2 bzw. 3.
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Frage 4:
Wie stellt man den Bewegungsbereich und die Empfindlichkeit ein ?

¢ Bewegungserkennung einstellen
1. Rufen Sie den Webbrowser auf und geben Sie die IP-Adresse des Video Servers ein.
2. SETUP —> Schaltflache Application (Anwendung) —> Schaltflache Motion Detection (Bewegungsmelder)
3. Wahlen Sie ,Enable Video Motion“ (Video-Bewegungsmelder aktivieren).
4. Stellen Sie die gewiinschte Zielzone ein, und stellen Sie Sensitivity (Empfindlichkeit) und Percentage (Prozent-

satz) ein.

5. Klicken Sie auf Submit, um die Einstellung zu speichern.

6. Wenn irgendeine Person oder ein Objekt sich innerhalb der eingesteliten Zielzone bewegt, zeigt der Bewe-
gungsdetektor das Antwortsignal im Live-Video und am Videoausgang an.

Frage 5:

Wie verwendet man DynDNS, um den Video Server mit Hilfe ihres Sub-Hostname iiber das Intranet zu
verbinden ?

¢ Die DDNS Funktion einstellen
1. Klicken Sie auf Network auf der Startseite.
2. Klicken Sie auf die Dynamic DNS Schaltflache auf der linken Bildschirmseite, um ,,Dynamic DNS” aufzurufen.
3. Aktivieren Sie ,Enable DDNS” mit einem Haken.

4. Geben Sie den DDNS Host Namen, das DDNS Verzeichnis und das DDNS Passwort ein, das Sie auf der Web-
seite www.dyndns.com erstellt haben.

5. Klicken Sie auf Submit, um die Einstellung zu speichern.
HINWEIS: Bitte lesen Sie fiir weitere Einzelheiten ANHANG 2.

¢ Die PPPoE Funktion einstellen
1. Klicken Sie auf Network auf der Startseite.
2. Klicken Sie auf PPPoE auf der linken Bildschirmseite um ,,PPPoE” aufzurufen.
3. Wahlen Sie ,Enable”, um die Funktion zu aktivieren.
4. Geben Sie den Benutzernamen und das Passwort ein, die Sie von lhrem Internet-Provider erhalten.
5. Klicken Sie auf Submit, um die Einstellung zu speichern.
HINWEIS: Bitte Lesen Sie fiir weitere Einzelheiten Abschnitt 6.1.3.8.

¢ Sub-Hostname verwenden, um den Video Server anzusehen
1. Klicken Sie auf URL Block oben auf dem PC Bildschirm.

2. Geben Sie den DDNS Host-Name des Video Servers in den URL Block ein und klicken Sie ,Enter”, um den
,Login”-Bildschirm aufzurufen.

3. Geben sie den Benutzernamen ein sowie das Passwort.
4. Klicken Sie auf ,,0K” und rufen sie die Startseite des Video Servers auf.
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Frage 6:

Wie kénnen Benutzer und deren Zugriffsrechte fiir die Verwendung des Video Servers hinzugefiigt oder
geédndert werden ?

¢ Einstellungen eingeben
1. Klicken Sie auf System auf der Startseite.
2. Klicken Sie auf Users auf der linken Bildschirmseite, um den Bildschirm ,USERS” aufzurufen.

¢ Einen neuen Benutzer hinzufiigen

1. Geben Sie den Benutzernamen, das Passwort und die Passwortbestétigung und wéhlen Sie die Zugriffsebene.
Es gibt drei verschiedene Zugriffsebenen: Administrator, Bediener und Betrachter.

Admin: Der Benutzer, der mit dem Admin-Namen und dem Passwort zugreift, hat die vollen Zugriffsrechte
und kann sogar die Einstellungen des Video Servers dndern.

Operator: Die empfohlene Wahl fiir den normalen Gebrauch

Viewer:  Der Benutzer, der nur mit dem Betrachter-Name und dem Passwort zugreift, hat nur die begrenzte
Befugnis, die Aufnahmen anzusehen.

2. Klicken Sie auf Add/Modify User, um die Einstellung fiir den neuen Benutzer zu speichern.

¢ Benutzer dndern
1. Klicken Sie auf den Benutzernamen in der User List, den Sie &ndern mochten.
2. Geben Sie das Passwort, die Passwortbestétigung ein und wahlen Sie die Zugriffsebene.
3. Klicken Sie auf Add/Modify User, um die neue Einstellung zu speichern.

e Benutzer loschen
1. Klicken Sie auf den Benutzernamen der User List, den Sie &ndern méchten.
2. Klicken Sie auf Delete User.

Frage 7:
Wie wird manuell ein selbst-signiertes Zertifikat erstellt ?

Alle Geréte korrekt verbinden.

Rufen Sie den Webbrowser auf und geben Sie die IP-Adresse des Geréts ein.

Setup —> Schaltfliche Network —> Schaltfliche HTTPS

Wahlen Sie ,,Enable secure HTTPS connection” (Sichere Verbindung tber HTTPS aktivieren).

Einstellungen ,Create certificate” (Zertifikat erstellen) —> ,Create self-signed certificate manually” (Selbst--
signiertes Zertifikat manuell erstellen) — Create (Erstellen).

6. Tragen Sie die relevanten Daten in die Textfelder fiir die Elemente ,Country” (Land), ,State or province”
(Bundesstaat oder Provinz), ,,Locality” (Ort), ,,Organization” (Organisation), ,,Organization Unit” (Organisations-
einheit), ,Common Name” (Allgemeiner Name) und ,Validity” (Giiltigkeit) ein; klicken Sie auf , Create”
(Erstellen).

o~ D~
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Frage 8:
Wie wird die Protokoll-Liste heruntergeladen ?

1. Klicken Sie auf ,Setup” (Einstellungen) —> Status —> Log.
2. Die normale Anzeige zeigt die Seite mit der Log-Liste.

3. Klicken Sie auf ,First Page” (Erste Seite), ,,Previous 20” (Vorangehende 20) oder ,Next 20” (Nachste 20),
um die Aufnahmeliste zu beurteilen.

4. Klicken Sie auf ,Download” (Herunterladen); wéhlen Sie das Verzeichnis zum Speichern und laden Sie die
Aufnahmeliste herunter.
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8. Technische Daten

Typ GLS-2302H

Art.-Nr. 92708

Serie eneo GL

Video Encoding/Decoding 720x576 Voll D1, 352x288 CIF, 176x144 QCIF. GOP Structur: | (MP=0),

IP (M=1), IPB (M=2), IBB (M=3) ,,Low latency” Modus, Voll/Halbbild-ba-
sierende Codierung, Bildrate einstellbar auf: 1-50 (60) Halbbilder/Sek.

Kompressionsverfahren

H.264, MPEG-4, MJPEG

Web Browser

MS Internet Explorer ab Vers. 7.0 oder hoher, Netscape min. Version 4.5,
Google Chrome (Java), Mozilla Firefox (Java), Safari (Java)

Ethernet-Schnittstelle

10Base-T, 100Base-T, RJ-45

Netzwerkprotokolle

3GPP, IPv4, DHCP, HTTP, HTTPS, DDNS, UPnP, DNS, FTP, SNTP, SMTP,
RTSP, UDP, TCP

Konfiguration

liber Web Browser

Bildeinstellung

Farbe, Helligkeit, Kontrast

Datenstromarten (Stream types)

H.264, MPEG-4, MJPEG simultan

Bildfrequenz

Max. 25 Bilder/sek.

Auflésung 720x576 (4:3), 352x288 (4:3)
Bildaufldsung max. 720x576
Bildiibertragungsrate max. 25 B./Sek.

Videoeingénge (Anzahl) 1

Audiounterstiitzung ja

Audio-Ein-/Ausgénge

1/1 (Bi-direktionale Ubertragung)

Bewegungsmelder

96 Felder, 5 Empfindlichkeitsstufen

Audioeingang

1x Mono Line Eingang 3Vss/ca. 50KOhm (Klemmleiste)

Audioausgang

Line-Ausgang

Alarmeingdnge

ja

Alarmverarbeitung Alarmausldsung durch eingebauten Bewegungsmelder (Motion
detection), Externer Alarmeingang. Alarmweiterleitung tiber ANNP,
E-Mail, FTP, SD-Karte, Alarmausgang

Alarmausgang Offener Kollektor (5V / 0,02A max.)

e-PTZ Unterstiitzung ja

Bewegungsmelder ja

Interner Speicher SD-Karte

Voralarm-Aufzeichnung

1 bis 10Sek. (einstellbar)

Nachalarm-Aufzeichnung

1 bis 10Sek. (einstellbar)

Zugriff

max. 10 Nutzer gleichzeitig
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Steuer-Schnittstellen

nein

Firmware-Update

liber Netzwerk

Meniisprachen deutsch, englisch, franzésisch, italienisch, hollandisch, spanisch,
schwedisch, finnisch, ungarisch, tschechisch, polnisch, portugiesisch,
russisch, tiirkisch, chinesisch

Passwortschutz ja, 3-stufig

Power over Ethernet ja, IEEE 802.3af

Betriebsspannung 12VDC, PoE

Management-Software-Unterstiitzung

GL-Manager, Zelaris (eingeschrankt)

ONVIF

Core Specifications 1.01

Zertifizierungen CE
19 Zoll einbauféhig nein
Abmessungen siehe MaBzeichnungen

Temperaturbereich (Betrieb)

0°C ~+45°C

Besonderheiten

Installations Wizard iiber Web Browser

Optionales Zubehor

Das aktuelle optionale Zubehér finden Sie auf unseren Homepages: www.videor.com und www.eneo-security.com
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ANHANG 1

Konfiguration des Video Servers mit UPnP

Das schwierigste Thema beim Einrichten eines Video Servers ist die Tatsache, dass Sie nicht wissen, wie die
IP-Adressse dieses Gerates lautet. Zwar unterstiitzt der Video Server das UPnP (Universal Plug and Play) Protokoll,
was die Priifung fiir ihn leichter macht, allerdings startet Microsoft Windows XP® dieses nicht standardméBig.

Die folgende Vorgehensweise hilft lhnen dabei, sie einzuschalten und lhren Video Server Schritt fiir Schritt zu entde-

cken, wie unten in der Abbildung beschrieben.

(w0
I

CHECK IP CLASS

!

Qe S YES
= SAME CLASS ——

] o

SET IP ADDRESS

I

INSTALL UPnP PACKETS

!

TURN ON SERVICES

l

RESTART SYSTEM

!

CHECK MY NETWORK PLACES

l

DONE
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1. Priifen Sie die IP Klasse Ihres PC

Meistens wird Microsoft Windows XP® eine IP-Adresse. 169.254.*.*, automatisch einer Subnet-Maske, 255.255.0.0
zuweisen, wenn der DHCP Server abwesend ist, wahrend die Standard-IP-Adresse eines Video Servers
192.168.1.168 ist mit einer Subnet-Maske von 255.255.255.0. Wegen der unterschiedlichen IP Klassen Domains
findet keine Kommunikation statt, und Sie missen die Einstellungen anpassen, oder das UPnP Protokoll funktioniert
nicht; es ist daher notwendig, dass Sie lhre eigene IP-Adresse priifen. Mit folgenden Verfahren kénnen Sie gepriift und
gedndert werden.

Schritt 1:  Zeigen sie im Start Menii auf Settings und klicken Sie dann auf Gontrol Panel.

@ St Frogram Acoess and Defais

Programs

& Detuments

» W Network Connectons
(5 Printers and Faxes
o Toskbar and Start Meru

B
o
o
=
w
H
H ¢
3
£
=

Schritt2: Wenn Control Panel erscheint, doppelklicken Sie auf das Network Connections Symbol.
Das Network Connections Dialogfenster erscheint.

- Control Panel

Fle Edt View Favortes Toos Help
Q © - F Oseach [T roders |[EY X

Adcress [B CortroiPanel v B
Name Comments L
- control panel 5 ACHUSE Your computer setings for vision, hear..
Instals end troubleshoots herdwere
instal or ramowe programs and Windows com
Configure admrstrative settings for your com...
Set up Windows 1o automaticaly deliver import..
Set the date, tme, and time 20ne for your com...
Chenge the appearance of yeur desktop, seh .
Customize the deplay of s and foders, chan
Add, cherge, axd manage fonts on your comp..
AGd, remove, and corligure game conlroler Na...
Conligure your Intemet dispiay and connectin...
Customize your keybosrd setings, such s the...
CLstomize yor mouse serngs, such a5 the b,
Cormects o other computers, networks, axd L.
Cortligure your Uekphorse Gaing rukes and med..
View the portable mecia devices connected to ...
Configure energy-saving settngs for yeur com..
Sy Printers and Faxes Shows rstaed printers and fax printers and bl
@ Regonal and Language Optiors Cunstomize settings for the desplay of languages
S Seanners and Cameras AGd, remove, and conligure scarmers and ca
Schedube computer tasks o run automaticaly,

B Switch m Camepry view

Vi YOur CLITEnt seeLrity Stais and secess .
AC97 Aude Contral Panl
Souncks and Audio Devioes Chinge the sound scheme for your computer,..
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Schritt 3:  Klicken Sie auf die Registerkarte Properties im Network Connections Dialogfenster.

*» Netwaork Connections
Fle Edt View Faworites Tools Advanced Help

Qrak - © - (¥ | Pseach [ Foders | [~ M

Ackkress @ Network Connections

A Name Type Status.

Broadbarid

Network Tasks

(B Create anew conmection DHiret Eroadband Drconnes
@ Change windows

Firewall settings LAN or High-speed Intermet
& Disshle he ratwork

device | ion 1AM or High-Speed Internet — Connectec
9, Repar this connection o
W]} Rename this cornection
© View stanss of this

cornection

[A change settings of this
correcton

Bridkge Connectons
Create Sharteut
Rename

B convol Panel

<
|-

Schritt 4: Wenn das Local Area Connection Properties Dialogfenster erscheint, wahlen Sie Internet Protocol

(TCP/IP) und klicken Sie auf Properties.

< Local Area Connection Properties

General | Authontication | Advanced

Connertusing

B Mervel Yukon Gigebi Etemet 1071001 | ~ Configure

This eonnection usas the following items

Chientlor Microsoft Networks
U File o ar Shoving for Micrasnit Networks

T < BTN

Description
Transmi “ontol
area nemark protocol that provides communicaion across
diverse iferconnecled networks.

) Show icon in notification sres when connected

[ Moty arno
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Schritt 5:  Wahlen Sie im Internet Protocol (TCP/IP) Properties Dialogfenster Use the following IP Address, um
anzuzeigen, dass Sie DHCP nicht verwenden mdchten und weisen Sie die IP-Adresse 192.168.1.200 der
Subnet-Maske 255.255.255.0 zu.

Klicken Sie zum AbschlieBen auf OK.

Internet Protocal (TCP/IP) Properties s

General

ou can get IF seftings o ityour
capabilty. Otherwise. you need 1o ask your netwark, administator for e
eppropriete [P sefings.

s th

(C) Obtain an IP ddress automatically

TR Use tha following IP nddie3T

1P address 192 . 168 . 1 . 200>
Subnetmasic T o o T D
Distoult goteway: 2

Dlbtain DNS server address automatically

(@) Uise the following OINS server addresses

Prefened ONS senver | |

o I o

Schritt 6:  Wihlen Sie Close, um die Anderung abzuschlieBen.

. Local Area Connection Properties

Generol | Authentication | Advenced|

Connedt using

‘ BB hMarvellYukon Gigabit Ethemet 10/100/1 |

This cannechon uses the following tems:
52 Bl Clicnt for Microsuft Netwurkes

2B} File and Printer Sharing for Microsoft Networks
= Imemet Frotocol (TCRAF)

Install Uninztall Propartias.

Descnption
Transmissinn Cantral Protocolintemet Frotocal The defaul wide
areer neshwenrk protncnl that prosides commanicalion Acrss
diverse interconmected networks

[] Show icon in natification area when connectad
[#] Wity me when this conneciion has limited or no connectiity
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2. UPnP Packs installieren

Wie zuvor beschrieben, startet Microsoft Windows XP® den UPnP Service nicht standardmaBig; sondern es miissen
vor der Initialisierung einige Packs installiert werden. Die folgenden Schritte erldutern die Installation.

Schritt 1:  Zeigen Sie im Start Menii auf Set Program Access and Default und klicken Sie dann die Option an.

Frograms
X Dwcurne by
- fermngn

Search

Help and support

Hun..

Shut Down...

Schritt2: Wenn das Add or Remove Programs Dialogfenster erscheint, kicken Sie auf Add/Remove Windows
Components.

# add or Remove Programs

! Add 3 program from CO-R0M oF floppy disk
ciange of % Toa sl s presr el s CO-ROM e Teggo chsk, ok OO x Py O By

PP o aa peograms wom mcrosor

Ry o0 IS 8AT.aS, RVICR Vers, A SYSTAM LTSS OVer e INTameT, ek [rdows Lpans
f2 ;

Addtew | programs rom yeur nmwork: Sategory: [ Cotegenes (9

[Ny preagrams are: avaiabie on fhe: nefwork
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Schritt 3:  Priifen Sie die Network Services im Windows Component Wizard Dialogfenster und klicken Sie dann
auf Details....

ows Components ard

windows Components
“Yau can add o remova components of Windows 3.

To add or removo a component, dlick the checkbox. A shaded box moans that anly part of
the componentwill be installed. 1o see what's ncluded in o component, click Details.

Componens:

L] s Message Queuing 0OME A
N ol

[+ “File and Print Services 0.0MB

1 REIOuluuk Exress umME X

Ussenption”  Lontains A vanety of specializad, netnrk-related senices and proinenls

I'otal disk space required: 563 ME ‘b
Space available un disk 240448 MB ——

| esace | mets || cencel |

Schritt 4:  Priifen Sie UPnP User Interface, und wahlen Sie OK.

Networ

g Services g|

Toadd or remove a component click the check box. A shaded box means that only part of the
componettwill be installed. To sec what's included in a component, click Dotails

Subcomponents of Newarking Services:

& Intemet Gateway Device Discovery and Control Client 0.0 MD
O B Paarto-Pasr 0.0MB

‘D.QRIP Listener 010 MB

Descripfion:  Displays icons in My Network Places for UPnP devices detected on the
network. Also, opens the required Windows Firewall ports

Total disk space required. 56.3 MB
Space available on disk: 24044.0 MB

78



Schritt 5:  Erscheint das urspriingliche Network Component Wizard Dialogfenster wieder, klicken Sie Next.

Windows Components Wizard lz]

Winduws Cumpunenis
ou can ardd or remnve companents of Windows XP

T ardrl o remove A companent click the chackbne A shacdse box menns hat anly part of
the componentwill be instelled. To see what's Included in & component, click Dstalls.

Components:
I =2 Mrssage Ouruing -
1 WIS Fxplorar
B =
Other Network File and Print Services 0.0MB
8 Oulluk Express 00MB ¥

Descriplion.  Cortains a variely uf specialized, network-relaled servicss and protoculs
Tulal disk space required. 56.3MB
Cpace available on disk: 24042.2MD

[ <Bak [ nmet> D[ cancel ]

Schritt 6: Nach etwa 1 Minute ist die UPnP Installation beendet, wéhlen Sie Finish, um sie zu beenden.

Windows Components Wizard

Completing the Windows
Components Wizard

You have suscossfully complotod the Windows
Components Wizard

Tu Uluse s wgand, Uhk Firish
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3. Services einschalten

Nach der Installation sollten die entsprechenden Services eingeschaltet werden, um das UPnP Protokoll zu starten.

Die folgenden Schritte zeigen lhnen, wie es gemacht wird.

Schritt 1:

@ Set Program Access and Detaits

Programs

2 Documents

Search

Help and Support

w
=
s
v
5
a
o
>
Py
ES
o
2
=
=

Schritt 2:  Erscheint der Control Panel, doppelklicken Sie auf das Administrative Tools Symbol.

Das Administrative Tools Dialogfenster erscheint.

& Control Panel
File Edit View Favorites Tools Help

Qe ©  @F Psach [Brades |[E X

Vom Start Menii zeigen Sie auf Settings und klicken Sie dann auf Gontrol Panel.

» @ Network Connections
I@ Printers and Faxes
1 Taskhar and Start Menu

O contrel Pancl

Mame ~
& pccessibiity Options
% Add Hardware

" Control Panel

B Swilth W Cateuory View

See Alsu PDale and Time
SOsplay

(&@Folder Options
EFonts

‘BGame Controllers
Pinternst Options
Sakeyboard
Tomouse

R Network Connections
RsPhone and Modem Options
EFortable Media Devices
Power Options

CaPrinters and Faxes

@ Regional and | anguage Cpions
SScanners and Cameras
Ascheduled Tasks

G Security Ceriter

B Windows Undate
@) Help and Support

Sound Effect Manager

Comments

Adijust your computer settings tor vision, ...

Instals and troubleshoots hardware

Iristal or remove programs and \Windows ...
Configure adminsirative setings for your ...

Sctup Windows to automaticaly deliver i...

Sel the date, lime, and lime zone for you...
Change the appearance of your desktop, ...
Customize the display of fles and folders, ...
Add, change, and manage fonts on your ..

Add, remave, and configure game control.

Configure your Internet display and conn...

Customize your keyboard settings, such ...

CLETOMIZE YOLI MOUSE $eTngs, SLch 26 T..
Connects to other computers, networks, ...
Configure your telephone dising rules and...
Wiew the portable media devices connecte.
Configure energy-saving settings for your...
Shows installed printers and fax printers a...

Cistomize settings for the dsplay of lang.

Add, remove, and configure scanners and...
Schedule computer tasks to run automati...
View your currenl securnity slalus and acc...

ACST fudio Control Panel
Pt e A e fre e

>

V‘Go
A

-
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Schritt 3:  Klicken Sie auf das Services Symbol im Administrative Tools Dialogfenster.

% Administrative Tools
Fle Cdit View Favorites Tools IHep
Qeock - © - ¥ Oseach [ Foders - X
Address @ Admiistrative Took M ES
Mame Size | Type
file and Folder Tasks AL @B Component Services 2KB Shortout
Computer Management 2KB Shortcut
=D Renare this fils BIDals Suurces (ODBC) 2KB Shorlout
B mova this file |#] desktop.ini 1KB Configuration Settings
A Copy this file [Event viewsr 2KB Shortout
&) Fuhlish this fila m the Wieh SRt el Infor mauorn Services ZKB Shortout
0 -mail $iis il B3 neal Seruriny policy 2KR shartoor
. Nelet this fils FnMicrosoft MET Framework 1.1 C.., 2KB Shortout
FmMicrosoft NET Framework 1.1 Wi.. 2KB Shortcut
iHles Cce 2KD Shortout
Other Places 2KB Shortout
B¢ Control Panel
) My Documents
3ty Computer
& wy Network Plares
s >

Schritt 4: Erscheint das Services Dialogfenster, doppelklicken Sie auf SSDP Discovery Service Symbol.

SSDP Discovery Service Name ¢ I Description I Stanis (e
SuRemote Desktop Help Sessio...  Manages and contro..,

Stop the service &Remate Procedire CAl (RPC)  Provides the endpol...  Started

Restart the service SaRemote Procedure Call (RPC)... Manages the APC na...
SuRemote Registry Cnables remote user... Started
#Removahle Storage

Descriplion; SRouting and Remote Access  Offers routing servic...

Enables drscovery of Lk BySecondary Logen Cnables starting pro...  Started

devices on your home rnetwork.  §ygecrily Accounls Manager  Slores searily nfor... Staled
S Security Center Monitors system sec...
BGerver Supports fle, print, .. Started
B 5hel Hardware Deleclion Slated

Manages access to s,

Tracks syslem ever

Spsystem Hestore Service performs system res, -
BTask Scheduler Enables a user to co...  Started
BTCP/IP NelBIOS Hedper Enables supporl for ... Slaled

& Telephony Provides Telephony . Started
STelnct Enables a remote us...

& Terming Services Allows multiple users .. Started ¥
< I | >

Extended / Standard [
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Schritt 5:  Wahlen Sie Automatic unter Startup type, und klicken Sie auf OK zum Starten.

SSDP Discovery Serv es (Local Computer)
[Seneral | Lo On|| Focovory | Dopondoncios|

Sendcznome:  SSOPSTY

Displey e, [350F Ciscavery Sendce

Dusurun Enables discovery of Ll devices on your home

Suesberk

Path b uxevulable.
[CIMDUY S s s b LusalSenacs

T prrT 3

Stant Siop

Ve san specit the HER parometers hat Spph whSr yeu Stan the serics fram
hesres.

Schritt 6:  Wenn das Services Dialogfenster wieder erscheint, doppelklicken Sie auf das Universal Plug and Play
Device Host Symbol.

) Services [ mlpd

Fle Action View Ilp
| A 2 0w

Uniiversal Plug arid Play Name_ | eserption | srar &)
Revice Host vl Hardware Detecton wear

hSmart Card Manages acecss to 3
Shop Hhe service BUS50F Discovery Service Crathes discovery of...  Star
RESTAT the: service bSystem Event Nobfizabon Iracks system even... tar

4 Syshem Nestore Service Performs system res...

Tk S e Enabks awse W v, Sta
Description: B | PP NEUBICES Helper Enables sUppOrL for St
Provides support to host Wy Talephory Frovides Talaphorny .. Srar

Universal Phig and Play devices. @y renat Enates a remobs us.
S | erminal Services Blows muitpie users ... Star

S Themes

SawiebClient
Bawindows A1idio

:hw‘ﬂduws Firewall/Internet Cormecti... Provides network ad...
P

B2\ idows Image Acauisilion (WIA)  Frovides imaue acou...  Slar

Ry T e lowrs T Aller Aokl mochies, A

g \Windows, Management Tnefmument...  Frowvides a common ... Skar (¥
< I

\ Extended A Standard /
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Schritt 7:  Wahlen Sie Automatic unter ,Startup type”, klicken Sie auf die Schaltfliche Start und dann OK zum
Starten.

Universal Plug and Play Device Host Properties (Local Comp

Geneal |Log On | Recovery | Dependencies |

Sendcename upnphost

Display name: ‘Umvﬁlsa\ Plug and Play Device Host

Deécriphon: Povidss supportto 103t Universal 1Fug ond Flay
o

Path in exacudable:
F‘.\W\NDD\NS\SysEenG2\>\thu5Lew -k _ocalSenice

Sty s Auinic

Sewice status

Yol peity the starl p thalapplywh the st frur
hara.

| Statporameters, \

Schritt 8:  Starten Sie Ihr System neu.

4. Video Server mit My Network Place scannen

Nach der Installation und dem Starten der Services wird das UPnP Protokoll wirksam. Sie konnen alle Gerate in
My Network Place scannen, wie in den folgenden Abbildungen gezeigt.

°F My Network Places
Tk Cdt vew lavormes Tools Ikep
3 > e

o D P Psecn

[y ristwens Froces

reiders | ™ D
RN e T
4 Comments Compuer
Notwork Tasks ) PR tctwnh Cugld Canma - lavan  LBL2 WPEG

a2 Add anotwork place
D viaw netwark connectons.
A S 1g1 i cmclmrnk

for a home or small office
® Hide cons for networked

Lere feures

Dther Ploces
G oeskwp

& Foii ik

§ My Lompunse

£ My Documents
Yol Printecs and Faces

Doppelklicken Sie auf das Gerdte Symbol, und der Video-Live-Stream erscheint automatisch, ohne im Microsoft
Internet Explorer® eine IP-Adresse zuzuweisen.
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ANHANG 2

Registrieren Sie sich als DDNS-Mitglied

DDNS (dynamic domain name system) ist eine von einer amerikanischen Firma angebotene Dienstleistung.
Bitte wenden Sie sich an www.dyndns.com. Dieses Kapitel bietet dem Benutzer die grundlegenden Anweisungen zur
Registrierung des kostenlosen DDNS Dienstes.

Registrierung fiir ein DDNS

Geben Sie die URL www.dyndns.comein. In der oberen rechten Ecke der Startseite befindet sich der Meniipunkt
»Create Account”, wie in der folgenden Abbildung zu sehen.

il Delivery amd Other Services - Micresoft Internet Explorer

New ta DynDNS?
Tohe atur and s what e do

NG Services.

043 o stacic s i 5 akdesoes

Mallop Services.
it cohithe ol by

S v Motk Sonices Incorporated uppeets 000 FIRST Conpetiion

Resources Services Suppurt Abat U
Wt 043 Custom 086 Uit Clonts Tha Cergany
on Tok O O 247 Pronuer gt Ot Crsers
[ — Fba ey [e——— Contact .

Verzeichnis einrichten

Nachdem sie auf ,Create Account” geklickt haben, gelangen Sie auf die Seite ,,Create Account”. Bitte fiillen sie das
Formular unten auf der Seite aus, um Ihr Verzeichnis zu generieren. Sie erhalten eine E-Mail mit Anweisungen, wie
Sie lhr Verzeichnis aktivieren konnen. Wenn Sie diese Anweisungen nicht binnen 48 Stunden ausfiihren, miissen Sie
Ihr Verzeichnis neu generieren.
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Einrichtung des DDNS

Nachdem das Verzeichnis erfolgreich eingerichtet wurde, geben sie bitte, entsprechend der Abbildung, zum Anmelden
in der oberen rechten Ecke der Startseite Inren Benutzernamen und Ihr Passwort ein.

3 DyrDMS .. ynaic DNS, £ Ml Delivery and Other Services - Microsoft nternat Explorer

(' DynDNS

abenst Sgpart Yoo

EAM SPORT FOR THE BRAIN bew o

Tk s o ol s bt o
iative for scignce andtechnology

DS Services
CreS or s ot o st

Mallliap Services

.

I o Hotwork Servicos Incorporated supports 2008 FIRST Congetition

Resources. Services. Support Abaut s
what 5 et Custom S Update clerts The Carpany
oo Took o o0 2417 Premse sugpert Dot Crses
Busioess Services Ml By Do’ o Contact U
0 1900 G s s © \aialtton + Sachid
a @ vimeee

Nachdem Sie erfolgreich angemeldet wurden, erscheint der Text ,My Services”.

31 DyrONS .. Dynanic DN, £ Mail Delivry.and Other Services - icrosoft nternet. Explorer

Bscom + Dmact » DMIO 4 Corp

() DynDNS

svoun

TEAM SPORT FOR THE BRAIN

orth RST initiative for sci gy

Resources Services Support About Us
mat 5 o7 st O Lpdsts Cents Tha Gemgany
o045 ok Dyramic 005 247 Promier Sugport Oyt Casers
s Sorces £t el Oeveioger’s Infy Contacz s

7105900 G ek S o, - bl ot

oo 8 @ reerer
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Klicken Sie auf ,My Services”, um die Services-Seite aufzurufen. Klicken Sie auf den Punkt ,Add Host Services”, der
sich unter ,My Hosts” befindet.

3 DyrONS .y Account - Micross Internet Explrer

+ Dnact + DD + Corporste

c‘ D nDNS Lo n s abebesic
y A
soun sarvcee Recre St Nt
Wy account A T e
y for
My e
e My e vty Accoun settings
Lmg, Vo, ety purchin, st okt your ol ko, sat
oaa [5 v S e
& e st
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Klicken Sie auf ,,Add Host Service” und die 5 Service-Punkte erscheinen. Mit dem Meniipunkt Add Dynamic DNS Host
kann, wie in der folgenden Abbildung gezeigt, eine neue DDNS erstellt werden. Jedes Mitglied kann nur ein kosten-
loses Verzeichnis haben und ein kostenloses Verzeichnis kann nur iiber 5 DDNS verfiigen.

Klicken Sie auf Add Dynamic DNS Host, um die DDNS Einstellungen einzugeben, wie in der Abbildung gezeigt.
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Auf dieser Seite muss nur der ,Hostname” eingegeben werden. Der Benutzer kann nach Belieben aus der Drop-down
Liste auf der rechten Seite einen ,Sub-Hostname” wahlen.

HINWEIS: Die ,,IP-Adresse” braucht nicht das gleiche Format zu haben wie die IP-Adresse des Video Servers.
Die IP-Adresse wird automatisch erneuert.

Zum Beenden der Einstellungen klicken Sie bitte auf Create Host”.

J DynDNS
C DynDNS

aboart e arcenrs Sagent taas

Host Services St e - Wikt

Hostnane Sorvce etails Last tndatesd
smgne dron g Hot 0.2m0.122 Feba 04, 2000 3:12 44

B @i
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ANHANG 3

MPEG4 Bitraten-Tabelle fiir den Video Server

1. Wenn die Bildwiederholfrequenz héher als 15 Frames/Sekunde ist (15 nicht eingeschlossen):

Hochste Hoch Mittel Niedrig Niedrigste

FULL D1 3 2,5 2 1,5 1

VGA 2,63 2,25 1,75 1,31 0,88
2CIF 1,5 1,25 1 0,75 0,5
Half VGA 1,31 1,13 0,88 0,67 0,44
CIF 0,75 0,63 0,5 0,38 0,25
QVGA 0,66 0,56 0,44 0,38 0,22
ZOOM * 2 3 2,5 2 1,5 1

ZO0OM * 3 3 2,5 2 1,5 1

Z00OM * 4 3 2,5 2 1,5 1

2. Wenn die Bildwiederholfrequenz niedriger oder gleich 15 Frames/Se-
kunde ist:
Hochste Hoch Mittel Niedrig Niedrigste

FULL D1 2,25 1,94 1,5 1,13 0,75
VGA 1,94 1,69 1,31 0,98 0,66
2CIF 1,13 0,94 0,75 0,56 0,38
Half VGA 0,98 0,84 0,66 0,49 0,33
CIF 0,56 0,47 0,44 0,28 0,19
QVGA 0,5 0,44 0,34 0,25 0,19
Z00M * 2 2,25 1,88 1,5 1,125 0,75
Z0OM * 3 2,25 1,88 1,5 1,125 0,75
Z0OM * 4 2,25 1,88 1,5 1,125 0,75

* MaBeinheit: Mbps/Sekunde
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ANHANG 4

PoE Installations-Methode

WARNUNG:

Bitte befolgen Sie die Schritte dieser Anweisungen sorgfiltig. Bei fehlerhafter Verbindung dieser Adapter
konnen Ihre Netzwerkgerate beschidigt werden.

1. Mitgeliefertes Zubehor:

Video Server

Ethernet-Kabel (CATS UTP Patchkabel)

Power over Ethernet-Injektor (Eingangsspannung: 48 VDC)

Netzteil (Eingangsspannung: 100-240 VAC; Ausgangsspannung: 48 VDC)

Netzkabel

Betriebsanleitung, CD
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2. IP Video Server

3. Power over Ethernet-Injektor

POWER+DATA IN: Verbinden Sie diesen
Anschluss (iber ein CAT 5 RJ-45 Patch-
kabel mit dem Anschluss POWER+DATA
OUT des Power over Ethernet-Injektors.

POWER+DATA OUT: Liefert die Daten und
die Stromversorgung fiir die IP-Innenraum-
Mini-Dome-Kamera. SchlieBen Sie diesen
Anschluss an den Anschluss POWER+DATA
IN der Netzwerkkamera an.

A

LAN IN: Uber ein CAT 5 RJ-45 Patch-

POWER IN: Uber das mitgelieferte
48 V-Netzteil an eine Wandsteckdose
anschlieBen.

kabel an Ihren Computer anschlieBen.




4. AnschlieBen des Video Servers: Beachten Sie bitte die folgenden Schritte:

Schritt 1:

Stecken Sie ein Ende eines Cat 5 Ethernet RJ-45 Kabels in den Anschluss ,,LAN IN” des Power over Ethernet-Injektors.
SchlieBen Sie das andere Ende des Kabels an den Netzwerk-Switch oder PC an.

Schritt 2:

SchlieBen Sie das eine Ende des Netzteils am Anschluss ,POWER IN” des Power over Ethernet-Injektors und das
andere Ende an eine Steckdose an.

Die installierte Verbindung sieht aus wie in Abb. 1.

Abb. 1

Schritt 3:

Verbinden Sie mit einem weiteren Cat 5 Ethernet RJ-45 Kabel den Anschluss ,POWER+DATA OUT” des Power over
Ethernet-Injektors mit dem Anschluss ,POWER+DATA IN” des IP Video Servers.

Die installierte Verbindung sieht aus wie in Abb. 2 und Abb. 3.

Abb. 2 Abb. 3

Schritt 4:
Die Aktivitatsanzeige des IP Video Servers sollte aufleuchten.
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1. Safety Instructions / Maintenance

o Read these safety instructions and the operation manual first before you install and commission the unit.
o Keep the manual in a safe place for later reference.

¢ The system may only be commissioned and maintained by personnel authorized to do this and it must only be
carried out in accordance with relevant standards and guidelines.

o Never cover the ventilation slots to avoid overheating.
e Never insert metal objects or any other items into the vents. This may permanently damage the unit.

e Protect your unit from contamination with water and humidity to prevent it from permanent damage.
Never switch the unit on when it gets wet.
Have it checked at an authorized service center in this case.

e Never operate the units outside of the specifications as this may prevent their functioning.
¢ Do not operate the unit beyond their specified temperature, humidity or power ratings.

¢ The unit should be protected against excessive heat, dust, damp and vibration.

¢ Do not place any heavy objects on the unit.

¢ To disconnect the power cord of the unit, pull it out by the plug. Never pull the cord itself.

e Pay attention when laying the connection cable and observe that the cable is not subject to heavy loads, kinks, or
damage and no moisture can get in.

e Contact your local dealer in case of malfunction.
¢ The connection cable should only be changed by Videor E. Hartig GmbH.
e |nstallation, maintenance and repair have to be carried out only by authorized service centers.
Before opening the cover disconnect the unit from mains input.
e The warranty becomes void if repairs are undertaken by unauthorized persons. Do not open the housing.
e Only use original parts and original accessories from Videor E. Hartig GmbH.

¢ Do not use strong or abrasive detergents when cleaning the dome. Use a dry cloth to clean the dome surface.
In case the dirt is hard to remove, use a mild detergent and wipe gently.

NOTE: This is a class A digital device.
This digital device can cause harmful interference in a residential area; in this case the user may be
required to take appropriate corrective action at his/her own expense.



2. Product Features

2.1 Product Introduction

The Video Server Encoder is a versatile solution that allows you to make the most of your existing analog surveillance
infrastructure. The Video Server is a standalone system with a built-in video encoder that converts an analog camera
into a full-featured IP-based system. The Video Server can be remotely accessed and controlled using a Web browser
over an Intranet or the Internet.

The Video Server’s Video Encoder makes it possible to integrate a pre-existing analog surveillance infrastructure into
a fully-functional IP surveillance system. The Video Server is an ideal choice for banks, airports, factories, govern-
ment buildings, prisons, and traffic surveillance applications - any location where surveillance equipment is already
installed and functioning.

This video server adapts Texas Instrument's (TI‘s) newest digital media processor -- the TMS320DM 365 for efficient
image operation, while also offering simultaneous triple-codec ( H.264 / MPEG-4 / MJPEG ) video compressions with
the highest resolution of Full D1, at 30 / 25 frames per second in the NTSC / PAL systems, respectively. In addition,
users based on different bandwidths can choose multi-profile video streaming at different resolutions.

The video server provides stable, reliable and convenient network surveillance. It safely downloads automatic video
codec and other components, and lets you set up the control settings very easily. It provides UPnP features as well. Its
USB interface is for basic network setting and updating. The SD card slot supports alarm and event recording and up-
dating. Furthermore, this encoder board comes with the Power over Ethernet (PoE) function, and its RS-485 interface
can be connected with all kinds of Pelco-D PTZ cameras.

Alarm handling features provide alerts in the event of loss of video or loss of network connection. Motion alarms

with configurable detection areas allow for effective surveillance and help to mitigate the need for constant human
supervision. A buffer system allows the server to capture images to the built-in SD card slot before and after an event
occurs.

We have launched this triple-codec video server for the more advanced digital surveillance solutions demanded by
our clients. We believe this unit is the right answer to your Network surveillance problems. You will find it practical,
precise and indispensable.



2.2 General Description

e 1 channel video/audio server for LAN/WAN
* Resolution 720 x 576 max.

¢ Simultaneous video streaming (H.264/MJPEG/MPEG-4)
o USB connector for configuration

e Shared access (up to 10 simultaneously)

e Up to 3 password levels

* Integral motion detection

e Audio and alarm input and outputs

e Alarm-recording (Micro SD card/SDHC)

* ONVIF conformity

e Privacy zone masking

e (Client management software included

FACTORY DEFAULT e« [P Address: 192.168.1.168
e Password: 9999




3. Description of the Front/Rear View

3.1 Front Panel

12V usB
1.25A ]
[S1C¢) LAN (PoE) ] ¢

Ol M| —===r"|0

O] @4@ ®

1. Plug Inlet: ADC 12V inlet that connects to an external power supply.
2. ETHERNET 10/100 connector:

This is a standard RJ-45 connector for 10/100 Mbps Ethernet networks. PoE (Power over Ethernet) function:
Provides power to the device via the same cable as used for the network connection.

SD indicator: The green light indicates the SD card cannot be removed.
. SD/SDHC CARD slot: This is used for updating system software and archiving / accessing critical images.
5. USB port: The user can use a USB device cable to connect the Video Server to the USB port on the PC.

3.2 Rear Panel

& | DI 1+
=] DIl 2—
=5 | DI 1+
gl | DI 2-

= | Rs-485+

RS-485—

=Bl | po-

©

RESET (D oc

®
@—

AUDIO IN: The connector is used to connect the audio output from other devices to the Video Server.
AUDIO OUT: Provides the Video Server’s audio signal to a speaker or stereo
Video in connectors: The BNC connector is used to connect to the video output from the camera.

ALARM 1/0: This is an 8-PIN connector including the DIGITAL IN/OUT and RS-485 items for connecting with
external devices.

RESET: Returns to factory default
6. POWER indicator: Indicates the power status of the unit

> on =



3.3 The DI/DO Schematic

|
AV DI+ |

:]:‘j" i I Reed Switch
DI 1- }O
Photo Relay |
_ AN DI2+ () 8

EJ7 1 } Vibration S
Ibration sensor
. Di2- I

Photo Relay ol } /
DO+ | O

_j ':_t[:j } ALARM

l
L

T 4 DO- |
Photo Relay |
485+ |
oy

1] | |

L [
L 485
y i [
RS-485 Transceivers | RS-485 Device
DI Receives signals from a reed switch, vibration sensor, or any other external security device

DO Connects to an alarm or buzzer

485+/485- Connects to an RS-485 interface for controlling auxiliary equipment such as an external camera
enclosure for pan, tilt, and zoom functionality




3.4 The USB Function

By connecting the Video Server board with a PC via the USB connector, the Video Server board can provide different
functions.

1. Insert an SD card: As a card reader

Insert an SD card into the Video Server, then connect to the PC. You might transfer files between the SD card
and the PC. Once you’ve connected your Video Server to your computer, the Windows system will detect the
connection and ask you what you want to do with your SD card.

In other words, if the user connects the Video Server with an SD card and the PC via the USB connector, the
Video Server can be used as a normal card reader.

2. Remove an SD card: As a configuring tool

By connecting the Video Server with a PC via the USB connector, you can set the Network and PPPoE functions
of the Video Server directly by your PC.

DHCP ON

USB Configuration v1.03

Title DHCP

[ =
IP Address ’_ ’_ '_ ,_ Netmask [_ [_ ’_ '_
Gateway ”: ’_ l_ ,_ DNS Server ,_ ,_ ’_ l_
HTTP Port ]

DHCP OFF (default)

USB Configuration v1.03

Title DHCP l

B
Paddess B e p o5 Memesk s s sz P
Gateway 0] o 0 0 DS Server 192 168 1 11

HTTP Port ’BIJ— Network

NOTE: After changing the settings, please click the ,,Apply” button. All of the options will be effective after
removing the USB connector.

NOTE: After the IP address has been changed, please unplug the network cable, then plug it once again to
make sure the network connection is in normal mode.



4. Installation
Please follow the instructions and the diagram below to set up the system.

NOTE: The Video Server is linked by its Video Out connection via a BNC connector to a monitor’s Video In
connection. If this connection is there, you can see some information on the monitor screen, such as
the Video Server factory default Static IP address (192.168.1.168). But the Video Server Static IP
address can only appear if there is a connection between the Video Server and another device.

If there is no such connection, the Video Server factory default Static IP address will not appear on
the monitor screen.

4.1 Connecting with a Camera

Digital or analog camera

to camera BNC connector E o

0}
©
®
=
&
&

4.2 Updating System Software

If the system software of the Video Server needs to be upgraded, please take the following steps to safely process it.

IMPORTANT: Before carrying out the following procedures, please ensure the SD card is working and the file
of the system firmware is intact

—_

Create a directory named UPGRADE (upper-case or lower-case letters are no difference) in the SD card if it does
not exist.

Copy the file of UPDATE.BIN to the UPGRADE directory.

If the Video Server is running, please power it off first.

Insert the SD CARD into the Video Server.

Remove the Ethernet cable from the RJ-45 port and then power on the Video Server.

ANl



In 5 to 10 seconds, a message reading ,,UPDATE PROCESSING” will show up on the screen on a blue back-
ground; if not, please check out steps 1 to 6 carefully or else inform your technical support while ignoring the
following steps.

7. DO NOT power off the Video Server while this update process is running until the message ,,UPDATE OK RESET
PLEASE” appears on the screen; it might take 15 to 30 seconds to appear.

8. Ifthe message ,,UPDATE NG RESET PLEASE” appears rather than ,,UPDATE OK RESET PLEASE”, please write down
the error messages shown on the screen and inform your technical support, while ignoring the following steps.

9.  Power off the Video Server when this update process is finished, then remove the SD card from the Video Server.

10. Reconnect the Ethernet cable to the RJ-45 port if necessary.

11. Power ON the Video Server and it will work normally if the entire update procedure goes correctly.

12. Verify the version of the system software.

WARNING:

1. Steps 1 to 3 have to be done on a PC.

2. Make sure the file of UPDATE.BIN is a correct one in step 3, or the VIDEO SERVER will not work normally
after being updated.

3. If the power of the VIDEO SERVER is suddenly lost in step 8, please remove the SD card first and turn on
the VIDEO SERVER next to test its operation. If the VIDEO SERVER remains working normally, please go
back to step 4; otherwise, please inform your technical support.

4. Instep 10, if the SD card is not removed and the Video Server does not get online as well, the updating
process must be repeated again after rebooting the Video Server.

5. Make sure that the SD card is inserted in a correct position in step 5, or the Video Server will suffer
permanent physical damage.

6. If the message ,,CSUM ERROR” appears in step 8, it implies a problem in the file of UPDATE.BIN.

7. Don’tinterrupt the process while the unit is updating itself; proceed with an SD card not including any

system software of the unit, or else the unit will crash.

5. Network Configuration

5.1 Cable Connections

Please follow the instructions below to connect your Video Server to a computer or a network and to choose a proper
RJ-45 cable configuration for connections.

Physical specification of RJ-45 cable for Ethernet

Wire Type Cat.5
Connector Type RJ-45
Max. Cable Length 100m
Hub Wiring Configuration Straight Through
PC Wiring Configuration Straight Through




5.2 Gonfigure your Video Server Network Settings

Upon connecting with the network hardware, you need to activate the network function and configure the proper
network settings of the Video Server.

5.2.1 Enable DHCP Function

The user can use the USB function (refer to section 3.4) or the Internet Explorer (refer to section 6.1.3.3) to enable the
DHCP function.

Image Network System Application Storage Status

Netmack NETWORK SETUP

Enable DHCP
IP address
Subnet mask
Default Gateway
Primary DNS
[¥] Enable UPnP presentation
[] Enable UPnP port forwarding
Forwarding Port Test

Forewarding Status UPnP : Forwarding is inactive




5.2.2 Set IP Address

You need to set an IP address for the unit if the LAN unit isn’t connected to a DHCP server. Otherwise, please follow
the instructions given below:

Set the IP, MASK and GATEWAY. The following is a sample setting.

IP: 192.168.1.X

MASK: 255.255.255.0

GATEWAY: 0.0.0.0

NOTE: When only one unit of the Video Server is connected to a computer or LAN, you can freely assign
an IP address for the Video Server. For example, there are a range of Video Server IP addresses from
192.168.1.1 to 192.168.1.255. You can pick one for use from the range of the IP. It’s not necessary
to set MASK and GATEWAY; leave the settings as default.
When a Video Server is connected to a WAN, you must acquire a unique, permanent IP address and
correctly configure the MASK and GATEWAY settings according to your network architecture.
If you have any questions regarding those settings, please contact a qualified MIS professional or
your ISP.

NOTE: When connecting to a network, each connected Video Server must be assigned a unique IP, which

must be in the same class type as your network address. IP addresses are written as four sets of
numbers separated by periods; for example, 192.168.1.1 Therefore, if the connected network is
identified as Class C, for example, the first three sets of numbers of the Video Server IP address must
be the same as the network address. If the connected network is identified as Class B, the first two
sets of numbers of the Video Server IP address must be the same as the network address. If you have
any questions regarding these settings, please contact a qualified MIS professional or your ISP.



5.3 TGP/IP Communication Software

Follow the instructions below to install the TCP/IP communication program into your computer.
1. Click Start, and then click Control panel.

user

Internet

Intermet Explorer
E-mail

Microsoft Outlook

" SN Expiorer

‘a Windaws Messenger
ﬂ Windows Update
:@ Tour Windows XP

&
qﬁk Windows Movie Maker

ﬁ Files and Settings Transfer
D Wizard

Alprograms [

E

Qmmmmem:

|3 My Recent Documents
| %) My Pictures
B

548y Computer

@ Set Program Access and
Defauts

Qm;mmgg
Q) tielo and Support
D search
77 Run...

B @

2. Double click the Network Connection icon to enter the windows.

B Control Panel

Bl ot

Wew Fgvorkes Tools Help

Q Q[ POsesch [rokes [

Aderess | B Control Panel

& X D @ B
il TR il <~
& Ed e P =
Folder Options Fonts. le-::m m Keyboard
16 L 4 5

Netweorl

Connection:

ro

2 9 9 & B
Secwrity  Sounds and Speech System

Tasks Center Audio Devices
rA

@ ¢

windows ‘Wirelass Link Wireless

Firewall Metwork Set...

B«

Date and Time

>

% ¢ i

Regional and  Scanners and
Language ...  Cameras

& 8

Taskbar and  User Accounts
Start Menu




3. Right-click your network connection, and then click Properties.

" Network Connections ‘-—"_Fg|

Fle Edt Wiew Favores Took Advanced Help ]

Qe - @ (T POseach [ rodes [T

Address | &, Network Connections

v Be
Netwark Tasks

[E] createanew
connection

9 Set up ahome or smal

™ office network

@ Change Windows
Firewal settings

&% Disable this netwark
device

9, Repar this connection
&) Rename this connection

© View status of this
connection

. (Change settings of this

connection

Other Places

[ control Panel
&ty Network Places
() My Documents
W My Computer

Details

Local Area Connection

4. On the General tab, check if the Internet Protocol (TCP/IP) is included in the list. If the TCP/IP is included, please
process section 5.5. If it is not included, please follow section 5.4 to install the TCP/IP.

- Local Area Connection Properties

General | Authentication | Advanced

Connect using:
}- 535 900 PCI Fodt Ethemet Adepler | [ Cortiae |

This cgrnection uses the lollowing items:
Client for Microsoft Networks
¥ J=IFile and Printer Sharing for Microsolt Networks
¥l 481005 Packet S:hedxkr
2 T

| (P

Description

Transmission Contrel Protocol/intemet Protocol. The default
wade area network protocol that provides communication
acioss diverse interconnected networks.

[#] Shows icon in notification area when connected
[¥] Notify me when this connection has limited o no connectivity




5.4 TCP/IP Installation

0On the General tab of the Connection Properties, under , This connection uses the following items”, click Internet

Protocol (TCP/IP). Then click Install. Select Protocol from the network component type then click Add.
Select Microsoft TCP/IP from the network protocol then click OK.

- Local Area Connection Properties.

1. Select , TCP/IP”
2. Click ,Install”
3. Select ,,Protocol”

General | Authentication | Advanced |
Connect using.
B 55 300 PCI Fast Ethemat Adapter

This cgnnection uses the folowing items:

{1 & Fie and Printer Sharing for Microsoft Natviorks

R Click the type of network. component you want to instalt
] 4= Intemet Protocol (TCPAP) || 1, 1B Cliert
I‘&‘F’tm:n\ I 3
m 2‘ Description
A protocol is  lnguage your compuler usss to
Aloves othes COMPUAers 10 SCCH5S MB3OWICES 0N YOUT
i o Micacaolt ik commuricate with other computers.

Shogs icon in natfication siea when connecled

Nt e o bt st :4 =

Select Network Protocol

= Click the Network Pratocol that you want bo install. then click OK. If you have
¥ aninstalation disk for this companent, click Have Disk.

4. Click ,Add”
5. Select , TCP/IP”
6. Click ,0K”

T oo
Tel me whw diiver signing iz mportant -

Cancel

Click Close to return to the Network Gonnections window.



5.5 TCP/IP Configuration Setting

Click Start —> Control Panel —> Network Connections
Select Internet Protocol (TCP/IP), and then click Properties.

Before processing the Video Server installation in a WAN, please make sure the Internet connection works properly.
If not, please contact your ISP provider.

4 Local Area Connection Properties Internet Protocol (TCP/IP) Properties (]3]
General | Authentication | Advanced Genessl | Abemate Configurstion
Connect using You can get IP settings assigned automatically f your network supports
this capabity. Otherwise, you need to ask your network administiator for
BB SIS 900 PCl Fast Ethemet Adapter [_Conbgue... the appropriate IP settings
This cannection uses the following tems: (®{lbtain an IF address sulomahicalyl
| B4 Clier for Mictosolt Networks O Use the following IP address:
1 = File and Printer Sharing for Miciosoft Networks

] =005 Packet Scheduler

Inteanet Protocol TCP/IP)

TN

Description () Obtain DNS server address automaticaly

Transmission Control Protocol/Intemet Protocol. The default @ Usg the following DNS server addresses:

wids K protocol that provid i

actoss divesse interconnected networks. Preferred DNS server: B85 .1 .1

ate DNS
[ Shos icon in notification area when comected £Namali DNS eerver

Notify me when this cornection has limited or no connectivity

If you are using a DHCP server, please select Obtain an IP address automatically. Any assigned IP address for
the connected Video Servers must be in the same class type as the server. If there is no DHCP server, please select
specify an IP address, enter the IP address, subnet mask and default gateway of your choosing of your PC.

This IP address must be different from other network IP devices but in the same class type.

NOTE: The IP address of a Video Server in a network must be unique to itself as opposed to those of the
other chosen PCs, but in the same class type.



5.6 Gonnection Testing

With the previous settings, follow the instructions below to ensure whether you have established the connection
successfully.

1. Click Start —> All Programs —> Accessories —> Command Prompt

é Internet

L

‘3 Windows Messenger
‘“‘ Paint

% Windows Update
@ Tour Windows XP

I
¥

“‘k Windows Movie Make]

| G Acci

] New Office Document
& Open Office Document
@& Set Program Access and Defaults
w Windows Catalog

% windows Update

% Windows Live Call Beta

i) Asus Chiival
) Asus Hotkey
) Eset

) Games

0 1zar

£ Microsoft Office Tools
.’j Si5 MB50_651_650_740
@ stertup

& Internet Explorer

o Remote Assistance

@ windows Media Player
B windows Messenger
£ K-Lite Codec Pack

) Accessibility

vl @) Communications
vl &) Enkertainment
vl /) System Tools
|\ AddressBook

rll E Calculator

v Command Prompt
| B Wotepad
Yl ¥ Paint

@) Program Compatibiity Wizard
€9 Synchronize

& Tour Windows XP

L Windows Explorer

vl B Windows Movie Maker

n:ummand prompt || B0 Skype vl @ wordesd
) windows Live »

All Pragrams B Adobe Reader 9

Log Off @ Turn Off Computer

4 start 2 €%

2. Enter ping XXX.XXX.XXX.XXX (the Video Server’s IP address), then enter. (See the sample screen below).
**This is the IP address for a Video Server that is assigned for the connected Video Server.

Command Prompt




If you receive a response as in the sample screen below, the connection hasn’t been successfully established.
Please re-check all the hardware and software installation by repeating sections 5.4 to 5.5.
If you still can’t establish the connection after re-checking, please contact your dealer.

Command Prompt E |

~>ping |192.168.1.168

bytes of data:

» Lost

If you receive a response as in the sample screen below, you have successfully made the connection.

Command Prompt HE

erdping] 192.168.1.168
Pinging 192.168.1.168 with 32

y £rom
Reply from

Ping statisti




6. Operating Instructions for Image Software and Network

Two choices of software are available for linking up with the Video Server: (1) the Microsoft Internet Explorer; and (2)
the Video Server viewer software, a network browser in a PC which provides the functions of monitoring remote zones
or watching recorded data through the TGP/IP protocol.

The details are listed as follows:

RJ-45 PIN configuration for Ethernet

PIN NO. PIN Assignment

TX + RJ-45 socket
-
RX + 12345678

Not Connected

Not Connected
RX -

Not Connected

I INIS AR WM

Not Connected

Physical specification for Ethernet

Wire Type Cat.5
Connector Type RJ-45
Max. Cable Length 100m
Hub Wiring Configuration Straight Through or Cross Over
PC Wiring Configuration Straight Through or Cross Over
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6.1 Microsoft Internet Explorer

6.1.1 Connecting the Video Server

. Start up the Microsoft Internet Explorer, and then follow the steps below to connect the Video Server.

. Click the URL block at the top of the window.

. Enter the URL address of the Video Server into the URL block and press the ,,Enter” button to enter the home page.
. Now the page headlined ,,Enter Network Password” will appear.

. Enter the ,,User Name” and ,,Password” in the appropriate spaces.

. Click the ,,0K” button to set your entries, and automatically exit the page.

D o1~ W N =

NOTE: The default ,,User Name” and ,,Password” are admin and 9999 respectively.

NOTE: The page headlined ,,Enter Network Password” is shown below. Please enter the user name and
password of the Video Server when you see it. If either the user name or the password is incorrect,
please check the input data and rectify it if and as necessary.

NOTE: Once authorized successfully, the login page will not appear again until you close the window and
reconnect it.

NOTE: The initial sequence of proceeding is to type in your IP address and click the ,,Enter” button to access
the home page. If and when you revise or change data in the ,,SYSTEM USERS” page, the sequence will
alter to initially show the ,,Enter Network Password” page.

Connect to 192.168.0.92

o
K |

NETWORK
User name: 4] v
Password:

[CIRemember my password
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6.1.2 Live Video

The Live Video from the Video Server is displayed on the home page when your PC is online with the Video Server.
There are also additional settings provided on the home page. The AJAX (default) and the ActiveX viewer types display
different display formats on their home page.

The AJAX viewer type: Non-IE browsers support (for the JPEG mode only)

Video Server Live Video | Satup | Help | Logout

Profile-2(720x480) ¥ £ @0

Y/ = /20l uf 4/ 2y

e (lick |rrofile-1(a40x480) »| to change the pairs of resolution and quality which you already arranged in the
»Audio and Video” setting page (for the JPEG mode).

=3

g,

. SD card icon: Check if the SD card is inserted or not. When an SD card is inserted, the icon becomes red
] " Motion-on icon: When there is a detection of motion, the icon will appear in the upper right corner to warn the

user. When the motion detection is triggered, the icon will blink red .

o @ status Recording on icon: The icon will appear on the upper right corner. When the recording is triggered, the
icon will become red @ and record the images into the inserted SD card.

. "‘ Alarm on-icon: When there is a detection of external devices such as a sensor, the icon will appear on the
upper right corner to warn the user. When an alarm is triggered, the icon will blink red "‘

. '?' Alarm on-icon: When there is a detection of external devices such as a sensor, the icon will appear on the
upper right corner to warn the user. When an alarm is triggered, the icon will blink red 'r
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The ActiveX viewer type:

You can select from the available thumbnails for your option of taking a Snapshot, setting the Storage Folder, selecting
the Full Screen mode, Recording, Listen, Talk, and Zoom.

"Video Server Live Video | Satup | Halp | LOGoUY

o ] 0 [ o0 [§) ) @ e s+ @ F @ P

S/ GlFAINRY]

A PRy

e Snapshot: Click on the @ button to take a snapshot. The icon will change to a blue colour @ while working
effectively.

o Set Storage Path: Click on the @ button to set a storage folder for saving the snapshot and the video clips.

e Full Screen: Click on the button to enter the full screen mode. The icon will change to a blue colour
while working effectively.

e Record switch: Click on the @ button to record a video clip. The icon will change to a blue colour E] while
working effectively.

* Audio switch: Click on the @ button to start/stop the audio-in function (listen/stop listening). The icon will
change to a blue colour M while working effectively.

o Talk switch: Click on the @ button to start/stop the audio out function (talk/stop talking). The icon will change
to a blue colour @ while working effectively.

e Digital output: Click on the button to start/stop digital output. The icon will change to a blue colour
while working effectively.

e Zoom: Click on the button to bring a popup ,,Zoom” window. The icon will change to a blue colour
while working effectively. Move the scrollbar ,,square” right or left to zoom in or zoom out the Live View, and the
red ,Active Frame” will be narrowed down or enlarged. You can drag the ,,Active Frame” to the desired position to
see the detail of the live image.
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e Live Video: Click to go back to the device’s homepage.
o Setup: Click to proceed to the advanced settings.
e Logout: Click to close the window.

6.1.3 Setup

Click on the Setup button on the home page to proceed to the advanced settings.

6.1.3.1 Setup Wizard

To quickly configure your Video Server, click Wizard on the top of the Setup pages.

This wizard will guide you through a step-by-step process to configure your new Video Server and connect the Video
Server to the Internet.

Video Server

Walcome to setup wizard - intemet connaction setup . _
This wizard will guide you through a step-by-step process to configure your new Camera and connect the camera to

the internet. To set-up your camera motion detection settings, please click the Back button to close this wizard and re-
open the motion detection setup wizard.

Step 1: Setup LAM Settings
Step 2: Setup Internet Settings
Step 3: Setup DDNS Settings
Step 4: Camera Name Settings
Step 5: Setup Time Zone

Click Next to continue.
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Step 1:

Step 10 Setup LAN Settings

Please select whether your camera will connect to the Internet with a DHCP connection or Static IP address. If your
camera is connected to a router, or you are unsure which settings to pick, it is recommended that you keep the default
selection of the DHCP connection. Otherwise, click on the Static IP address to manually assign an IP address before
clicking on the Next button.

[¥] Enable DHCP
IP address |
Subnet mask | i

Default Gateway i_

Primary DNS |

The Video Server default setting is DHCP On. Use the DHCP protocol if the DHCP server is working in the LAN. The
Video Server will obtain an IP address automatically from the DHCP server. Or you can turn the DHCP Off to build the
Video Server working environment with a static IP address. The default static IP is 192.168.1.168. You can set an IP
address for the Video Server if the LAN unit isn’t connected to a DHCP server.

If your Internet Service Provider has provided you with connection settings, or you wish to set a static address within
your home network, enter the accurate information for your static IP setting.

Click Next to continue.

Step 2

Step 2 Setup Internet Settings
Please enter your ISP Username and Password in the case that your ISP is using PPPoE and then click on the Next
button. Please contact your ISP if you do not know your Username and Password.

CJEnable PPPoE

User Name |
(e.g. B54321@hinet.net)

Password |

If you are using PPPoE, select Enable and enter your user name and password, otherwise select
Disable and click Next to continue.
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Step 3:

sy it

eo Server
Step 3: Setup DDNS Settings

if vou have a Dynamic DNS account and would like the camera to update your IP address automatically, enable DDNS
and enter in your host information below. Please click on the Next button to continue

Enable DDNS [

Server Address \r_:_i <<

Host Name | \

User Name ‘

Password |
Verify Password ‘

Timeout [24 | (hours)

If you have a Dynamic DNS account and would like the Video Server to update your IP address automatically, select
Enable and enter your host information.

Click Next to continue.

Step 4:

Video Server

Step 4: Camera MName Settings
It Is recommended that you rename your camera for easy accessiblity. You can then Identify and connect to your
camera via this name. Please assign a name of your choice before clicking on the Next button.

IP Camera Name Video Sewver

Enter a name for your Video Server and click Next to continue.

Step 5:

Video Server

Step 5: Setup Time Zone

Please configure the correct time to ensure that all events are triggered, captured and scheduled at the correct time
and day and then click on the Next button.

Time Zone | (GMT+08:00) Taipei v
Enable Daylight Saving []

Configure the correct time to ensure that all events will be triggered, captured and scheduled at the right time.
Click Next to continue.
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Step 6:

Step 6: Setup complete

Below is a summary of your camera settings. Click on the Back button to review or modify settings or click on the Apply|

hutton if all settings are correct. It is recommended you note down these settings in order to access your camera on
the netwaork or via your web browser.

1P Address DHCP

IP Camara Name Video Server

Time Zone (GMT+08:00) Taipei
DDNS Disable

PPPOE Disable

If you have selected DHCP, you will see a summary of your Video Server’s settings. Please note down all this
information as you will need it for accessing your Video Server within the network.

Click Apply to save your settings.
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6.1.3.2 Change Video Setting

Please follow the steps below to change the video setting through the network as necessary. A preview of the image
will be shown in the window of Live Video. Click Submit to activate and save your changes.

¢ The Image Setup setting page

1. Click on the Image button to enter the image-setting page.

Image Network System Application Storage Status

Image IMAGE SETUP
wdio and Video

Privacy Mask Viewer Type

oagout O Aax

® ActiveX

Mirror Oon ®off
Flip Oon @ Ooff
Brightnass 128 »
Contrast 128 v
Saturation 128
Reset Default
Camera Name Video Server maximum 30 characters

[JEnable 0SD
Timestamp Label

Timestamp Location

maximurn 30 chatacters

Adjust the ,,Viewer Type”. Click to choose the viewer type of the ,AJAX” or ,ActiveX” mode.

Adjust the ,Image Settings”, including ,,Mirror”, ,Flip”, ,Brightness”, ,Contrast” and ,Saturation” as necessary.
Adjust the "Device Settings” including ,Video Server Name” and ,, Timestamp”.

e (lick ,Enable 0SD” to checkmark the box and activate the function.

o Enter the , Timestamp Color, you have chosen.

o Enter the , Timestamp Location,, you have chosen.

e Enter the , Timestamp Format, you have chosen.

Click on the Submit button to submit the new image setting.
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Description of function keys:

Mirror The mirror stores the images reflected by it so it can be used for surveillance or to simply
take your own picture.

Flip To flip the image 180 degrees.

Brightness An adjustable setting to compensate for backlight scenes

Contrast The measurement for colour intensity/strength.

Saturation

This setting controls the strength of colours from black and white to bold colours.

Timestamp Location

Click to open the list of four location modes to choose from: ,UPPER LEFT”, ,UPPER
RIGHT”, ,BOTTOM LEFT”, and ,,BOTTOM RIGHT”.

Timestamp Format

Click to open the list of six format modes to choose from: ,YYYY/MM/DD”, ,MM/DD/
YYYY”, ,DD/MM/YYYY”, ,YYYY/MM/DD TITLE”, ,MM/DD/YYYY TITLE”, ,DD/MM/YY TITLE”,
»TITLE YYYY/MM/DD”, , TITLE MM/DD/YYYY” and ,, TITLE DD/MM/YY”.

Submit

Click to set.
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¢ The Audio and Video setting page

1. Click on the Audio and Video button to enter the Audio and video page to set the details of the device.
You may configure video profiles with different settings for your Video Server. Hence, you may setup different
profiles for your computer and mobile displays. In addition, you may also configure your audio setup for your
Video Server.

Click Submit to activate and save your changes.

Image Network System Application Storage Status
ZETHENEE UDIO AND VIDEO
Audio and Video
Made (N
RO Frame size 352,240 v
Intra Frame Period 1 8
Maximum frame rate 30>
Video quality
Constant bit rate (9]
Fixed quality ® |High ~
Mode JPEG (v
Frame size 3524240 ¥
Maximum frame rate 30 &
Video quality High v
Mode MPEG4 ~
Frame size 352x240 ¥
Intra Frame Period 18
Maximum frame rate 30 v
Video quality
Constant bit rate (@]
Fixed quality @® | High -
Encoding G711 ¥
Audio Mechanism Setting
@ audio micgain 20dB '~
O Line IN
[¥] Enable audio out
Audio out volume level [10 v

2. Setthe ,Mode”, ,Frame size”, ,Maximum frame rate” and ,Video quality” of the Video Profiles as necessary.

3. Set the details of the audio functions.

4. Click on the Submit button to submit the new setting.
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Description of function keys:

Mode Choose the video format from ,,JPEG”, ,MPEG4” or “H.264". It can JPEG, MPEG4 or
H.264. In JPEG mode, the video frames are independent. However, MPEG4 / H.264
consumes much less network bandwidth than JPEG.

Frame size This option allows the user to choose the video resolution of the Video Server between

,120x576”, ,352x288” and ,,176x144”.

Maximum frame rate

Click on the drop-down list to choose the frame rates of ,,30FPS” (PAL: ,,25FPS”),
»15FPS” and ,7FPS”, ,4FPS” and ,1FPS”.

Video quality

Selects the image quality level of JPEG images captured from Highest, High, Medium,
Low and Lowest.

Selects the image quality level of MPEG4 or H.264 images captured from ,Constant
bit” (4M, 2M, 1M, 512K, 256K, 200K, 128K and 64K) or ,Fixed Quality” (Highest, High,
Medium, Low and Lowest).

Intra Frame Period

In the H.264 or MPEG4 mode, if there is little motion and most of the video content does
not change from frame to frame, the H.264/MPEG4 encoding can compress the video by
the intra-frame method to keep the quality from loss.

You can set the desired time period to use intra-frame compression.

Audio Settings

You can use the option to switch the external microphone on/off or adjust the volume.

Encoding

Click on the drop-down list to choose the audio encoding of ,,G.711” and ,,G.726".
G.726 offers quality nearly identical to G.711, but it uses only half the bandwidth.

Enable audio out

Check to activate this function. Then set the Audio out volume level.

¢ The Privacy Mask setting page

Click on the Privacy Mask button to enter the Privacy Mask Area setting page. Mask 3 privacy area(s) on video to
specify up to the area(s) on the Video Server‘s image to be blocked/excluded from recordings and snapshots.

Image

Network

PRIVACY MASK AREA OF VIDEO SETTING
Audio and Yideo

Privacy Mask

Privacy mask-mask 3 privacy area(s) on video
Click the right mouse button on the video
control to show the popmenu

Press the left mouse button , drag and drop to
set the privacy area

Privacy area can be enabled or disabled.

After you finish all privacy mask settings, click
the Save button.
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Click the right mouse button on the video control to show the pop-menu.
Press the left mouse button, drag and drop to set the privacy area.
Privacy area can be enabled or disabled.

After you finish all privacy mask settings, click the Submit button.

H e

6.1.3.3 Change the Network Settings
Please follow the steps below to change the network settings through the network as necessary.
¢ Set the network options and IP address.

1. Click on the Network button in the home page to enter the Network Setup page.

Image Network System Application Storage Status

Hetwork NETWORK SETUP

Enable DHCP
IP address

Subnet mask

Default Gateway
Primary DNS [
Enable UPnP presentation
] Enable UPnP port forwarding
Forwarding Port
Forewarding Status UPnP - Forwarding is inactive
- /

2. The accessible networks here are the ,PPPoE”, ,Port Detail”, , Traffic”, ,Dynamic DNS”, ,HTTPS” and
"Access List”.

Set the details of the ,,LAN Settings” for your local area network as necessary.
Click on the Submit button to submit the new network setting.
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Description of function keys:

DHCP If you have a DHCP server running on your network and would like a dynamic IP address
to be updated to your Video Server automatically.

DNS The Domain Name System is an Internet service that translates domain names into IP
addresses (e.g., 192.168.0.20).
The address can be obtained from your ISP or network gateway.

Enable UPnP Enable this setting to allow your Video Server to be configured as an UPnP device in your
Presentation network.

Enable UPnP port Enable this setting to allow the Video Server to add port forwarding entries into the router
forwarding automatically on a UPnP capable network.

¢ Change the Network Settings — PPPoE

The ,,Network” page has, on its upper left, the ,,PPPOE” icon.
Please follow the steps below to change the PPPOE settings through the network as necessary.

1. Click on the PPPoE button on the upper left menu to enter the ,PPPoE Settings” page.

Network System Application Storage Status

etwork PPPoE

O Enable @ Disable
User Name
Password

Confirm password

Activate the ,Enable” or ,Disable” status of the PPPoE Settings function. Click your choices to enable.
Enter the PPPoE ,,Username” and the PPPoE ,,Password”, then confirm the password again.

4.  Click on the Submit button to submit the new setting.
NOTE: Please refer to section 6.1.3.8 (PPPoE & DDNS) for more details.
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Description of function keys:

PPPoE Setting If you use the Video Server to connect directly to the Internet, you will need to enter the
username and password, which were given to you when you set up your account with
your Internet Service Provider. If the Video Server is behind a router or a gateway, you do
not need to configure this setting.

Username Enter in the given space.

Password Enter in the required space.

e Change the Network Settings — Port Detail

The ,,Network” page has, on its upper left, the ,,Port Detail” icon. It allows you to specify and reserve the ports for
both the HTTP and RSTP streaming.
Please follow the steps below to change the Port Detail setting through the network as necessary.

1. Click on the Port Detail button on the upper left menu to enter the ,Port Detail” page.

Enter the ,,
Enter the ,,
Enter the ,,

Al AN

Image Network System Application Storage Status
PPPOE

HTTP port 80
Access name for stream1 videol mjpg
Access name for stream2 video2 mjpg

Access name for stream3 \videod.mjpg

HTTPS port 443

RTSP port 554
Access name for stream1 |livel sdp
Access name for stream?2 | live2. sdp

Access name for stream3 live3 sdp

HTTP port” and the ,Access name for stream” for the MJPEG streams of the HTTP.
HTTP port”. The default value is 443.
RSTP port” and the ,Access name for stream” for the MJPEG or JPEG streams of the RSTP.

Click on the Submit button to submit the new setting.

NOTE: If you want to use an RTSP player to access the Video Server, you have to use the following RTSP URL
command to request transmission of the streaming data.
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Description of function keys:

HTTP Port HTTP ports allow you to connect to the Video Server via a standard web browser. This
port can be set to a number other than the default HTTP port 80. A corresponding port
must be opened on the router. For example, if the port is changed to 8080, users must
type in the web browser ,http://192.168.0.100:8080° instead of ,http://192.168.0.100°".

HTTPS Port HTTPS Port in a Video Server connects it with a PC via a secure web browser.

RTSP Port The port number that you use for RTSP streaming to mobile devices, such as mobile
phones or PDAs. You may specify the address of a particular stream. For instance, livel.
sdp can be accessed at rtsp://x.x.x.x/video1.sdp where the x.x.x.x represents the IP
address of your Video Server.

NOTE: Using a RSTP player to view the video streams To view the MPEG4 streaming media by using RTSP
players, you can use the players that support RTSP streaming, such as Quick Time Player, Real Player,
and so on.

(1) Launch the RTSP player.
(2) Choose ,File”, and an ,,0pen URL” dialog box will pop up.

(3) Enter an Internet URL to open. The address format is rtsp://<ip address>:<rtsp port>/<RTSP streaming
access name for stream1, stream2 or stream3>

(4) The live video will be displayed in your player.

¢ Change the Network Settings — Network Traffic

The ,,Network” page has, on its upper left, the , Traffic” icon. Specifying the maximum download/upload bandwidth for
each socket is useful when connecting your device to a busy or heavily loaded network.
Please follow the steps below to change the setting through the network as necessary.

1. Click on the Traffic button on the upper left menu to enter the , Traffic” page.

| Network System

Application Storage Status

|
i TRAFFIC

PPOE

i
XL DEtal Maximum Upload Bandwidth: |0 Kilo Bytes Per Second

Maximurn Download Bandwidth: |0 Kilo Bytes Per Second
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2.  Enter the ,Maximum Upload Bandwidth” and the ,Maximum Download Bandwidth”.
3. Click on the Submit button to submit the new setting.

Description of function keys:

Maximum Upload Enter in the given space from a range of 0 to 102400.
Bandwidth

Maximum Download | Enter in the required space from a range of 0 to 102400.
Bandwidth

Submit Click to set.

¢ Change the Network Settings — DDNS

The DDNS (Dynamic Domain Name Server) will hold a DNS host name and synchronize the public IP address of the
modem when it has been modified. The user name and password are required when using the DDNS service. The
.Network” page has, on its upper left, the ,DDNS” icon. Please follow the steps below to change the DDNS setting
through the network as necessary.

1. Click on the Dynamic DNS button on the upper left menu to enter the ,Dynamic DNS” page.

Network System Application Storage Status

DYNAMIC DNS

Enable DDNS (]
Server Address <<

Dynamic DS
HTTPS

Host Name

Access List User Name

ogout Passward
Verify Password

Timeout (hours)
Status none

Click ,,Enable DDNS” to checkmark the box and activate the function.

Fill in your dynamic ,,Server Address”, ,,Host Name”, ,,User Name”, ,Password”, ,Verify Password”, , Timeout”,
,IP Address” and ,,Email Address”.

4.  Click on the Submit button to submit the new setting.

NOTE: Please refer to section 6.1.3.8 (PPPoE & DDNS) for more details.
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Description of function keys:

Enable DDNS Function | Checkmark to activate the function

DNS The Domain Name System is an Internet service that translates domain names into
IP addresses (e.g. 192.168.0.20). The address can be obtained from your ISP or network
gateway.

Server Address: Select your Dynamic DNS provider from the pull down menu or enter the server address
manually.

Host Name Enter the host name of the DDNS server.

User name Enter your user name or e-mail used to connect to the DDNS.

Password Enter your password used to connect to the DDNS server.

Verify Password

Enter your password again to connect to the DDNS server.

Timeout

Enter the DNS Timeout values for registering the IP address.

Status

Indicate the connection status, automatically determined by the system.

¢ Change the Network Settings — HTTPS

The ,Network” page has, on its upper left, the ,HTTPS” icon. Please follow the steps below to change the HTTPS
setting through the network as necessary.

1. Click on the HTTPS button on the upper left menu to enter the ,HTTPS Setting” page.

System Status

Application

Storage

HTTPS
[J Enable secure HTTPS connection

Create cenificate settings
@ Creale self-signed cenificale automatically
O Create self-signed certificate manually
© Create cerificate request and install

Create cemﬁca!e'
Statug No ingtalled

Mark the ,Enable HTTPS secure connection” to activate the function.

Click to select the ,,Create certificate method” from ,,Create self-signed certificate automatically”, ,Create
self-signed certificate manually” and ,,Create certificate request and install”.

4.  Click ,Create” to save the create certificate settings.
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The Certification Information will show below.

Click ,,CSR Property” to see the Certificate Signing Request information.
Click ,Certificate Property” to see the Certificate information.

Click ,,Remove” to remove the created certificate.

Click on the Submit button to submit the new setting.

© ® N oo

NOTE: The certificate cannot be removed while the HTTPS is still enabled. To remove the certificate you must
first uncheck Enable HTTPS secure connection.

Methods of creating and installing the certificate:

1.  Create self-signed certificate automatically

Before using HTTPS for communication with the IP Video Server, a Create self-signed certificate automatically:
(1)  Enable HTTPS secure connection.

(2) Select the ,Create self-signed certificate automatically” option.

(3) Click the Create button.

(4) The new Certification Information will show in the third column on the HTTPS setting page.

()

5) Click Home to return to the main page. Change the address from ,http://” to ,https:/,, in the address bar and
press Enter on your keyboard. Some Security Alert dialogs will pop up. Click OK or Yes to enable HTTPS.

N

2. Create self-signed certificate manually
Enable HTTPS secure connection.

(1)

(2) Click ,Create self-signed certificate manually” to open the Create certificate column.

(3) Click the Create button.

(4) The new Certification Information will show in the third column on the HTTPS setting page.

3. Create certificate request and install

(1) Enable HTTPS secure connection.

(2) Click ,Create self-signed certificate automatically” to open the Create certificate column.

(3) Click the Create button.

(4) If you see an Information bar, click OK and click on the Information bar at the top of the page to allow pop-ups.
(5) The pop-up windows will show a certificate request.

(6) Look for a trusted certificate authority that issues digital certificates. Enroll the Video Server. Wait for the

certificate authority to issue a SSL certificate; click ,,Browse...” to search for the issued certificate, then click
»Upload” on the Create certificate column.

(7) The new Certification Information will show in the third column on the HTTPS setting page.
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¢ Change the Network Settings — Access List

The ,Network” page has, on its upper left, the ,Access List” icon. Please follow the steps below to change
the Access List setting through the network as necessary.
1. Click on the Access List button on the upper left menu to enter the ,Access List” page.

Network Application Storage

ACCESS LIST

Start IP address

End IP address
Delete allow list b Delete
Access List
TP <t P sdiress
End IP address
Delete deny list b Delete
. i

2. Fillin the ,Start IP address”, ,,End IP address” and ,Delete allow list” details of the ,Allow List”.
Press the ,,Add” button to add or press ,Delete” to erase it.

3. Fillinthe ,Start IP address”, ,,End IP address” and ,,Delete deny list” details of the ,Deny List”.
Press the ,,Add” button to add or press ,Delete” to erase it.

4.  Click on the Submit button to submit the new setting.

Description of function keys:

Allow List

Start IP Address The starting IP Address of the devices (such as a computer) which have permission to
access the video of the Video Server.

End IP Address The ending IP Address of the devices (such as a computer) which have permission to
access the video of the Video Server.

Delete Allow List Remove the customized setting from the Permission List.

Deny List

Start IP Address The starting IP Address of the devices (such as a computer) which don’t have permission
to access the video of the Video Server.

End IP Address The ending IP Address of the devices (such as a computer) which don’t have permission
to access the video of the Video Server.

Delete Deny List Remove the customized setting from the Permission List.
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NOTE: If there are any conflicts between the range of the Allow List and the range of the Deny List, the
Access List within the range of the Deny List has the higher priority over the range of the Allow List.

For example, the range of the Allow List is set from 1.1.1.0 to 192.255.255.255 and the range of the

Deny List is set from 1.1.1.0 to 170.255.255.255. Only users with IPs located between 171.0.0.0 and
192.255.255.255 can access the Video Server.

6.1.3.4 Change the System Settings

Please follow the steps below to change the date and time of the system settings through the network as necessary.

¢ Set the Time and Date of the system

1. Click on the System button to enter the , Time And Date” page (default). From this section, you may
automatically or manually configure, update and maintain the internal system clock for your Video Server.

Network System Application

Storage Status

porade Firmware

ogout

TIME AND DATE

Time Zone | (GMT+08:00) Taipei
Time Format | YYYY/MM/OD ~
[ Enable Daylight Saving
Auto Daylight Saving
Set dats and time manually
Offset
Month Week Day of week Hour
Start time

End time

[1 Synchronize with NTP Server
NTP Server

[ Set date and time manually

Year Manth Day

Hour Minute Second

Minutes

To set the Time Configuration, please select your time zone from the drop-down menu. Select this to enable the

daylight saving time. Then Select "Auto Daylight Saving” or ,Set date and time manually”.

address of the NTP Server.

To set the Automatic Time Configuration, please checkmark ,Synchronize with NTP Server” and enter the

To set the Date and Time Manually, please checkmark ,Set date and time manually”.

Press ,Copy Your Computer’s Time Settings” as necessary to synchronize the time information from your PC, or
just manually set the date and time from the drop-down lists.

Click on the Submit button to submit the new Date and Time settings.
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Description of function keys:

Time Zone Select your time zone from the drop-down menu.

Enable Daylight Select this to enable the daylight saving time.

Saving

Auto Daylight Saving | Select this option so that your Video Server will configure the Daylight Saving setting

automatically.

Set date and time

Select this option so that you may configure the Daylight Saving date and time manually.

manually

Offset Sets the amount of time to be added or removed when Daylight Saving is enabled.
Synchronize with Enable this feature to obtain time configuration automatically from the NTP server.
NTP server

NTP Server The Network Time Protocol (NTP) synchronizes the device with an Internet time server.

Choose the one that is closest to your location.

Set the date and time
manually

This option allows you to set the time and date manually.

Gopy Your
Computer’s Time
Settings

This will synchronize the time information from your PC.

¢ Change the System Setting — Digital Input & Output

You may enable the Digital Input (D/) and Digital Output (D/0) feature, and configure the source of events for your

Video Server.

1. Click on the DI and DO button on the left side of the ,System” page to enter the ,,DIl and DO” page.

Image

Network System Application Storage Status

DI AND DO

Dl and DO

porade Firmware

Logout

Digital Input 1: The active state is | N.O. ¥ the current state detected is Open
Digital Input 2: The active state is |[N.O. ¥ ; the current state detected is Open
Digital Qutput 1: The active state is | N.O. ¥

LED ®on Oof
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2L e

Select the active state of the Digital Input 1 from the drop-down list.

Select the active state of the Digital Input 2 from the drop-down list.

Select the active state of the Digital Output from the drop-down list.

Click to set the LED “On” or “Off’. Set to turn on/off the LED lights of the Video Server.
Click on the Submit button to submit the new user’s setting.

¢ Change the System Setting — RS$485 Setting

You may configure the RS-485 settings or communication specifications (baud rate, data bit, stop bit, and parity bit)
for your Video Server. The RS-485 is a serial communication method for computers and other devices. For your Video
Server, the RS-485 is used to control a PAN/TILT device, such as an external Video Server enclosure, to perform the
PAN and TILT movement. Click on the R$485 Setting button on the left side of the ,System” page to enter the ,RS485

Setting” page.

Image

Network System Application Storage Status

DI and DO

RS-485

pgrade Firmware

Logaut

[CSupport PAN-TILT

Protocol

D

Baud Rate

Data Bits 748

Panty Bit No Even Odd
Stop Bit 1 2

NOTE: Checkmark ,,Support PAN-TILT”, and a RS-485 control panel will appear on the left side of the

Live View page.

Description of function keys:

Support PAN-TILT

When enabling Support PAN-TILT, a control panel will be displayed on the Live Video page
allowing control of an external Video Server enclosure through the RS-485.

Protocol Select one protocol type from the pull-down menu.

ID Choose an ID number between 1 and 255. This ID is the identifier for each RS-485
device.

Baud Rate Choose between 2400 and 115200 bps. This is a speed measurement for communication

between a transmitter and receiver, indicating the number of bit transfers per second.
A higher baud rate will reduce the distance of the two devices (transmitter and receiver).

42




Data Bits

Either 7 or 8. It is a measurement of the actual data bits in a transmission.
In default, the value is 8.

Parity Bit

Choose from No, Even, and 0dd. This is a simple form of error checking used in serial
communication and you may use no parity. For even and odd parities, the serial port
sets the parity bit (the last bit after the data bits) to a certain value to ensure that the
transmission has an even or odd number of logic-high bits.

For example, if the data is 011, for even parity, the parity bit is 0 to keep the number of
logic-high bits even. If the parity is odd, the parity bit is 1, resulting in 3 logic-high bits.

Stop Bit

Either 1 or 2. It is used to signal the end of communication for a single packet. The more
bits used for stop bits, the greater the lenience in synchronizing the different clocks but
the slower the data transmission rate. In default mode, the value is 1.
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¢ Change the System Setting — Users

You may modify the name and administrator’s password of your Video Server, as well as add and manage the user
accounts for accessing the Video Server. You may also use this section to create the unique name and configure

the OSD setting for your Video Server. Please follow the steps below to change/add the users’ authority through the
network as necessary.

1. Click on the Users button on the left side of the ,,System” page to enter the ,Users” page.

Image

Network

System Application Storage Status
Time and Date USER
pI and DO
i) admin: Admin
User
aintenance
parade Firmware
ogout
User Name :
Password:
Confirm;
Authority O Admin O Operator O Viewer
AddMadify User

Add, modify or delete any user’s data if necessary.
Click the Submit button to submit the new user’s settings.
Click the Home button to return to the home page.

Description of function keys:

User List The list shows the registered user(s) and the corresponding authority.

Delete Deletes a selected user

Name Enter the user’s name, which will be added or modified.

Password Enter the new password of the user’s name above.

Confirm Type in the password again for verification.

Authority Choose an authority option of the user’s name from: Admin, Operator, and Viewer.
Add/Modify User Click to submit the new setting to the Video Server.
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¢ Change the System Setting — Maintenance

Please follow the steps below to change the system setting through the network as necessary.
Click on the Maintenance button on the left side of the ,Date and Time” page to enter the ,Maintenance” page.

Network System Application Storage Status
Rt MAINTENANCE
Save Ta Local Hard Drive
Load From Local Hard Drive
v
Restore Ta Factory Defauit Restore Factory Default
Restors all settings to factory default except settings in [ Network Type [ Language
Reboot Device Reboot Device
L /

Description of function keys:

Save Configuration Click on ,,Save Configuration” to save the configuration files to the local hard drive.

Load Configuration Browse and click on the ,Load Configuration” to load the configuration files to the local

hard drive.
Restore Factory Click on ,,Restore Factory Defaults” to restore the factory defaults. You may browse and
Defaults load the configuration file. This option will restore the pre-configured or saved settings.

The user can select to restore the Network Type or the Language.

Reboot Device Click on ,,Reboot Device” to reboot the device. This option will restart the Video Server.
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¢ Change the System Setting — Update Firmware

Please follow the steps below to update the firmware through the network as necessary.

1. Click on the Firmware Upgrade button on the left side of the ,Date and Time” page to enter the
»Upgrade Firmware” page.

Network Status

System Application Storage

UPGRADE FIRMWARE

Current Firmware Version: 005
Current Product Name: Video Server

Upgrade Firmware

File Path (fwowse [ Upload |

agout

2. Click on the ,,Browse...” button to select the UPDATE.BIN file which was copied into your computer.
3. Click on the ,Upload” button.

NOTE:
NOTE:
NOTE:

NOTE:

DO NOT power off the Video Server while updating the firmware.

Don’t interrupt the process while the unit is updating itself.

Please make sure that the UPDATE.BIN file is appropriate to the model of the unit.
Updating with the wrong UPDATE.BIN file may cause physical damage to the device.

The Temporary Internet Files (or cache) folder contains Web page content that is stored in your hard
disk for quick viewing. We suggest deleting the Temporary Internet Files immediately after updating
the firmware. To delete the files in the Temporary Internet Files folder, follow these steps:

1. Quit the Internet Explorer and quit any instances of the Windows Explorer.

2. Click Start, click Control Panel, and then double-click Internet Options.

3. 0On the General tab, click Delete Files under Temporary Internet Files.

4. Select the Delete all offline content check box in the Delete Files dialog box, and then click OK.
5. Click OK.
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6.1.3.5 Change the Application Setting
Please follow the steps below to change the application setting through the network as necessary.
¢ Change the Application Setting — Language Setting

Please follow the steps below to change the Language setting via the network as necessary.
1. Click on the Language button on the left side to enter the ,Language Setting” page.

Image Network System Application Storage Status
ESROL0e LANGUAGE SETUP
lotion Detection
vent
ek Language English(English) v

You have an option as to which language to use.
2. Choose your selected language and click ,,Submit” to set it.
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¢ Change the Application Setting — Motion Detection

Please follow the steps below to enable changes in the motion detection function of the alarm through the network as
necessary.

Set the motion detection:
1. Click on the Motion Detection button on the left side of the Alarm to enter the ,Motion Detection” page.

Image Network

P 110TION DETECTION

Motion Detection

| Sensitivity
0~100%
Percentage

| 0~100%

IR /2050, 03:59: 11

i

2. Click and drag the mouse across a targeted zone to draw a red rectangle on the image (coordinates provided
below).

NOTE: You can set more than one targeted zone depending on your requirement.
3. Enables/ disables the motion detection function.
Set up the signal level.

Click on the Submit button to submit the new setting of the recording.

Description of function keys:

Sensitivity The sensitivity bar allows you to specify how much movement is required to trigger the
motion detection.

Percentage Adjusting the percentage allows you to set a requirement on how much of the motion
window must be filled by movement. For example: If you set this to 50%, then the se-
lected window must be half filled by a moving object before it triggers motion detection.
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¢ Change the Application Setting — Event

In this section, you can configure and schedule the recording setting for your Video Server.

Click on ,Add” to enter the setting pages of the Server, Media, Event and Recording to make the advanced settings.
Or, click on ,,Delete” to erase the settings.

Image Network System Application Storage Status

EVENT SETUP
lotion Detection

Event Name Type Address/Location

.
Name Type

() o]

Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger

(] ) (ose)

Name Status Sun Mon Tue Wed Thu Fri Sat Time Source Destination

() [0t ]

The Event Setup page includes 4 different sections: Server, Media, Event and Recording.

1. Toadd a new item - ,event, server or media”, click Add.

2. To delete the selected item from the pull-down menu of event, server or media, click Delete.
3. Click on the item name to enter the window for modifying.

NOTE: You can add up to five servers, five media fields, three event schedules, and two recording schedules.
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Server:

Click on the Add button in the Server column to enter the ,Server” setting page.

Image Network System Application Storage Status
otion Detection
e Server Name:
® Email

Sender email address
Recipient email address

Server address

User name

Password

Port 25

[] This server requires a secure connection (StanTLS)
O FTP

Server address

Port 21

User name
Pagsword
Rernote folder name
[ Passive mode
© Network storage
Network storage location
{for example-imy_nas\disk\folder)
Workgroup
User name
Password
Primary WINS server
© sD Card

1. Enter the Server name, the unique name for a server. Four kinds of servers supported.
They are the email server, FTP server, HTTP server and network storage.

2. Set the details of the Email. ,Sender email address”: The email address of the sender.
»Recipient email address”: The email address of the recipient.

3. Set the details of the FTP. ,Remote folder name”: An authorized folder on the external FTP server. The string
must conform to that of the external FTP server. Some FTP servers cannot accept a preceding slash symbol
before the path without virtual path mapping. Refer to the instructions for the external FTP server for details.
The folder privilege must be open for uploading. ,Passive Mode”: Check it to enable the passive mode in
transmission.

4. Set the details of the Network storage. Only one network storage is supported. ,,Network storage location”:
The path to upload the media. ,Workgroup”: The workgroup for network storage.

Click on the SD card to activate the function. Use the SD card to record media.

Click on ,Submit” to save or click on ,,Don’t Submit” to go back to the Event main page.
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Server settings:

(1) Click Add under the Sever column on Event Settings page to open the Server setting page. On this page, you

can specify where the notification has been sent when a trigger is activated. A total of 5 server settings can be

configured.

NOTE: The maximum server settings amount is five, however, you can set the Network storage or the
SD card for only one.

Enter the Server Name for the server setting.

Select the Server Type. There are four choices of server types available: Email, FTP, Network storage and
SD card. Select one of the server types.

R

Email: Select to send the media files via the email when a trigger is activated.

(@) Sender email address: Enter the email address of the sender.

(b) Recipient email address: Enter the email address of the recipient.

(c) Server address: Enter the domain or IP address of the email server.

(d) User name: Enter the user name of the email account if necessary.

(e) Password: Enter the password of the email account if necessary.

(f)  Port: The default email server port is 25. You can also manually set another port.
(

g) To verify if the email setting is correctly configured, click the Test button.
The result will be shown in above this setting page (TEST OK or TEST ERROR).
If successful, you will receive an email indicating the result.

(h)  Click Submit to activate the setting.

FTP: Select to send the media files to an FTP server when a trigger is activated.

(@) Server address: Enter the domain or IP address of the FTP server.

(b) Port: The default FTP server port is 21. It can also be assigned to another port number.
(c) User name: Enter the login name of the FTP account.

(d) Password: Enter the password of the FTP account.

(€)

Remote folder name: Enter the folder where the media file will be placed. If the folder name does
not exit, the Video Server will create one on the FTP server.

(f)  Passive mode: Most firewalls do not accept new connections initiated from external requests.
If the FTP server supports passive mode, select this option to enable passive mode FTP and allow
data transmission to pass through the firewall.

(9) To verify if the FTP setting is correctly configured, click the Test button.
The result will be shown in above this setting page (TEST OK or TEST ERROR).

(h)  Click Submit to activate the setting.

(5

Network storage: Select to send the media files to a network storage location when a trigger is
activated. Please fill in the information for your server.

a) Network storage location: Enter the network storage path (\\ server name or IP address\ folder name).
b) Workgroup: Enter the workgroup name for the network storage server.

) User name: Enter the user name for the server.

d) Password: Enter the password for the server.

) Primary WINS server:

f)  To verify if the storage setting is correctly configured, click the Test button.
The result will be shown in above this setting page (TEST OK or TEST ERROR).

(9) Click Submit to activate the setting.
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SD card: Select to send the media files to an SD card when a trigger is activated.
(@ Insert your SD card first.

(b) To verify if the storage setting is correctly configured, click the Test button.
The result will be shown in above this setting page (TEST OK or TEST ERROR).

(c) Click Submit to activate the setting.

(4) When completed, click Submit to enable the settings to exit this page. The new server settings will appear on the
Event Settings page.

NOTE: To remove a server setting from the list (Application> Event>), select a server name from the
drop-down list and click Delete.

Note that only when the server setting is not being applied to an event setting (Application > Event >
Event > The ,,Action” option) can it be deleted or the Video Server won’t take any action when a
trigger is activated.

Media:

Click on the Add button in the Media column to enter the ,Media” setting page.

Image Network System Application |  Storage Status

anguage MEDIA
lotion Detection

E
s Media name:
@ Snapshot
Source: | Profile 1 »
Send |1 pre-event image(s) [0~4]
Send |1 post-event image(s) [0~7]
File Name Prefix
] Add date and time suffix to file name
O Video Clip
Source: | Profile 1

Pre-event recording: seconds [0~4]
Maximum duration: seconds [1~100]
Maximum file size: Kbytes|100~3000]
File Name Prefix

© System log

1. Enter the Media name, the unique name for media.
There are three kinds of media: snapshot, video clip and system log.

2. Set the details of the Snapshot.
wSource”: Select the video source.
»Send Pre-event images”: The number of pre-event images.
»Send Post-event images”: The number of post-event images.
»File name prefix”: The prefix name will be added on the file name of the snapshot images.
»Add date and time suffix to file name”: Check it to add timing information as file name suffix.
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3. Set the details of the Video Clip.
»Source,,: Select the video source.

»Pre-event recording,,: The interval of pre-event recording in seconds.
There are two limitations for video clip file.

w»Maximum duration,,: The maximum recording file duration in seconds.

»Maximum file size,,: The maximum file size would be generated.

Click on the System log to activate the function.

Click on ,,Submit” to save, or click on ,,Don’t Submit” to go back to the Event main page.

Media settings:

(1) Click Add under the Media column on Event Settings page to open the Media setting page.
On this page, you can specify the type of media that will be sent when a trigger is activated.
A total of 5 media settings can be configured.

Enter the Media Name for the media setting.

Select the Media Type. There are three choices of media types available: Snapshot, Video Clip and System log.
Select one of the media types.

28

Snapshot: Select to send snapshots when a trigger is activated.
(@) Source: Select to take snapshots from the video profile.

(b) Send pre-event image(s) [0~4]: The Video Server has a buffer area; it temporarily holds data up to a
certain limit. Enter a number to decide how many images to capture before a trigger is activated.
Up to 4 images can be generated.

(c) Send post-event image(s) [0~7]: Enter a number to decide how many images to capture after a
trigger is activated. Up to 7 images can be generated.

NOTE: For example, if both the Send pre-event images and Send post-event images are set
to 4, a total of 8 images are generated after a trigger is activated.

(d) File Name Prefix: Enter the text that will be appended to the front of the file name.

For example, the file name will be in this form:

Snap_20090101_122030

l

The prefix file name

Date and time suffix
The format is: YYYYMMDD_HHMMSS

(e) Add date and time suffix to file name: Select the option to add the date/ time suffix to the file name.
(f)  Click Submit to activate the setting.
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Video Clip: Select to send video clips when a trigger is activated.
(@) Source: Select to record video clips from the video profile.

(b) Pre-event recording: The Video Server has a buffer area; it temporarily holds data up to a certain
limit. Enter a number to decide the duration of recording before a trigger is activated. Up to
4 seconds can be set.

(c) Maximum duration: Specify the maximum recording duration in seconds.
Up to 100 seconds can be set.

NOTE: For example, if pre-event recording is set to 4 seconds and the maximum duration is
set to 10 seconds, the Video Server continues to record for another 5 seconds after a
trigger is activated.

1sec. 2sec. 3sec. 4sec. 6sec. 7sec. 8sec. 9sec. 10sec.

Pre-event Recording —| T |— Continues to record
Trigger Activation

Maximum recording duration

(d) Maximum file size: Specify the maximum file size allowed.
(e) File Name Prefix: Enter the text that will be appended to the front of the file name.
(f)  Click Submit to activate the setting.

System log: Select to send a system log when a trigger is activated. Click Submit to activate the setting.

(4) When completed, click Submit to enable the settings to exit this page.
The new media settings will appear on the Event Settings page.

NOTE: To remove a media setting from the list (Application> Event>), select a media name from the
drop-down list and click Delete.

Note that only when the media setting is not being applied to an event setting (Application > Event >
Event > The ,,Attached media” item) can it be deleted or you can’t get the images/ logs when a trigger
is activated.
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Event:

Click on the Add button in the Event column to enter the ,Event” setting page.

® Video motion detection
O Periodic
Trigger every |1
O Digital input
O System boot

Time
@ Always
O From

[ Trigger D/O for |0

Image Network System Application Storage Status
anguage EVENT
lotion Detection
Event
Event name:
Aysy [ Enable this event
Priority: | normal v
Delay for 10| seconds before detecting next event [For mation detection and digital input]

[ Sun [# Mon Tue Wed Thu Fri Sat

minutes

To

seconds

Enter the Event name. Checkmark the ,,Enable this event” box and activate the function.

Then set the Priority and the Source from the drop-down list.
»Priority”: The event with higher priority will be executed first.

Select the event triggering mode.

»Video motion detection”: Select the windows which need to be monitored.

wPeriodic”: The event is triggered in specified intervals. The unit of a triggering interval is a minute.
wDigital input”: The event is triggered when the DI status is changed by an external device.
»System boot”: The event is triggered when the system boots up.

Set the recording schedule time.

Set the Trigger D/0 of activating the action. Check it to trigger digital output for specific seconds when an event

is triggered.

Click on ,Submit” to save or click on ,,Don’t Submit” to go back to the Event main page.
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Event settings:

(1)

W N

GRS
gsed

)

Click Add under the Event column on Event Settings page to open the Event setting page.
On this page, you can arrange three parts —Trigger, Event Schedule, and Action to set an event.
A total of 3 event settings can be configured.

Enter the Event Name for the event setting.
Select ,,Enable this event” option to enable the event setting.
Set the event priority from: ,normal”, ,high” and ,highest”. Events with a higher priority will be executed first.

Enter the duration in seconds to pause motion detection after a motion is detected (for the trigger types - motion
detection and digital input — use only).

An event is an action initiated by a user-defined trigger source; it is the causal arrangement of the following
three parts: Trigger, Event Schedule, and Action. Set the event details of each part.

Trigger: This option defines when to trigger the Video Server. The trigger source can be configured to use
the Video Server’s built-in motion detection mechanism, periodic, external digital input devices or system
boot. There are several choices of trigger sources as shown below.

(@) Video motion detection: This option makes use of the built-in motion detection mechanism as a
trigger source. To enable this function, you need to configure a motion detection windows first.
NOTE: For example, when the event status is on, once an event is triggered by motion

detection, the Video Server will automatically send snapshots, video clips or System
log via the server type as your settings.

(b) Periodic: This option allows the Video Server to trigger periodically for every other defined minute(s).
Up to 99999 minutes.

(c) Digital input: This option allows the Video Server to use an external digital input device or sensor as
a trigger source. Depending on your application, there are many choices of digital input devices on
the market which helps to detect changes in temperature, vibration, sound, and light, etc.

(d) System boot: This option triggers the Video Server when the power to the Video Server is
disconnected.

Event Schedule: Specify the period for the event.

(@) Select the days of the week.
(b) Set the recording schedule in the 24-hour time format.

Action: Define the actions to be performed by the Video Server when a trigger is activated.

(@) Trigger D/0 for ~ seconds: Select this option to turn on the external digital output device when a
trigger is activated. Specify the length of the trigger interval in the text box.

(b) If you want to set an event with recorded video or snapshots, it is necessary to configure the server
and media settings first so that the Video Server will know what action to take (such as which
server to send the media files to) when a trigger is activated.

Checkmark the one of the Server Names which you have set already, then select the Attached
media (the media name) from the drop-down list.

When completed, click Submit to enable the settings to exit this page. The new event settings will appear on the
Event Settings page.

NOTE: The new event settings / server settings / media settings will appear in the event drop-down list on

the ,,Application > Event >” page.
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Recording:

Click on the Add button in the Recording column to enter the ,,Recording” setting page.

Image Network System Application Storage Status

lotion Detection

Event
Recording entry name:
[ Enable this recording
Priority: | normal
Source: | Profile 1 v

Sun [ Mon [ Tue [¥] Wed [ Thu & Fri [ Sal
Time

® Always

O From To

Destination | None +

Total cycling recording size: | 1000 Kbytes [1000~200000000]
Size of each file for recording: 200 Kbytes [200~5000]

File Name Prefix:

Enter the Recording entry name. Checkmark the ,Enable this recording” box and activate the function.
Enable this option if you want to upload the recording to a shared folder in the network. Then set the Priority and
the Source from the drop-down list.

Set the recording schedule time. Select the day(s) according to when you want the Video Server to make a video
clip.

Set the details of the recorded file.

»Always”: This enables the Video Server to make video clips continuously.

»From”: The time range specified for the video clip.

Click on ,,Submit” to save or click on ,,Don’t Submit” to go back to the Event main page.

Record settings:

(1)

Ee

Click Add under the Record column on Event Settings page to open the Record setting page. In this page, you
can define the recording source, recording schedule and recording capacity. A total of 2 recording settings can
be configured.

Enter the Record entry name for the event setting.
Select ,,Enable this recording” option to enable the recording setting.

Select the recording priority from: ,,normal”, ,high” and ,highest”. Recording with a higher priority will be
executed first.

Select the recording source from the drop-down list (profiles).
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(6) Specify the recording schedule and the recording settings.

Recording Schedule:
(@) Select the days of the week.
(b)  Set the recording schedule in the 24-hour time format.

Recording Settings:
(@) Destination: You can select the SD card or SAMBA (Network storage) that was set up for the
recorded video files.

(b) Total cycling recording size: When the maximum capacity is reached the value you set, the oldest
file will be overwritten by the latest one. The reserved amount is reserved for cyclic recording to

prevent malfunction.
The limited value is 1000~200000000 Kbytes.

(c) Size of each file for recording: Set the maximum file size of each recording video files.
(d) File Name Prefix: Enter the text that will be appended to the front of the file name.

(7) When completed, click Submit to enable the settings to exit this page. The new media settings will appear on
the Event Settings page.

6.1.3.6 Change the SD card Setting

Please follow the steps below to change the SD card setting through the network as necessary.

¢ Change the SD Card Setting

Please follow the steps below to change the setting via the network as necessary.
1. Click on the ,Storage” button at the top of the Setup page to enter the ,SD Card” screen.

Image | Network System Application Storage Status
SD Card SD CARD
SO Card: / SD Status : Ready
Files per Page: | 10 ¥ Refrash 1 8 of 1
[ Delete File Number of files Size
] Video 1
O Bictyre 1
[m] testbd 1
Total:39898641<B, Used: 36KB,
Freb 300952015
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The SD Card page contains two image modes, the Video and the Picture.
Click ,,Video” or ,, Picture” to enter its sub year-month folder.

Click to enter its sub date folder.

Click the desired file to display the images therein.

Each file can be deleted by checking and by pressing the OK button.

[ L

6.1.3.7 Device information

¢ The Device Information

This page displays all the information about your device and network connection.
Click on the ,,Device info” button of the Status page to enter the ,,Device info” screen.

Image Network System Application Storage Status
Load DEVICE INFO
Log
ogout Model Name Video Server
Camera Namg Wideo Server
Time & Date Wed Aug 4 10:43:50 2010
Firmware Version  0.05
HTML Version 30.%
Activex Version 20030
MAC Address 0ACA:CA:CA:25:6D
IP Address 192.168.0.46

IP Subnet Mask 2652552520
Default Gateway 0.000

Primary DNS 192.168.1.11
PPFoE Disable
DDNE Disable

TV Qutput Mode NTSC
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¢ The System Log

This page displays the log information of your Video Server.

Video Server

1| Wizard [Help

Device Info

SYSTEM LOG

. 2010-08-04 02:40:49 admin LOGIN OK FROM 192.168.2.167

. 2010-08-04 02:33:01 admin LOGIN OK FROM 192.168.2.167

. 2010-08-04 02:24:07 admin LOGIN OK FROM 192.168.2.167

. 2010-08-04 02:15:40 admin LOGIN OK FROM 192.168.2.167

. 2010-08-04 02:09:24 admin LOGIN OK FROM 192.168.2.167

. 2010-08-04 01:57:45 admin LOGIN OK FROM 192.168.2.167

. 2010-08-04 01:43:22 admin LOGIN OK FROM 192.168.2.167

. 2010-08-04 01:43:46 admin FROM 192.168.2.167 TURN OFF TIME STAMP

. 2010-08-04 01:43:44 admin FROM 192.168.2.167 SET TIMESTAMP LOCATION UPPER LEFT
10, 2010-08-04 01:43:44 admin FROM 192,166.2 167 TURN ON TIME STAMP

11. 2010-08-04 01:43:44 admin FROM 192.166.2.167 CHANGE CAMERA NAME Video Server
12. 2010-08-04 01:42:53 admin LOGIN OK FROM 192.168.2.167

13. 2010-08-04 01:37:46 admin LOGIN OK FROM 192,168.0. 117

14. 2010-08-04 01:37:27 VIDEO RECAPTURE

15. 2010-08-04 01:37:27 VIDEOQ LOST

16. 2010-08-04 01:37:27 IP CAMERA ACQUIRE DHCP IP 192 168.0 46

17. 2010-08-04 01:37:22 SYSTEM BOOTING

18, 2010-08-04 01:36:54 RESET KEY PRESSED, ™REBOOT™

19, 2010-08-04 01:35:39 VIDEQ RECAPTURE

20. 2010-08-04 01:34:17 VIDEQ LOST

CDNOO AW =

[ First Page | [ Previous 20 | [(Next 20 |

(Gix] Lo ]

1. Click on the ,,Device info” button of the Status page to enter the ,,Device info” screen.
2. Click on the ,Clear” to erase all of the logs. You may also download the information by clicking ,,Download”.
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6.1.3.8 PPPoE & DDNS

Using the PPPoE

1.

Install the XDSL software (obtained from your ISP dealer) in your PC.

2. Search your Video Server's IP address: you can connect the Video Server and the Video monitor.
The monitor screen will show the IP address on its right side.
Turn off the DHCP function (of the Video Server) if it is “ON”.
Installing an IP address in your PC or notebook.
Desktop —> Move the mouse focus to the Network neighborhood and click the right key of the mouse —>
Choose the properties —> Choose your local connection —> Choose the properties and select the configuration
—> Select the TCP / IP —> Choose the properties —> Enter the IP address in a four-part formula, for example
,192.168.1.101” (the first three parts must be identical to the above numbers, only the last part can be
changed to your own number, which must never exceed 255) —> Click on the mask and the mask input, namely
,255. 255, 255. 0" (a fixed formula) — Click ,,0K” —> Click ,,0K”.

5. Desktop — Choose IE browser —> Enter the Video Server IP address in the URL (check step # 2 above) —>
Enter —> Video Server images will appear.

PPPoE Settings

1. Enter the Video Server home page —> Choose the network —> Enter ,User Name: admin” and ,,Password: 9999”
—> Click ,,0K”.

2. Choose PPPoE —> PPPoE mode: Select ,,0N” —> Enter ,Account” —> Enter ,Password” —> Submit —>
Unplug the power connection.

3. Plug in the Video Server, and it will receive an IP address from the ISP dealer (this IP address is dynamic — every

time you unplug and plug in again you’ll get a new IP address).

Test: Go to the Internet.

1.
2.

Set your PC to enter the Internet.

Desktop —> IE browser —> Enter the Video Server IP address (the same address as in the PPPOE settings and
step 3 above) —> You can see the Video Server images.

DDNS settings

1.

Check your Video Server’s IP address (monitor) —> open your IE browser —> Use the address to connect to the
Video Server or view the images —> Choose the network —> Enter ,User name : admin” and ,Password : 9999”
—> Click ,0K” .

Choose the ,DDNS” —> Click ,,Enable DDNS” —> Enter the ,DDNS host name”, for example
,abc123. homeip.net” —> Enter ,DDNS Account”, for example ,abc123” —> Enter the ,DNS Password”,
for example ,,7777” —> Submit —> The settings are now complete —> Close the IE browser.

Open the IE browser again —> Enter the Website address you just applied for, such as ,abc123.homeip.net” —>

You can look at your Video Server images right away. The procedure is complete.

Note: These settings are only for your ADSL Dynamic IP configuration. If your configuration is fixed
(true IP), you don’t need to proceed with the PPPoE and DDNS settings. The DDNS is just for your
convenience.
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7. Advanced Operation

Question 1:

How to view the live images of the Video Server via the Microsoft Internet Explorer on the Desktop PCs or
the laptop computers in a situation where there are no monitors or television ?

¢ To get the IP address of the Video Server without a monitor, use one of the following two methods to get
the IP address: UPnP and USB function.

Upnp: Please refer to APPENDIX 1.
IP function: Please refer to 3.4 The USB function.

Question 2:
How to activate UPnP ?

1. Follow the default settings to set up the related settings, and connect the hardware.

2. Activate the Web browser and key in the Video Server URL.

3. SETUP —> Network button.

4. Select ,Enable UPnP presentation”.

5. Select ,Enable UPnP port forwarding”; make the ,Forwarding Port” setting.

NOTE:

1. Perform the step 4 above; turn on the PC’s ,,My Web Neighbors” and confirm if the Video Server can be
found, and click to go online to the Video Server’s first page.

2. Perform the step 5 above; make the Route UPnP port forwarding setting.

3. Your PG can connect to the Video Server webpage via the router.
By working with the router, the Video Server can operate the port mapping (the port forwarding)
function. For example, if the router configures a particular port, say port ,,8080”, to your Video Server,
you can input the IP address as http://xxx.xxx.xxx.xxx:8080 on the URL entry box of the web browser
to access the device’s web setting page.

Question 3:

How to change the Video Profiles 1,2,3 ?

Plug the power cable into the Video Server power connector.
Plug the network cable into the Video Server Ethernet terminal.

Confirm the web-connection status; the connection between the PC & HUB and between the Video Server &
HUB is now activated.

Confirm that the IP addresses of the PC and the Video Server are in the same sub-net.
Activate the Web browser and key in the Video Server’s URL.
Switch to the front-page of Live; click Profiles 1,2 & 3.
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Question 4:
How do | set up the motion detection area and its sensitivity ?

¢ Set up the motion detection

1.

IR o

Activate the Web browser and key in the Video Server IP Address.

SETUP —> Application button —> Motion Detection button.

Select ,,Enable Video Motion”.

Set up the target zone you want and setup the Sensitivity and Percentage.
Click the Submit button to submit the setting.

When any person or object moves within the target zone under a setting, the Motion Detection will display the
response signal in the Live Video and Video Out.

Question 5:
How do | use the DynDNS to connect the Video Server by using its Sub Hostname via the intranet ?

2.
3.
4

5.

Set the DDNS function
1.

Click the Network button in the Setup page.
Click the Dynamic DNS button on the left side of the page to enter the ,Dynamic DNS” setting page.
Check on the ,Enable DDNS” Function to activate it.

Enter the DDNS Host Name, DDNS Account and DDNS Password which you created in the www.dyndns.com
website.

Click on the Submit button to submit the setting.

NOTE: Please refer to the APPENDIX 2 for more details.

¢ Set the PPPoE function
1. Click the Network button in the Setup page.
2. Click the PPPoE button on the left side of the page to enter the ,PPPoE” setting page.
3. Check on the ,Enable” Function to activate it.
4. Enter the User Name and the Password which are provided from your ISP.
5. Click the Submit button to submit the setting.

NOTE: Please refer to section 6.1.3.8 for more details.

o Use the Sub Hostname to view the Video Server

1.
2.

Click the URL block at the top of the PC screen.

Enter the DDNS Host Name of the Video Server into the URL block and press the ,,Enter” button to enter the
login page.

Enter the user name and fill in the password.
Click the ,,0K” button and enter the home page of the Video Server.
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Question 6:
How to add or modify the users and their authorities of using the Video Server ?

o Entering the setting page
1. Click the System button in the Setup page.
2. Click the User button on the left side of the page to enter the ,USER” page.

e Add a new user
1. Please enter the user name, the password, the confirmed password and choose the authority.
There are three different levels of authorities, namely Admin, Operator and Viewer.

Admin:  The user who accesses with the admin name and password has the full rights to change the
settings of the Video Server.

Operator: The suggested choice for normal use.
Viewer:  The user who accesses with just the viewer name and password has only limited rights to view.
2. Click the Add/Modify User button to submit the new user’s setting.

¢ Modify the user
1. Click the user name you want to modify on the USER LIST.
2. Enter the password, the confirmed password and choose the authority.
3. Click the Add/Modify User button to submit the new setting.

e Delete a user
1. Click the user name you want to delete on the USER LIST.
2. Click the Delete User button.

Question 7:
How to create the self-signed certificate manually ?

Accurately connect all the devices.

Activate the Web browser and key in the device IP Address.

Setup —> Network button —> HTTPS button

Select ,,Enable secure HTTPS connection”.

Create certificate settings —> Create self-signed certificate manually —> Create.

Fill in the relevant data in the text boxes of the items titled Country, State or province, Locality, Organization,
Organization Unit, Common Name & Validity; click ,Create”.

I )

Question 8:
How to download the log list ?

Click Set up —> Status —> Log.

The normal display will show the log list page.

Click First Page, Previous 20 or Next 20 to examine the recording list.
Click Download; select the storing path; and download the recording list.

=
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8. Specifications

Type GLS-2302H
Art. No. 92708
Series eneo GL

Video encoding/decoding

720x576 Full D1, 352x288 CIF, 176x144 QCIF. GOP structure: | (MP=0),
IP (M=1), IPB (M=2), IBB (M=3) ,Low latency” mode, Field/Frame based
coding, selectable frame rate: 1-50/60 Fields/sec.

Compression standard

H.264, MPEG-4, MJPEG

Web browser

MS Internet Explorer vers. 7.0 or higher, Netscape version 4.5 min., Google
Chrome (Java), Mozilla Firefox (Java), Safari (Java)

Ethernet interface

10Base-T, 100Base-TX, RJ-45

Network protocols 3GPP, IPv4, DHCP, HTTP, HTTPS, DDNS, UPnP, DNS, FTP, SNTP, SMTP, RTSP,
UDP, TCP
Configuration via web browser

Picture adjustments

colour, brightness, contrast

Stream types H.264, MPEG-4, MJPEG multiple
Frame rate Max. 25 frames/sec.
Resolution 720x576 (4:3), 352x288 (4:3)

Resolution max.

720x576

Image transmission rate max.

25 images/sec.

Video inputs (amount)

1

Audio support

yes

Audio In-/Output

1/1 two-way audio streaming

Motion detector

96 areas, 5 levels

Audio input 1x Line-in 3Vp-p, approx. 50kohms
Audio output line output
Alarm inputs yes

Alarm processing

alarm triggered by build-in motion detection, external alarm.
Alarm notify to ANNP, e-mail, FTP, SD card, alarm out

Alarm output

Open Collector (5V / 0.02A max.)

e-PTZ support yes
Activity detection yes
Internal storage SD card
Pre-alarm recording 1 to 10sec.
Post-alarm recording 1 to 10sec.

Access

10 users simultaneous support

Serial interfaces

no
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Firmware update

via network

Menu languages

German, English, French, Italian, Dutch, Spanish, Swedish, Finnish,
Hungarian, Czech, Polish, Portugese, Russian, Turkish, Chinese

Password protection

yes, 3 password levels

Power over Ethernet

yes, |[EEE 802.3af

Supply voltage

12VDC, PoE

Management Software Support

GL-Manager, Zelaris (limited)

ONVIF

core specifications 1.01

Certificates

CE

19” Rack mountable

no

Dimensions

see drawings

Temperature range (operation)

0°C ~+45°C

Special features

installation wizard via web browser

Optional Accessories

The optional accessories currently available can be found on our Homepages: www.videor.com and

WWW.eneo-security.com
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9. Dimensional Drawings
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APPENDIX 1

How to run the Video Server UPnP

The most troublesome issue when you setup a Video Server is that you have no idea what the IP address of this
device is. Now the Video Server supports the UPnP (Universal Plug and Play) protocol which makes it easier for you
to examine it; however, it is a pity that Microsoft Windows XP® doesn’t start this service by default. Therefore, the
following procedures will help you to turn it on and discover your Video Server step by step as shown below.

( START ’>
I

CHECK IP CLASS

e T YES
—— SAME CLASS St

[w

SET IP ADDRESS

!

INSTALL UPNnP PACKETS

!

TURN ON SERVICES

|

RESTART SYSTEM

!

CHECK MY NETWORK PLACES

l

DONE
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1. Check the IP class of your PC

In most case Microsoft Windows XP® will assign an IP address, 169.254.*.*, automatically with a subnet mask,
255.255.0.0, if the DHCP server is absent, while the default IP address of a Video Server is 192.168.1.168 with a
subnet mask of 255.255.255.0. There won’t be any communication due to different IP class domains, and you have to
modify the relative settings or the UPnP protocol won’t work; however, checking your own IP address is necessary.
Here are the procedures to check and modify them.

Step 1:  From the Start menu, point to Settings, and then click Control Panel.

@v Set Program Access and Defaults

m Progams
3 Documents

» W@ Network Connections
U Printers and Faes
o Teskbar andd Start Meru

£ Control Panel
Fis Edt View Favorites Took Help

(<] © - F Psexch [Drosms [ X

Addvess (B CortroiPanel

i untitled - Pant

When Control Panel appears, double-click the Network Connections icon.
The Network Connections dialog box appears.

Name ~

1 control panel

@ Swirh m Catgory view Ehadd or Remove Frograms
“Adm ive Tooks

R Automatic Updates
See Also 2

B windows Update
@) Help and Support

@ Regonal and Language Cptiors
S Scamers and Camneras

. Sourncks and Audio Devices
S Sneech

Comments

Actiust your computer settings for vision, hearl...
instals and roubleshoots herdwere

Irstal or remove programs and Windows com
Configure administrattve settings for your com...

Setup Windows Lo automaticaly deiver import...
Set the date, tme, and tine 2one for YoUr com...
Chenge the appesrance of your deskiop, such ..

Customize the dsplay of fles and folders, chan

Ackd, chenge, and manage forts on your comp..
Add, remove, and conligure game contioler ha...
g Gonnection...
Custarmize your keybosrd settngs. such s the...

Configure your Intemet dispiy and

CUBtOMIZE YoUr mouss setangs, such a5 the b
Cornects to other computers, networks, and L.

Conligure your Lekephone dding rues and mod...

View the portabie media devices connected to
Configure energy-saving SEUINgs for yeur com..

Shows Instaled printers and fax prters and bel..
Cuntomize settigs for the depliy of lngUAgE,..
Ao, remove, and conligure scanmners and ca...

Schedue computer tasks to run automatizaly.
View Your eurrent security status snd aecess ...
AC97 Aude Contral Panl

Chinge the sound scheme for your computer,..
Chere st for tend-lo-sneech and foe s

v B
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Step 3:  Click the Properties tab in the Network Connections dialog box.

*» Network Connections
Fle EAt view Fawvortes Tools Advanced Help

Qesk - © - (¥ | POseach [ Foders | [~ M

Ackkress | Network Connections

v|Beo
A Name Type Status.
Aroadband

Network Tasks

(B Create a new conmection DHiret Eroadband (=
@ Changs windows

Firewall settings LAN or High-speed Intermet
& Oiable s ratwork

device 1AM or High-Speed Internet — Connectec
', Ropar this connection
W] Rename this cornection
© View stans of this Repar

connection

Status

[l Changs somngs of this ENKige Comnectons
copeectin

Create Shortout

Other Places Rerame

B convol Panel

<
|

Step 4: When the Local Area Connection Properties dialog box shows up, choose Internet Protocol (TCP/IP)
and click Properties.

< Local Area Connection Properties

General | Authontication | Advanced

Connertusing

BB Marvell Yukon Gigabi Ethernet 10,1001 | Configure..

This connection uses the following tems

T < BT

Deseription
ki “antrol P
ares network protocol thal provides communicalion aross
dwverse mterconnected networks

) Show icon in notification sres when connected

[ Moty arno
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Step 5:  In the Internet Protocol (TCP/IP) Properties dialog box, choose Use the following IP Address to indicate
that you do not wish to use DHCP, and assign IP Address 192.168.1.200 with Subnet mask 255.255.255.0.

Click OK when you finish it.

Internet Protocal (TCP/IP) Properties

General

You can getIP settings
capabilty. Otherwise. you need to ask your netwark, administator for e
eppropriete [P sefings.

s

(C) Obtain an IP ddress automatically

C{(8) Use the inllowing IP* nddresT

1P addiess:

Subnetmask:

Detaut gotewny

Dlbtain DNS server address automatically
(@) Use the following DNS server addresses

Frefemed DNS server: [ ‘

oD corw

Step 6:  Choose Close to finish the modification.

. Local Area Connection Properties

Generol | Auentication | Advenced |

Connectusing
‘ B Marvall vukon Gigabit Ethemet 10/100/1 |

This connechon uses the following tems:

21 [ Ctiunt fur Mivrosuft Netwurkes
File and Printer Sharing for Microsoh Networics

¥ Intemet Protocol (TCRAP)

Install... Uninstall Praperiies

Descaption
Transmissinn Contral Protnenlintemat Protncal The default wicle
e nestwork prrotocol that provides communication acioss
diverse inlerconnected nebworks

[w] Show icon in natification area when connectad
[#] Mutify rve when this connection res limited orng connectity

Cancel

o=
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2. Install UPnP Packets

As described before, Microsoft Windows XP® doesn’t start the UPnP service by default; however, we have to install
some packets before we initialize it. The following steps will help you to install them.

Step1:  From the Start menu, point to Set Program Access and Default, and then click it.

7 SelProwanm A an 1 Defaulls

Frograms
By Docume ly
- fermngn

Searchn

Help and support

Hun..

Shut Down...

Step 2:  When the Add or Remove Programs dialog box appears, click the Add/Remove Windows Components
button.

# add or Remove Programs

add 8 program fFom CO-ROM o floppy disk

<ange o %Tuml.lm‘wu}wn fresen 1 CO-ROM oo Ty ahsk, ok OO x Py O By
Remove .

PO aa peograms om mcrosor

N IS 8AT.aS, RVICR Vers, A SYSTAM LTSS OVer e INTameT, ek [rdows Lpans

AGA Programe from your noTwork: Cavegery: (Al Cotegores 9
[Fs preagrams ares avababie o the rework

A Hew
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Step 3:  Check the Network Services in the Windows Component Wizard dialog box, and then click Detai

dows Components Wizar

windows Components
“You can add or remove components of Windows XP.

To add orremove a component dick the chockbox. A shaded boxmeans that only part of
the componentwill be installed. 10 see whot's included in o component, click Details

Companents

ile and Frint Services 00MB
O] S Oulluuk By sumy M

UBscrption:  Lontaing a vanaty of specializac, nemnrk-relatan Senices and protnenis

'otsl disk space raquirad: 563 M T oo
Space available un disk. 24044.5 MB
| esack || mea> | | cancel |

Step 4:  Check UPnP User Interface, and choose OK.

Networking Services R|

Toadd or remove a component, click the check box. A shaded box means that only part of the
componentwill be installed. To sce what's included in a component, click Details.

Subcomponents of Networking Services

&) Internet Gateway Device Discovery and Control Client 0.0 MD
O B paario-Pasr 0.0 ME
O BRIP Listener 0.0MB

Description:  Displays icons in My Network Places for UPnP devices detected on the
network. Also, opens the required Windows Firewall ports.

Total disk space required. 56.3 MB
Space available on disk: 240440 MB
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Step 5:  When the original Network Component Wizard dialog box returns, click Next.

Windows Components Wizard lz]

Winduws Cumpunents
ou can add or remmee companents of Windows XP

T addel or remave A companent click the chackbne A shacdsd o menns hat anly part of

the ilbeinstalled. To included in & component, click Details.

Components:

I et Message OuAting N0ME A

‘TvMRNanm MIMB

B

Egl)lhell\lemkﬁ\eamPrmtSeMEes 0.0MB
Oullouk Exress 00MB X

Desaiplion.  Conlains a variely uf specialized, network-relaled servicss and protoculs
Tulal disk space required. 56.3MB
Cpace available on disk: 24042.2MD

[ <Bak [ nmet> D[ cancel ]

Step 6:  After about one minute the UPnP installation will be done, and choose Finish to close it.

Windows Components Wizard

Completing the Windows
Components Wizard

You have suscossfully complotod the Windows
Components Wizard

Tu Uluse s wgand, Uhk Firish
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3. Turn on Services

After installation, we should turn on the relative services to start the UPnP protocol. The following procedures will

teach you how to do it.

Step 1:

@ Set Program Access and Detaits

Programs

{2 Documents

Search

Help and Support

®
g
5
@
S
a
o
%
g
z
=]
B
£
=

:d start

Step 2:  When Control Panel appears, double-click the Administrative Tools icon. The Administrative Tools

dialog box appears.

From the Start menu, point to Settings, and then click Control Panel.

» @ Network Connections
I@ Printers and Faxes
1 Taskhar and Start Menu

¥ Control Panel
File Edit View Favorites Tools Help

Qe @ - ¥ Psech [Brades [ X

@ Control Panl

Mame ~
&, Accessbiity Options
" Add Hardware

- control Panel

B Swilch W Category View

See Alsu

=PDale and Time
S0eplay

@Folder Optiors
EAFonts

‘BGame contollers
Pinternet Options
Sakeyboard
Tomouse

R Network Connections

RsPhone and Modem Options
EFortable Media Devices
BWPower Options

G4Printers and Faxes

@ Regiona and | anguage Cptons
BScanners and Cameras
(Ascheduled Tasks

© Securily Ceriler
Bscund Etfect Manager
W Cri e amd B din Naiane
<

R windows Update
) Help and Support

~ ‘ Go
Comments o
Adjust your computer settings for vision, ...
Instals and troubleshoots hardware
Tristal or remove programs and Windows ...
Configure administTatve setngs for your ...
Sctup Windows to automatically deliver ...
Sel the date, tme, and lme zore for you...
Change the appearance of your desktop,
Customize the display of fles and felders, ...
Add, change, and manage fonts on your ...
Add, remove, and configure game contral...
Configure your Internet display and conn...
Customize your keyboard settings, such ...
CLETOMIZE YOLI MOUSE $etngs, such 26 T..
Connects to other computers, networks, ...
Configure your telephone dialng rules and...
Wiew the portable media devices connecte.
Configure energy-saving settings for your...—|
Shows installed printers and fax printers a...
C1sromize settings for the display of lang...
Add, remove, and configure scanners and...
Schedule computer tasks to run automati...
View your curreniL seonity stals and acc...
ACS7 Audio Control Panel

Ploinns He i moel sobssrns Fa s 1w A

>
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Step 3:  Click the Services icon in the Administrative Tools dialog box.
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Step 4:  When the Services dialog box shows up, double click the SSDP Discovery Service icon.
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Step 5:  Choose Automatic in the Startup type, and click OK to start it.
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Step 7:  Choose Automatic in the Startup type, press the Start button, and click OK to start it.

Universal Plug and Play Device Host Properties (Local Comp... 2]

[ Geneal [Log On | Recovery | Dependencies|

Senicename upnphost

Disgley name: ‘Umvﬁlsa\ Plug and Play Device Host
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Piovides supportio 10st Universal Plug and Play
e

Pohin execiable
[END S Sy s s Eyvchus eme - ucalSerioe

Statup iy

Senice status

Voucan specily p Tl appty wh the senice frurr
hara.

Sta parameters, ‘

Step 8:  Restart your system.

4. Scan Video Server through My Network Place

After your installation and starting services, the UPnP protocol will take effect. You can scan all devices in
My Network Place like below.

T My Network Places
Tk Cdt wew [levormes Tooks kb

(<) © B | Oz orosns | @@ X

Ackimc: @@ My Metwort. Fiaces

Notwork Tavks &)

a2 Add a nobwork place.

A viaw network connectans.

A S 1g1.0 i b carlmrnk
for a home or omall office

8 Hide kcons for networked
Lre devices

Other Places =

G oeskop

& Pl ik

@y Lompumer

1 My Documonts
Yl Printecs and Faxes

Just double click the device icon, and the video live stream will pop up automatically without assigning any IP address
in Microsoft Internet Explorer®.
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APPENDIX 2

Register as a DDNS Member

The DDNS (dynamic domain name system) is a function which is provided by an American company. Please refer to
www.dyndns.com. This chapter provides the user with the basic instructions on how to register a free DDNS service.

Registering for a DDNS

Enter the URL www.dyndns.com. In the upper right-hand corner of the main page, where there is an item,
,Create Account”, as shown below.

32 DyrONS .. Dynanic DN, . ail Delivery.and Other Services - icrosoft nternet. Explorer

TEAM SPORT FOR THE BRAIN
gy

We slipport the US FIRST ang

S v Motk Sonices Incorporated uppeets 000 FIRST Conpetiion

Resources Services Support About Us
Wt 005 Custom 04 Updstn Glnts The Carrgany
ons Toaks Oynarmic 042 2477 e Gugpart Ot Casers
fusises Sarvcs el Ry O’ It Contact s

Create an account

After clicking ,,Create Account”, you will enter the Create Account page. Please complete the form at the bottom of the
page to create your account. You will receive an e-mail containing instructions to activate your account. If you do not
follow the directions within 48 hours, you will need to recreate your account.
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Set up the DDNS

After creating the account successfully, please enter your user name and password in the upper right-hand corner of
the main page to login, as shown below.

3 DyrDMS .. ynaic DNS, £ Ml Delivery and Other Services - Microsoft nternat Explorer
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© 19 0 o e S e~ et - Gkt
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After you login successfully, a text will appear saying ,My Services”, as shown below.
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Click ,My Services” to enter the service page. Please click the ,Add Host Service” item which is below the

,My Hosts” item, as shown below.

32 DyrONS - My Account - Micross Internet Explrer
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Click ,Add Host Service”, and its service items will appear. The Add Dynamic DNS Host item helps to add a new
DDNS. Each member may have only one free account, and one free account can have only five DDNS.

Click Add Dynamic DNS Host to enter the DDNS setting page as shown below.

TMDy10NS .- Account - Host Service Setings - Wicrose Inernet Explorst
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All we have to set in this page is the ,Hostname” item. The user can choose a Sub Hostname as s/he likes from the
right-hand side of the Hostname’s drop-down list.

NOTE: You don’t have to set the ,,IP Address” in the same format as the Video Server’s IP Address.
It will renew the IP Address automatically.

After finishing the setting, please press the ,Create Host” button as shown below.

24 DyrDNS - Account - Hos rosall Intermet Explorer (S
T (0 o Bacetes >
8t o v . ¥ B« -
J DynDNS
- S a0 s
Host Services [rrS—————
Hostname e Qetans Last Lodated
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search
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APPENDIX 3

MPEG4 Bit Rate Tahle for the Video Server

1. When frame rate is higher than 15 frames/second (15 is not including):

Highest High Medium Low Lowest
FULL D1 3 2.5 2 1.5 1
VGA 2.63 2.25 1.75 1.31 0.88
2CIF 1.5 1.25 1 0.75 0.5
Half VGA 1.31 1.13 0.88 0.67 0.44
CIF 0.75 0.63 0.5 0.38 0.25
QVGA 0.66 0.56 0.44 0.38 0.22
ZOOM * 2 3 2.5 2 1.5 1
Z0OM * 3 3 25 2 1.5 1
Z0OM * 4 3 2.5 2 1.5 1

2. When frame rate is lower or equal to 15 frames/second:

Highest High Medium Low Lowest
FULL D1 2.25 1.94 1.5 1.13 0.75
VGA 1.94 1.69 1.31 0.98 0.66
2CIF 1.13 0.94 0.75 0.56 0.38
Half VGA 0.98 0.84 0.66 0.49 0.33
CIF 0.56 0.47 0.44 0.28 0.19
QVGA 0.5 0.44 0.34 0.25 0.19
Z0OM * 2 2.25 1.88 1.5 1.125 0.75
Z0OM * 3 2.25 1.88 1.5 1.125 0.75
Z0OM * 4 2.25 1.88 1.5 1.125 0.75

*The unit is in Mbps/second
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APPENDIX 4

PoE Installation Method

WARNING:

Please follow the steps in this instruction carefully. Connecting these adapters incorrectly may result in
damage to your network devices.

1. Provided accessories:

Video Server

Ethernet (CAT5 UTP/Straight through) cable

Power over Ethernet Injector (input rating: 48VDC)

AC adapter (input: 100-240VAC; output: 48VDC)

Power cord

Operating Manual, CD
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2. Video Server

POWER+DATA IN: Connect a CAT 5
RJ-45 straight- through cable from
~| the POWER+DATA OUT port on the
Power over Ethernet Injector.

3. Power over Ethernet Injector

POWER+DATA OUT: Provides the data and

power to the IP Indoor Mini-dome camera.
Connect this port to the POWER+DATA IN POWER IN: Using the supplied 48V
port on the IP box camera. power supply, connect to a wall power
outlet.
A
A

LAN IN: Connect a CAT 5 RJ-45 straight-
through cable to your computer

<




4. Connecting the Video Server: please take the following steps:

Step 1:

Insert one end of a Cat 5 Ethernet RJ-45 cable into the ,LIN IN” port of the Power over Ethernet Injector.
Connect the other end of the cable to your network switch or PC.

Step 2:

Plug one end of the Power adapter into the ,POWER IN” port of the Power over Ethernet Injector and the other end
into your electrical outlet.

The installed connection looks the same as in Figure 1.

Figure 1

Step 3:

Connect another Cat 5 Ethernet RJ-45 cable from the Power over Ethernet Injector ,,POWER+DATA OUT” port to the
,POWER+DATA IN” port of the IP Video Server.

The installed connection looks the same as in Figure 2 and Figure 3.

Figure 2 Figure 3

Step 4:
The ,,Power LED” of the IP Video Server should light up.
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