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MEGA-PIXEL NETWORK CAMERA

Camera SETUP menu can be accessed in two ways via web viewer.
Most frequent controls are available with the parameters directly in the below 
table. More complicated settings such as PRIVACY, MOTION & ZOOM MODE 
settings are available via ‘ADVANCED CAMERA MENU’ by activating the 
camera OSD menu.

3. Accessing the camera setup menu

EXT

10

BLC POSITION

EXIT

OFF
OFF

10
OFF

SET

SAVE&EXIT

PRIVACY
MOTION
TITLE SET
SMART IR
ZOOM MODE
HLC LEVEL

FOCUS ASSIST

MENU   V5.xx
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MEGA-PIXEL NETWORK CAMERA

Display
D-Zoom Ratio On ON enables to display the D-Zoom Ratio on the bottom right

corner. D-Zoom works when pointing zoom is set to ON.

Display ID On

On

ON enables to display Camera ID on Monitor.

ON enables to display Camera Title on Monitor.

* This function may not be supported in specific models.

Display Title

Off IR LED Control(AUTO/OFF) is available with IR LED model only.
If IR LED is set to OFF, IR LED will be turned OFF but DAY or 
NIGHT is still determined by the built-in light photo sensor.

IR LED Control

Defog
Weight Mid LEVEL : LOW, MID, HIGH

Video quality can be less in normal environments.
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MEGA-PIXEL NETWORK CAMERA

Advanced Camera OSD menu     
Click ‘ADVANCED CAMERA MENU’ bar at CAMERA CONTROL menu to activate
the camera OSD menu. 
Click Up/Down/Left/Right bars to navigate or change the parameters. 
These options have been pre-configured at the factory for optimal performance.

MENU     V5.xx

PRIVACY
MOTION
TITLE SET
SMART IR
ZOOM MODE
HLC LEVEL
BLC POSITION
FOCUS ASSIST
EXIT

↵
OFF
↵
|::::::::::::::| 0

10
ON

SET
|:::::::|::: :::|

↵
↵

SAVE&EXIT ↵

1-1. BOX : Set area to select privacy zones by square.

1-2. POLYGON : Set area to select privacy zones by polygon shape

1-3. RETURN 

Set the Privacy zones which can be enabled individually by BOX or POLYGON
are available to mask the video.

1. PRIVACY (default: OFF)

• ZONE NUM : Set a number to select a privacy zone from 1~10.
• ZONE DISP : ON enables a relevant privacy zone.
• H-POS, V-POS, H-SIZE and V-SIZE : Adjust the size and position of zone.
• COLOR : Select the color used for masking the zone form eight colors.
• TRANSPARENCY : Defines the transparency for the mask zone.
• RETURN
     

• RET : Go back to the previous menu.
• SAVE&EXIT : Exits the menu after saving the parameters.
• EXIT : Exits the menu without saving the parameters.
     

• ZONE NUM : Set a number to select a privacy zone from 1~4.
• ZONE DISP : ON enables a relevant privacy zone.
• COLOR : Select the color used for masking the zone form eight colors.
• TRANSPARENCY : Defines the transparency for the mask zone.
• RETURN
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MEGA-PIXEL NETWORK CAMERA

MOTION can detect the changes in the motion window and displays the results
in blocks and/or a text message

2. MOTION (default: OFF)

Camera title(name) can be set and editable up to 15 alpha numeric and symbolic 
characters from ASCII codes(ENGLISH only).
Clicking the Up/ Down/ Left/ Right bars to move the cursor for choosing characters
and click the Enter bar to select them. The selected characters are added and 
displayed on the top left corner and the cursor moves right automatically for next
 input.

3. TITLE SET

NOTICE
: Zoom functions such as POINTING ZOOM, PRESET ZOOM, FLEX ZOOM 
  and SMART MOTION ZOOM are disabled intentionally to avoid the mis-
  focusing at low light at night.

2-7. RETURN 
• RET : Go back to the previous menu.
• SAVE&EXIT : Exits the menu after saving the parameters.
• EXIT : Exits the menu without saving the parameters.
     

2-1. SENSITIVITY : 
       Adjusts the detection sensitivity for motion. High value increases the sensitivity
      to detect the small motion easily. Too high sensitivity will cause the erratic 
      detection by the tree leaves or the light level changes and too low setting will
      fail in detecting the motion 
2-2. H-POS,V-POS, H-SIZE,V-SIZE : 
       Adjust the size and position of the detection window
2-3. BLOCK DISP : ON enables to display the blocks for the detected area.
2-4. MOTION OSD : ON enables to display a text message, MOVING !!!
2-5. SMART MOTION ZOOM : 
       ON enables to Automatic Zoom IN/OUT when motion is detected and also 
       enables MOTION OSD to ON. 
       Area to be zoomed in by SMART MOTION ZOOM can be set at MOTION> 
       SMART MOTION ZOOM. Clicking Up/ Down/ Left/ Right or Enter bars for 
       ZOOM TARGET varies the viewing angle to be zoomed when the motion 
       occurs. Set the video left and right and/or up and down by MIRROR/FLIP. 
       (See page No.26 “SMART MOTION ZOOM”) 
       Set the direction of video by MIRROR/FLIP before SMART MOTION ZOOM
       setting. Otherwise the zoom target could be different from your intention.
2-6. STAY ZOOMING : Sets the duration time for zooming by Motion.
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SMART IR can be set to reduce the saturation by the strong IR illumination in
the night in any menu of EXT, AUTO and B/W(NIGHT). Setting SMART IR in any
menu is identically applied to other menu. Zero(0) turns off SMART IR and High
setting avoids the saturation strongly but the corners will be darker accordingly.

4. SMART IR (default: 0)

ON enables to select POINTING ZOOM, PRESET ZOOM or FLEX zoom modes.
5. ZOOM MODE (default: OFF)

• SP - Space is inserted when clicked
• BS - Cursor moves back when clicked
• CLR - Clears all the characters on input line when clicked it
• POS - Sets the title position by using four direction bars and enter bar.

5-1. POINTING ZOOM:
• H-POINTER, V-POINTER- Able to set the location of zoom center D-Zoom is 
  available DZ X1.1~ X8.0. (See page No.27 “POINTING ZOOM”)

PRESET ZOOM

ZONE NUM
ZONE VIEW
H-POS
V-POS
D-ZOOM RATIO
STAYING ZOOMING
RETURN

↵
1
ON
5
5

3sec
DZ X2.0

RET ↵

By Remote Controlloer only.

• ZONE NUM : Set a number to select a preset zoom from 1~4.
• ZONE VIEW : ON enables a relevant preset zone.
• H-POS and V-POS : Adjust the size and position of  preset zone.
• D-ZOOM RATIO: Set the D-Zoom Ratio from DZ X1.1~DZ X5.0
• STAYING ZOOMING : Sets the duration time for preset zoom area.
• RETURN

5-2. PRESET ZOOM: Able to zoom in for the preset area from NVR, VMS or Web 
       viewer.

[ Web-viewer]













ITEM PXD-1080MIR D

Imaging Sensor

Effective Pixels

Min.Illumination

Video Resolution

TV System

Sync. System

Format

Video Output

Video Sub-out

S/N Ratio

Lens Type

Day & Night

LEDs

Flip

White Balance

WDR

Special Features

Functions

Language

Operating Temp.

External Dimension

FOCUS ASSIST, SMART MOTION ZOOM, POINTING ZOOM, 
PRESET ZOOM, FLEX ZOOM

-10ºC ~ +50 ºC (Humidity : 30%RH ~ 80%RH)

Power Source PoE(IEEE Std. 802.3af ) 12VDC=750mA, 9W
Circuit protection against faulty connection in power polarity

Mechanical Feature

* when operating
  continuously

Specifications

30

MEGA-PIXEL NETWORK CAMERA

Ø116mm(W) x 94mm(H)_ Bubble: Ø80 / About 550g

Panasonic 1/3" Progressive Scan CMOS Sensor

1,944(H) x 1,092(V)

0.0005 Lux (@AGC MAX, DSS x2)

1920x1080 (30p/25p)

50Hz(switchable to 60Hz)

Internal

16:9 Video format for most popular commercial HDTV monitors

Ethernet thru RJ45 female & CVBS

NTSC/PAL standard, 1Vpp @75Ω terminated

More than 50dB (AGC OFF)

f= 2.8~10mm F1.4 Mega pixel DC Auto Iris Vari-focal lens

TDN by dual filter switcher, AUTO, COLOR, B/W, EXT, COLOR D/N

Built-in 2pcs x 850nm High power SMD LED

OFF/ H/ V/ HV FLIP

ATW / One Push / Manual / ATW-ext

True WDR by dual scan images in two frames at 30fps

Deblur, WDR, D-WDR, 3DNR, Smart IR, AGC, Motion Detection,
Privacy Mask, BLC/HLC, Digital Zoom(~8x), Sens-up, Defog, 
Flickerless, Title Set

English, German, French, Japanese, Korean

Zoom&Focus adjustment on 3-Axis gimbal, Double side Hard coated
clear bubble, Cooling Fan, Easy Installation Adaptor (Flat or Tilted types)
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Video Encoding

Protocol

Transmission Control

CMS

H.264 / MJPEG dual streaming

IPv6, HTTP, TCP/UDP/IP, ARP, ICMP, IGMP, RTP/RTSP, multicast, 
Telnet, ftp, PPPoE, SMTP(e-mail), DHCP, NTP, uPNP, ONVIF, PSIA

Connectivity

SD memory card

Audio & Alarm

PoE

Max. 16 simultaneous user connection

Slot for Micro SD memory card verified up to 32GB

Not Available

IEEE Std. 802.3af

IP Installation &
 maintenance

Configuration: installation wizard, HTTP, telnet and console, 
Upgrade firmware: HTTP, telnet+ftp

VBR, CBR ( 32K ~ 12M bps )

Bundled with Full featured 16 channels PC NVR. 
32/64 channels available(Option)

(*) Design and specifications are subject to change for product improvements without prior notice.

NETWORK SPECIFICATION
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